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MONTAJE HIDRAULICO —  HYDRAULIC ERECTION

O]
L 80
B
100

Mecanismos / Mechanisms c €

H_(J ﬁ 1500 750  Kg. 5.5/55 KW
QO [T 16 32 m/min. /2 B
LW_(\ Sy 1500 1500 750  Kg. 5.5/5.5/1.3 KW.
QO

Ny 4 16 32 m/min. || OPCIONAL—OPTIONAL

LQ;OJ @@ 40 m/min. 1.5 KW.

@ 0...1 v/min. 2.2 KW.

CARACTERISTICAS — CHARACTERISTICES

Peso de la gria sin lastre Lastre de base
8 Tn. 15.45 Tn.
Weight of crane without ballast Base ballast
Potencia electrica necesaria Radio de giro
- 9 K.V.A. 2.45 m.
Necessary electric power Rotation radius
Tension de alimentacion 380 V.3ph. | Reaccidn maxima 101
n.
Operating voltaje 50 Hz. Maximum reaction

Diagrama de carga / Loading diagram

13 15 16 17 18 19 20 21 22 23 24 m.
|24 m>  |1500{1290 [1200 1120|1050 | 985 | 930 | 880 | 830 | 790 | 750 |kq.
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MI2475 dimensiones dimensions
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