£ FUWA
Product characteristics shown as below

B Main components of power system and hydraulic system are imporied from USA, Germany, elc.
B Oplional equipped with self-load/unioad function, it is easy 10 assemble/disassembls.

B The easity damaged and consumable siructural parts are sali-made, .and special structure design of FulVa, makes
“YI"“A ; menienance more convenmnt.
B Most part of whole crane adopts no-dus! baked lacquer automatic assemble line painting.

HYDRALLIC CRAWLER CRANE % N

n Technical Data

| Descriptions Unit Data
‘ Max rated lifing capacity 1 105
Main boom length m 16=~73
Fly jib length m 13~ 25
Max main bacm langth + fiy iib m 61+25
Main boom angle ? 30~ 80
Hook blocks (optional) ; 120/50/25/8
Main winch haols!, lowen{rope dia, & 26) mmiin ' High 114/57; Low B2/41
:r.i Aux.winch hoist, lower (rope dia. ¢ 26) T¥ITIin i—hﬁh_ﬁd_ﬁ}_l_;.u !5-?"41 -
a Boom holst, lower (rope dia. 4 20)  mémin . 54
E_ Swing speed r/mmin
Travel speed kmih
hein hoisl resvings
Singie rope I|h|nﬁ capaciy 1 g
GGradeahility Vo 30
Engine KA/ rmiin 209/2000 (Impart)
Swing redius T 5227
Owerall dimansion M BASDxAZ20x3030
Crane mass [ with basic boom, 100t hook) i
Ground bearing pressure MMa
Counterwsighl . i
Meote: # spead may vary with the (apd.
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