Hyster H45-65XM Lift Truck Specifications
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Dimensions are in inches (millimeters).

Circled dimensions correspond to the line numbers on the tabulated chart inside the Technical Guide.
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T Hyster H45XM Lift Truck Specifications
1| Manufacturer Hyster Company Hyster Company Hyster Company Hyster Company
2| Model H45XM (Mazda 2.0L) H45XM (GM 3.00) H45XM (Perkins 2.6L) H45XM (Mazda 2.21)
3 3| Capacity, rated Ib. (kg) 4,500 (2 041) 4,500 (2 041) 4,500 (2 041) 4,500 (2 041)
& | 4| Load center in. (mm) 24 (500) 24 (500) 24 (500) 24 (500)
Z | 5| Powertype Gas/LPG Gas/LPG Diesel Gas/LPG
“ | 6| Operator type Sit Sit Sit Sit
7| Tire type, front/ rear Pneumatic / iPneumatic | Pneumatic / Pneumatic | Pneumatic / Pneumatic | Pneumatic / Pneumatic
8| Wheels, front/ rear (X=driven) 2X /2 2X/2 2X /2 2X/2
10| 2-stage LFL (TOF) in. (mm) 131.0 (3 327) 131.0(3 327) 131.0 (3 327) 131.0 (3 327)
11| Limited free-lift (TOF) in. (mm) 5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140)
12| Optional full free-lift (TOF) with / without LBE in. (mm)| 37.3 (347) / 61.5 (1 562) 37.3(947) / 61.5 (1 562) 37.3(947)/61.5(1562) | 37.3(947)/61.5(1562)
13| Forks, width / thickness in. (mm) 5.0 (127) /15 (38) 5.0(127)/1.5(38) 5.0(127) /1.5 (38) 5.0(127) /15(38)
2 14| Tilt angle, standard mast, forward / backward  Deg.® 6/6 6/6 6/6 6/6
© [ 15| Length to face of forks in. (mm) 98.9(2512) 98.9 (2 512) 98.9(2512) 98.9(2512)
£ 116 | Width, standard tires in. (mm) 455 (1 156) 45.5 (1 156) 455 (1 156) 455 (1 156)
§ 17| Height, standard mast lowered in. (mm) 85.5(2172) 85.5(2172) 85.5(2172) 85.5(2 172)
= | 18| Height, std. mast extended with / without LBE in. (mm)[179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942)
19| Turning radius, minimum outside in. (mm) 85.2 (2 164) 85.2 (2 164) 85.2 (2 164) 85.2 (2 164)
20 | Length, center drive axle to face of forks in. (mm) 18.5 (470) 18.5 (470) 18.5 (470) 18.5 (470)
22| Aisle width in. (mm) 103.8 (2 637) 103.8 (2 637) 103.8 (2 637) 103.8 (2 637)
Right angle stacking aisle (40 x 48 pallet) in. (mm) 151.7 (3 853) 151.7 (3 853) 151.7 (3 853) 151.7 (3 853)
23| Stability (Comply with ANSI?) * Yes Yes Yes Yes
24 | Travel speed, max. forward, Gas / LPG, RL mph (km/h)| 11.0(17.7)/ 11.0 (17.7) 12.0(19.3) / 11.5(18.5) 11.2 (18.0) 11.2(18.0)/11.2(18.0)
25| Lift speed, std LFL mast NL/RL ft/min (m/s)| 118.0 (0.60) / 105.0 (0.53) | 125.0(0.64)/116.0 (0.59) | 119.7 (0.61) / 107.8 (0.55) | 130.0 (0.66)/ 116.0 (0.59)
= Opt. 2-stage FFL NL/ RL ft/min (m/s)| 107.0 (0.54) / 96.0 (0.49) 113.0(0.57) / 105.0 (0.53) | 107.7 (0.55) / 98.3 (0.50) | 117.0(0.59)/ 106.0 (0.54)
s Opt. 3-stage FFL NL/RL ft/min (m/s)| 113.0 (0.57)/101.0 (0.51) | 119.0(0.60)/111.0(0.56) | 113.7 (0.58) / 103.1(0.52) | 123.0(0.62)/111.0 (0.56)
g 26 | Lowering, std LFL mast NL/RL ft/min (m/s)| 83.0(0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0(0.42) / 99.0 (0.50) 83.0(0.42)/ 99.0 (0.50)
& Opt. 2-stage FFL NL/ RL ft/min (m/s)| 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0(0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50)
= Opt. 3-stage FFL NL/ RL ft/min (m/s)| 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0(0.42) / 99.0 (0.50)
& |27 | Drawbar pull, powershift, 1 mph NL/RL Ibs. (kN)| 3,099 (13.8) /3,200 (14.2) | 4,501 (20.0)/ 4,680 (20.8) | 3,637 (16.2)/3,768 (16.8) | 3,680(16.4)/3,800 (16.9)
LPG data (this line only) NL/RL Ibg-(kN)| 3,099 (13.8) /3,200 (14.2) | 4,245(18.9)/4,410(19.6) s 3,680 (16.4) / 3,800 (16.9)
28 | Gradeability, powershift, 1 mph NL / RL % 33/25 33/38 33/30 33/31
LPG data (this line only) % 33/25 33/36 33/31
E’ 30 | Total approximate weight, std equipped truck . lh. (kg) 8,120 (3 683) 8,120 (3 683) 8,120 (3 683) 8,120 (3 683)
31| Axle loading, static, front/ rear - RL lb. (kg){11,553 (5 240) / 1,243 (564) | 11,553 (5 240) / 1,243 (564) | 11,613 (5 268) / 1,338 (607) | 11,553 (5 240) / 1,243 (564)
32 | Number tires front/ rear 2/2 212 2/2 2/2
o | 33| Size of drive tires, front 7.00x12-12Ply 7.00x12-12Ply 700x12-12Ply 70x12-12Ply
&= |34 Size of steer tires, rear 6.00x 9 - 10 Ply 6.00x9-10Ply 6.00x9- 10 Ply 6.00x9- 10 Ply
i 35| Wheelbase in. (mm) 63.9 (1 623) 63.9 (1 623) 63.9(1623) 63.9 (1623)
o | 36| Tread, center of tires, steer / drive in. (mm)| 37.8 (960) / 38.1 (968) 37.8 (960) / 38.1 (968) 37.8 (960) / 38.1 (968) 37.8 (960) / 38.1 (968)
E 37| Ground clearance, lowest point - NL in, (mm) 5.2 (132) 52 (132) 5.2 (132) 5.2 (132)
E 38| Ground clearance, center wheelbase - NL in. (mm) 6.3 (160) 6.3 (160) 6.3 (160) 6.3 (160)
39| Brakes, method of control, service / parking Hydraulic / Mechanical | Hydraulic / Mechanical | Hydraulic / Mechanical | Hydraulic / Mechanical
40 | Brakes, method of operation, service / parking Foot / Hand Foot/ Hand Foot/ Hand Foot / Hand
42 | Battery, volts / cold cranking amps V / amps| 12/ 305 12/ 305 12 /590 12/ 305
46 | Engine, make-model Mazda 2.0L GM 3.0L Perkins 704-26 Mazda 2.2L
= | 47| Output per SAE standards, Gas/ LPG hp (kW)  42.0(31) /42.0 (31) 62.0 (46) / 58.9 (44) 57.6 (43) 47 (35) /47 (35)
g 48 | Governed speed NL RPM 2,800 2,900 2,600 2,800
= |49| Cycle/number of cylinders / displacement cu.in. (cm3)]  4/4/122.0 (1 999) 4/4/181.0 (2 966) 4/4/149.0(2442) 4/4/133.0(2184)
E 51| Clutch type, powershift Torque Converter Torque Converter Torque Converter Torgue Converter
= | 52| Gear change type, powershift Manatrol Pedal Monotrol Pedal Monotrol Pedal Monotrol Pedal
53 | Number of speeds, forward / reverse 1/1 L 111 1/1
54 | Transmission type Powershift Powershift Powershift Powershift
55 | Relief pressure for attachments psi (kPA) 2,250 (15 513) 2,250 (15 513) 2,250 (15 513) 2,250 (15 513)

* CERTIFICATION: These Hyster lift trucks meet design specifications of Part Il ANSI B56.1-1969, as required by O0SHA Section 1910.178 (a) (2) and comply with Part IlI

ANSI B56.1-revision in effect at time of manufacture. Certification of compliance with the applicable ANSI standards appears on the lift truck’s nameplate which is affixed
to truck when shipped complete from the factory.
T For lifting information on H45-65XM LPG powered trucks. Refer to Performance Specifications Chart located on the Mast Dimensions and Performance
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e Hyster H50-55XM Lift Truck Specifications
Hyster Company Hyster Company Hyster Company Hyster Company Hyster Company Hyster Company
H50XM (Mazda 2.0L) H50XM (GM 3.0L) H50XM (Perkins 2.6L) H50XM (Mazda 2.2L) H55XM (Mazda 2.0L) H55XM (GM 3.0L)
5,000 (2 268) 5,000 (2 268) 5,000 (2 268) 5,000 (2 268) 5,500 (2 495) 5,500 (2 495)
24 (500) 24 (500) 24 (500) 24 (500) 24 (500) 24 (500)
Gas/LPG Gas/LPG Diesel Gas / LPG Gas/LPG Gas/LPG
Sit Sit Sit Sit Sit Sit
Pneumatic / Pneumatic | Pneumatic / Pneumatic | Pneumatic / Pneumatic Pneumatic / Pneumatic Pneumatic / Pneumatic | Pneumatic / Pneumatic
X/2 2%/ 2 2X/2 2X/2 2X/2 2X/2
131.0 (3 327) 131.0 (3 327) 131.0 (3 327) 131.0 (3 327) 131.0 (3 327) 131.0(3 327)

5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140) 5.5 (140)
37.3(947) / 61.5 (1 562) 37.3(947) / 61.5 (1 562) 37.3(947)/ 61.5 (1 562) 37.3(947) /615 (1 562) 37.3 (947) / 61.5 (1 562) 37.3(947) /61.5 (1 562)
5.0(127)/1.5(38) 501(127)/1.5(38) 5.0(127)/1.5(38) 5.0 (127) / 1.5 (38) 5.0(127) /1.5 (38) 5.0(127)/ 1.5(38)
6/6 6/6 6/6 6/6 6/6 6/6
100.9 (2 563) 100.9 (2 563) 100.9 (2 563) 100.9 (2 563) 103.1 (2 619) 103.1 (2 619)

45.5 (1 156) 455 (1 156) 455 (1 156) 45.5 (1 156) 47.4(1204) 47.4 (1 204)
85.5(2 172) 85.5(2172) 85.5(2172) 85.5 (2 172) 85.5(2172) 85.5 (2 172)
179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942) | 179.3 (4 554) / 155.2 (3 942)
87.4 (2 220) 87.4 (2 220) 87.4 (2 220) 87.4 (2 220) 89.2 (2 266) 89.2 (2 266)
18.5 (470) 18.5 (470) 18.5 (470) 18.5 (470) 18.5 (470) 18.5 (470)
106.0 (2 692) 106.0 (2 692) 106.0 (2 692) 106.0 (2 692) 107.7 (2 736) 107.7 (2 736)
153.9 (3 909) 153.9 (3 909) 153.9 (3 909) 153.9 (3 909) 155.7 (3 955) 155.7 (3 955)
Yes Yes Yes Yes Yes Yes
11.0(17.7) / 1.0 (17.7) 12.0 (19.3) / 11.5 (18.5) 11.2(18.0) 11.2(18.0)/ 11.2(18.0) 11.7(18.8)/ 11.7 (18.8) 12.7 (20.4) / 12.2 (19.6)
118.0 (0.60) / 104.0 (0.53) | 125.0 (0.64)/115.0 (0.58) | 119.7 (0.61)/106.5(0.54) | 130.0 (0.66)/114.0 (0.58) | 118.0(0.60) / 102.0(0.52) | 125.0 (0.64) / 113.0 (0.57)
107.0 (0.54) / 95.0 (0.48) 113.0 (0.57) / 104.0 (0.53) 107.7 (0.55) / 97.2 (0.49) 117.0 (0.59) / 104.0 (0.53) 107.0 (0.54) / 94.0 (0.48) 113.0 (0.57) / 103.0 (0.52)
113.0(0.57) / 99.0 (0.50) 119.0 (0.60) / 110.0 (0.56) | 113.7 (0.58) / 101.8 (0.52) | 123.0(0.62) / 109.0 (0.55) 113.0 (0.57) / 98.0 (0.50) 119.0 (0.60) / 109.0 (0.55)
83.0(0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0(0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50)
83.0(0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50)
83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0 (0.42) / 99.0 (0.50) 83.0(0.42) / 99.0 (0.50)
3,107 (13.8)/ 3,200 (14.2) | 4,499 (20.0) /4,670 (20.8) | 3,635(16.2) /3,758 (16.7) | 3,680(16.4) /3,790 (16.9) | 2963 (13.2)/3,040(13.5) | 4,270(19.0)/ 4,420 (19.7)
3,107 (13.8) /3,200 (14.2) | 4,243 (18.9} /4,400 (19.6) ' s 3,680 (16.4) /3,790 (16.9) | 2,963 (13.2) /3,040 (13.5) | 4,024 (17.9)/ 4,160 (18.5)
30/23 30/35 30/28 30/28 28/22 28/31
30/23 30/33 30/28 28/ 22 28/29
8,565 (3 885) 8,565 (3 885) 8,565 (3 885) 8,565 (3 885) 8,960 (4 064) 8,960 (4 064)

12,141 (5 507) / 1,600 (726) | 12,141 (5 507) / 1,600 (726) | 12,196 (5 532) / 1,700 (771) | 12,141 (5 507) / 1,600 (726) § 12,962 (5 880) / 1,674 (759) | 12,962 (5 880) / 1,674 (759)
2/2 2/2 22 2/2 2/2 272
7.00x12-12 Ply 7.00x12-12 Ply 7.00x12-12Ply 7.00x12-12Ply 28x9-15-12Ply 28x9-15-12Ply
6.00x9-10 Ply 6.00x9- 10 Ply 6.00x9- 10 Ply 6.00x9- 10 Ply 6.50 x 10 - 10 Ply 6.50 x 10 - 10 Ply
63.9 (1 623) 63.9 (1 623) 63.9 (1 623) 63.9 (1623) 63.9 (1 623) 63.9 (1 623)

37.8 (360) / 38.1 (968) 37.8 (960) / 38.1 (968) 37.8(960) / 38.1 (968) 37.8 (960) / 38.1 (968) 38.2 (970) / 38.1 (968) 38.2 (970) / 38.1 (968)
5.2 (132) 5.2(132) 5.2(132) 5.2 (132) 5.2 (132) 5.2(132)

6.3 (160) 6.3 (160) 6.3 (160) 6.3 (160) 6.9 (175) 6.9 (175)
Hydraulic / Mechanical | Hydraulic / Mechanical | Hydraulic / Mechanical | Hydraulic / Mechanical | Hydraulic / Mechanical | Hydraulic / Mechanical
Foot / Hand Foot / Hand Foot / Hand Foot / Hand Foot / Hand Foot / Hand
12 /305 12/ 305 12 /590 12/ 305 12/ 305 12 /305

Mazda 2.0L GM 3.0L Perkins 704-26 Mazda 2.2L Mazda 2.0L GM 3.0L
42.0 (31) / 42.0 (31) 62.0 (46) / 58.9 (44) 57.6 (43) 47.0 (35) / 47.0 (35) 42.0 (31) / 42.0 (31) 62.0 (46) / 58.9 (44)
2,800 2,900 2,600 2,800 2,800 2,900
4/4/122.0(1999) 4/4/181.0 (2 966) 4/4/159.0 (2 606) 4/4/133.0 (2 184) 4/4/122.0(1999) 4/4/181.0 (2 966)
Torque Converter

Monotrol Pedal
15

Torque Converter
Monotrol Pedal

Torque Converter
Monotrol Pedal

Torque Converter
Monotrol Pedal

Torque Converter
Monotrol Pedal

Torque Converter
Monotrol Pedal

151 1/1 111 1/1 1A
Powershift Powershift Powershift Powershift Powershift Powershift
2,250 (15 513) 2,250 (15 513) 2,250 (15 513) 2,250 (15 513) 2,250 (15 513) 2,250 (15 513)

* CERTIFICATION: These Hyster lift trucks meet design specifications of Part || ANSI B56.1-1969, as required by 0SHA Section 1910.178 (a) (2) and comply with Part 111

ANSI B56.1-revision in effect at time of manufacture. Certification of compliance with the applicable ANSI standards appears on the lift truck’s nameplate which is
affixed to truck when shipped complete from the factory.

1 For lifting information on H45-65XM LPG powered trucks. Refer to Performance Specifications Chart located on the Mast Dimensions and Performance

Specifications page.
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o2z Mast Dimensions, Alternator & Battery Specifications

H45-55XM MAST DIMENSIONS in. (mm)
Maximum Overall Overall Ext. Height Overall Ext. Height *Free-Lift (TOF) Total Weight of Standard Truck
Height t Lowered With Load Without Load Without Load Ib. (kg) Ib. (kg) Ib. (kg) Ib. (kg) Ib. (kg)

(Top of Forks) Height Backrest Ext. Backrest Ext. Backrest Ext. H45XM H50XM H55XM H60XM H65XM
2-STAGE LIMITED FREE-LIFT (LFL) VISTA (H45-55XM)

119.5 (3 035) 80.0(2032) 167.4 (4 252) 143.3 (3 640) 5.5 (140) 8,120(3683)  8565(3885) 8,960 (4 064) =

131.0(3327) 85.5(2172) 179.5 (4 559) 155.2 (3 942) 5.5 (140) 8,170 (3 706) 8,615 (3 908) 9,010 (4 087) - -

151.0 (3835) 95.5 (2 426) 198.9 (5 052) 174.8 (4 440) 5.5 (140) 8,255(3744) 8,700(3946) 9,095 (4 125) --
2-STAGE LIMITED FREE-LIFT (LFL) VISTA (H60-65XM)

1265 (3213) 86.5(2197) 174.5 (4 432) 153.7 (3 904) 6.0 (152) - - - 9,495 (4307) 9,780 (4 436)

146.0 (3708) 96.5 (2 451) 194.2 (4 933) 173.4 (4 404) 6.0 (152) - -- 9,580 (4 345) 9,865 (4 475)
2-STAGE FULL FREE-LIFT (FFL) VISTA (H45-55XM)

119.0 (3023) 80.0(2 032) 167.0 (4 242) 143.0 (3 632) 55.5 (1.410) 8,155 (3 699) 8,600 (3 901) 8,995 (4 080) o i

131.0(3327) 855(2172) 178.9 (4 544) 154.8 (3 932) 61.5 (1 562) 8,215 (3 726) 8,660 (3 928) 9,055 (4 107) -
2-STAGE FULL FREE-LIFT (FFL) VISTA (H60-65XM)

1265(3213) 86.5(2197) 174.5 (4 432) 153.7 (3 904) 59.0 (1 499) g s 9,535 (4325) 9,820 (4 454)
3-STAGE FULL FREE-LIFT (FFL) VISTA (H45-55XM)

171.5 (4 356) 78.0 (1 981) 217.8 (5 532) 194.2 (4 933) 55.0 (1.397) 8,475(3844) 8920(4046) 9,315 (4 225) - -

189.0 (4 801) 83.5(2121) 235.5 (5 982) 2119 (5 382) 60.5 (1 537) 8,550 (3878)  8,995(4080) 9,390 (4 259) -

218.5 (5 550) 95.5 (2 426) 265.0 (6 731) 241.5 (6 134) 72.5 (1 842) 8,700 (3946)  9,145(4 148) 9,540 (4 327) -
3-STAGE FULL FREE-LIFT (FFL) VISTA (H60-65XM)

164.0 (4 166) 79.0 (2 007) 212.2 (5 390) 189.4 (4 811) 53.5 (1 359) - --- 9,805 (4 448) 10,090 (4 577)

182.0 (4 623) 84.5 (2 146) 229.9 (5 840) 207.1 (5 260) 59.0 (1 499) 9,870 (4 477) 10,155 (4 606)

193.5(4915) 90.5(2 299) 241.7 (6 139) 218.9 (5 560) 65.0 (1 651) - = 9,939 (4508) 10,244 (4 647)

2115(5372) 96.5 (2 451) 259.4 (6 589) 236.6 (6 010) 71.0 (1 803) e - 10,020 (4 545) 10,305 (4 674)

restricted back tilt.

22.8” (579 mm) (H60-65XM).

I3

t Lift heights over 153.5" (3 899 mm) (//45-55XM), 146.0" (3 708 mm) (H60-65XM) maximum fork height and all 3-stage FFL VISTA masts require reduced capacity and

* If load backrest extension is used on 2-stage FFL, subtract 24.2" (615 mm) (H45-55X\1) 20.6” (523mm) (H60-65XM); on 3-stage FFL, subtract 25.1” (638 mm) (H45-55X/V1)
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