
8 1 0 K - M C S / R C  L I F T I N G  C A PA C I T I E S

Note: Crane appearance subject to change.

* Crane rating (ft-lb) is the rated load (lb) multiplied by the respective distance (ft) from centerline of rotation with all extensions retracted and the inner and outer booms in a horizontal 

position, per ANSI B30.22. ** Crane weight does not include stabilizers. ***Maximum swing clearance radius required is 20.5" (516 mm) at 6' 9" (2055 mm) from top of chassis frame.

Minimum Chassis Specifications

Front Axle Rating (GAWR) 6000 lb (2722 kg)

Rear Axle Rating (GAWR) 12,460 lb (5652 kg)

Resistance to Bending Moment Minimum 810,000 in-lb (9332 kg-m)

Specifications

Stabilizer Pad Diameter 5.44" (138 mm)

Crane Storage Height 6’ 2” (1880 mm)

Mounting Space*** 2’ 2” (660 mm)

Rotational Torque 5900 ft-lb (0.9 tm)

Rotation 400°

Optimum Pump Performance 9.25 gpm (35 L/min)

System Pressure 4714 psi (325 bar)

Oil Reservoir Capacity 14.5 gal (55 L)

Stabilizer Extension Span
    Standard - Stabilizers, S1 Fixed
    Option 1 - Stabilizers, S2 Fixed
    Option 2 - Stabilizers, D Fixed

11’ 2” (3404 mm)
14’ 5” (4394 mm)
17’ 1” (5207 mm)

810K-MCS/RC Specifications 

1 - Hydraulic 2 - Hydraulic 3 - Hydraulic 4 - Hydraulic

Crane Rating* 54,858 ft-lb (7.6 tm) 54,135 ft-lb (7.5 tm) 52,692 ft-lb (7.3 tm) 51,249 ft-lb (7.1 tm)

Max Horizontal Reach 17' 4" (5.3 m) 23' 11" (7.3 m) 29' 10" (9.1 m) 36' 1" (11 m)

Max Vertical Reach 20' (6.1 m) 28' 4" (8.6 m) 35' 4" (10.8 m) 42' 5" (12.9 m)

Max Capacity 8245 lb (3740 kg) 8068 lb (3660 kg) 7914 lb (3590 kg) 7804 lb (3540 kg)

Max Cap @ Max Reach 3163 lb (1435 kg) 2215 lb (1005 kg) 1653 lb (750 kg) 1488 lb (575 kg)

Crane Weight ** 1466 lb (665 kg) 1631 lb (740 kg) 1785 lb (810 kg) 1918 lb (870 kg)

Hook Approach

  Vertical
  Horizontal

12' 8" (3870 mm) 
5' 1" (1555 mm)

12' 9" (3885 mm) 
5' 4" (1625 mm)

12' 9.5" (3900 mm) 
5' 7" (1695 m)

12' 10" (3915 mm) 
5' 9" (1765 mm)

Center of Gravity - Stored

  Vertical
  Horizontal  
    (C/L Rotation to Bridge)

2' 1" (645 mm) 
1' 2" (360 mm)

2' 2" (665 mm) 
1' 2" (370 mm)

2' 3" (685 mm) 
1' 1.5" (365 mm)

2' 3" (700 mm)
1' 2" (360 mm)

810K-MCS/RC - 2 Hydraulic

810K-MCS/RC - 3 Hydraulic

810K-MCS/RC - 4 Hydraulic

810K-MCS/RC - 1 Hydraulic

3163 lb
1435 kg
17' 4"
5.3 m

4662 lb
2115 kg
11' 9"
3.6 m

2215 lb
1005 kg
23' 11"
7.3 m

2976 lb
1350 kg
17' 8"
5.4 m

4453 lb
2020 kg
12' 2"
3.7 m

2094 lb
950 kg
23' 6"
7.2 m

1653 lb
750 kg
29' 10"
9.1 m

2810 lb
1275 kg

18'
5.5 m

4254 lb
1930 kg
12' 5"
3.8 m

1532 lb
695 kg
29' 10"
9.1 m

1267 lb
575 kg
36' 1"
11 m

1973 lb
895 kg
23' 11"
7.3 m

2689 lb
1220 kg
18' 4"
5.6 m

4100 lb
1860 kg
12' 5"
3.8 m
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