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EX¥:N 1 Operation of 13m HL jib Lifting Capacity Chart

Specification HA

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 84.0 80.7
10.0 82.8 76.6 66.0
11.0 78.3 72.9 63.4
12.0 72.8 69.5 61.1 51.3
14.0 63.4 63.8 56.9 48.5 34.6
16.0 56.1 56.5 53.4 46.2 33.7
18.0 50.2 50.7 50.3 44 .4 33.1
20.0 45.1 45.8 46.3 42.9 32.9
22.0 40.2 40.8 41.3 41.8
24.0 36.1 36.5 36.9 37.1
26.0 32.6 32.9 33.1
28.0 29.6 29.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HA
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 77.0 77.0 68.1
11.0 77.0 76.1 65.7
12.0 76.9 73.9 63.5
14.0 65.1 66.7 59.5 50.8 37.7
16.0 56.0 57.3 56.2 48.6 36.8
18.0 48.7 49.8 50.9 46.8 36.1
20.0 42.8 43.7 44.6 45.2 35.6
22.0 37.8 38.7 39.4 40.2 35.4
24.0 33.7 34.4 35.0 35.6
26.0 30.2 30.7 31.2 31.6
28.0 271 27.5 27.9 28.1
30.0 24.4 24.8 25.0
32.0 22.0 22.2
34.0 17.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HA

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 64.0 64.0 64.0
12.0 64.0 64.0 64.0
14.0 63.9 64.0 61.4 51.8
16.0 54.8 56.3 57.7 49.9 38.8
18.0 47.5 48.8 50.0 48.2 38.1
20.0 41.5 42.7 43.7 45.0 37.5
22.0 36.6 37.6 38.5 39.5 37.2
24.0 324 33.3 34.0 34.8 35.2
26.0 28.8 29.6 30.2 30.8
28.0 25.7 26.4 26.9 27.3
30.0 23.0 23.6 23.9 24.2
32.0 20.5 20.9 21.2
34.0 18.3 18.6 18.7
36.0 16.3 16.5
38.0 12.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HA
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.3 38.3 34.9 30.1
16.0 41.2 37.5 34.2 29.7 255
18.0 40.2 36.8 33.7 29.4 254
20.0 39.4 36.2 33.2 29.2 25.3
22.0 36.4 35.7 32.9 29.0 253
24.0 32.2 33.2 32.7 29.0 25.3
26.0 28.7 29.5 30.3 29.0 25.3
28.0 25.6 26.3 27.0 27.7 25.3
30.0 22.8 23.5 241 24.7
32.0 20.3 20.9 21.4 21.9
34.0 18.0 18.6 19.0 19.4
36.0 16.1 16.5 16.9 17.1
38.0 14.3 14.7 14.9
40.0 12.7 13.0 13.2
42.0 11.3 1.5 11.5
44.0 9.9 10.1
46.0 7.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HB

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 84.0 80.7
10.0 82.8 76.6 66.0
11.0 78.3 72.9 63.4
12.0 72.8 69.5 61.1 51.3
14.0 63.4 63.8 56.9 48.5 34.6
16.0 56.1 56.6 53.4 46.2 33.7
18.0 49.3 50.2 50.3 44 .4 33.1
20.0 43.6 443 44.9 42.9 32.9
22.0 38.8 39.4 39.9 40.3
24.0 34.7 35.2 35.6 35.8
26.0 31.0 31.3 31.5
28.0 27.9 28.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HB
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 77.0 77.0 68.1
11.0 77.0 76.1 65.7
12.0 74.4 73.9 63.5
14.0 62.9 64.5 59.5 50.8 37.7
16.0 54.0 55.4 56.2 48.6 36.8
18.0 47.0 48.1 49.2 46.8 36.1
20.0 41.2 42.2 43.1 441 35.6
22.0 36.4 37.2 38.0 38.8 35.4
24.0 32.1 32.9 33.5 34.2
26.0 28.4 29.0 29.5 30.0
28.0 25.2 25.7 26.1 26.3
30.0 22.5 22.8 23.0
32.0 20.1 20.3
34.0 17.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HB

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 64.0 64.0 64.0
12.0 64.0 64.0 64.0
14.0 61.8 63.6 61.4 51.8
16.0 52.8 54.4 55.8 49.9 38.8
18.0 45.7 471 48.3 48.2 38.1
20.0 40.0 411 421 43.4 37.5
22.0 35.1 36.1 37.0 38.1 37.2
24.0 30.7 31.6 324 33.4 33.7
26.0 26.9 27.7 28.4 29.1
28.0 23.7 24.4 25.0 25.5
30.0 21.0 21.5 21.9 22.2
32.0 18.6 19.0 19.3
34.0 16.5 16.8 16.9
36.0 14.6 14.8
38.0 12.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HB
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.3 38.3 34.8 30.1
16.0 41.2 37.5 34.2 29.7 255
18.0 40.2 36.8 33.7 29.4 254
20.0 39.4 36.2 33.2 29.2 25.3
22.0 35.0 35.7 32.9 29.0 253
24.0 30.5 31.6 325 29.0 25.3
26.0 26.8 27.7 28.5 29.0 25.3
28.0 23.6 24.4 251 25.9 25.3
30.0 20.8 21.5 221 22.7
32.0 18.4 19.0 19.5 20.0
34.0 16.2 16.8 17.2 17.6
36.0 14.4 14.8 15.2 15.4
38.0 12.7 13.0 13.3
40.0 1.2 1.5 11.6
42.0 9.8 10.0 10.1
44.0 8.6 8.7
46.0 7.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HC

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 84.0 80.7
10.0 82.8 76.6 66.0
11.0 78.3 72.9 63.4
12.0 72.8 69.5 61.1 51.3
14.0 63.0 63.8 56.9 48.5 34.6
16.0 54.4 55.5 53.4 46.2 33.7
18.0 47.6 48.4 49.2 44.4 33.1
20.0 41.4 42.2 42.9 42.9 32.9
22.0 36.4 37.0 37.5 38.0
24.0 32.2 32.7 33.0 33.3
26.0 28.7 29.0 29.2
28.0 25.7 25.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HC
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 77.0 77.0 68.1
11.0 77.0 76.1 65.7
12.0 71.9 73.8 63.5
14.0 60.8 62.4 59.5 50.8 37.7
16.0 52.1 53.5 54.7 48.6 36.8
18.0 45.0 46.3 47.5 46.8 36.1
20.0 38.8 39.9 40.8 42.0 35.6
22.0 33.7 34.6 354 36.4 35.4
24.0 29.5 30.3 30.9 31.6
26.0 26.0 26.6 271 27.6
28.0 23.0 23.5 23.9 241
30.0 20.4 20.8 21.0
32.0 18.2 18.4
34.0 16.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HC

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 64.0 64.0 64.0
12.0 64.0 64.0 64.0
14.0 59.6 61.4 61.4 51.8
16.0 50.9 52.5 53.9 49.9 38.8
18.0 43.6 451 46.5 48.1 38.1
20.0 37.4 38.7 39.8 41.3 37.5
22.0 32.3 33.4 34.4 35.6 36.2
24.0 28.1 29.1 29.9 30.8 31.2
26.0 24.6 254 26.1 26.8
28.0 21.6 22.2 22.8 23.3
30.0 18.9 19.5 19.9 20.2
32.0 16.7 17.1 17.4
34.0 14.7 15.0 15.1
36.0 12.9 13.1
38.0 11.3
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HC
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.3 38.3 34.8 30.1
16.0 41.2 37.5 34.2 29.7 255
18.0 40.2 36.8 33.7 29.4 254
20.0 37.2 36.2 33.2 29.2 25.3
22.0 32.2 334 32.9 29.0 253
24.0 28.0 29.0 30.0 29.0 25.3
26.0 24.4 25.3 26.2 271 25.3
28.0 21.4 22.2 22.9 23.7 24.0
30.0 18.8 19.5 20.1 20.7
32.0 16.5 171 17.6 18.1
34.0 14.4 15.0 15.4 15.8
36.0 12.7 13.1 13.5 13.7
38.0 11.1 1.4 1.7
40.0 9.6 9.9 10.1
42.0 8.3 8.6 8.6
44.0 7.2 7.3
46.0 6.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HD

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 84.0 80.7
10.0 82.8 76.6 66.0
11.0 78.3 72.9 63.4
12.0 71.7 69.5 61.1 51.3
14.0 60.9 62.1 56.9 48.5 34.6
16.0 51.5 52.7 53.4 46.2 33.7
18.0 44.2 451 46.0 44.4 33.1
20.0 38.3 39.1 39.8 40.6 32.9
22.0 33.6 34.2 34.7 35.2
24.0 29.6 30.1 30.4 30.7
26.0 26.3 26.6 26.8
28.0 23.5 23.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HD
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 77.0 77.0 68.1
11.0 76.2 76.1 65.7
12.0 69.5 71.3 63.5
14.0 58.5 60.2 59.5 50.8 37.7
16.0 48.9 50.5 51.9 48.6 36.8
18.0 41.5 42.8 44.0 45.5 36.1
20.0 35.7 36.8 37.8 38.9 35.6
22.0 30.9 31.8 32.6 33.6 34.0
24.0 27.0 27.7 28.4 29.1
26.0 23.6 24.3 24.8 25.2
28.0 20.8 21.3 21.7 21.9
30.0 18.4 18.7 19.0
32.0 16.3 16.5
34.0 14.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HD

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 64.0 64.0 64.0
12.0 64.0 64.0 64.0
14.0 57.2 59.3 61.0 51.8
16.0 47.6 49.3 51.0 49.9 38.8
18.0 40.2 41.7 43.1 44.8 38.1
20.0 34.3 35.6 36.7 38.2 37.5
22.0 29.5 30.6 31.6 32.7 33.4
24.0 25.6 26.5 27.3 28.2 28.6
26.0 22.2 23.0 23.7 24.4
28.0 19.4 20.0 20.6 21.1
30.0 16.9 17.4 17.9 18.2
32.0 14.7 15.2 15.5
34.0 12.9 13.2 13.3
36.0 1.2 11.4
38.0 9.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HD
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.3 38.3 34.8 30.1
16.0 41.2 37.5 34.2 29.7 255
18.0 40.0 36.8 33.7 29.4 254
20.0 34.1 35.6 33.2 29.2 25.3
22.0 294 30.6 31.7 29.0 253
24.0 25.4 26.5 27.4 28.5 25.3
26.0 22.0 23.0 23.8 24.7 25.2
28.0 19.2 20.0 20.7 21.5 21.8
30.0 16.7 17.4 18.0 18.7
32.0 14.5 15.2 15.7 16.2
34.0 12.6 13.2 13.6 14.0
36.0 11.0 1.4 11.8 12.0
38.0 9.5 9.8 10.1
40.0 8.1 8.4 8.6
42.0 6.9 71 7.2
44.0 5.8 5.9
46.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HE

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 84.0 80.7
10.0 81.8 76.6 66.0
11.0 73.6 72.9 63.4
12.0 66.1 67.9 61.1 51.3
14.0 54.4 55.8 56.9 48.5 34.6
16.0 45.7 46.9 47.9 46.2 33.7
18.0 39.0 39.9 40.8 41.9 33.1
20.0 33.7 34.4 35.1 35.9 32.9
22.0 29.3 29.9 30.5 31.0
24.0 25.8 26.2 26.6 26.8
26.0 22.7 23.1 23.3
28.0 20.2 20.3
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HE
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 77.0 77.0 68.1
11.0 71.0 73.6 65.7
12.0 63.5 65.8 63.5
14.0 51.8 53.6 55.4 50.8 37.7
16.0 43.1 44.6 46.0 47.9 36.8
18.0 36.4 37.7 38.8 40.3 36.1
20.0 31.0 321 33.1 34.3 35.0
22.0 26.7 27.6 28.4 29.3 29.8
24.0 23.1 23.9 24.5 25.2
26.0 20.1 20.7 21.2 21.7
28.0 17.5 18.0 18.4 18.6
30.0 15.3 15.6 15.9
32.0 13.4 13.6
34.0 11.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HE

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 64.0 64.0 64.0
12.0 62.2 64.0 64.0
14.0 50.4 52.5 54.5 51.8
16.0 41.7 43.5 45.1 47.2 38.8
18.0 35.0 36.5 37.9 39.6 38.1
20.0 29.6 30.9 321 33.5 34.4
22.0 25.3 26.4 27.4 28.5 29.1
24.0 21.7 22.6 23.4 24.4 24.7
26.0 18.7 19.5 201 20.8
28.0 16.1 16.7 17.3 17.8
30.0 13.8 14.4 14.8 15.1
32.0 1.9 12.3 12.6
34.0 10.2 10.5 10.6
36.0 8.6 8.8
38.0 7.3
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HE
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.3 38.3 34.8 30.1
16.0 41.2 37.5 34.2 29.7 255
18.0 34.8 36.5 33.7 29.4 254
20.0 29.5 30.9 32.2 29.2 25.3
22.0 251 26.4 27.5 28.8 25.3
24.0 21.5 22.6 23.6 24.7 25.3
26.0 18.5 19.4 20.2 21.2 21.6
28.0 15.9 16.7 17.4 18.2 18.5
30.0 13.6 141 15.0 15.6
32.0 1.7 12.3 12.8 13.3
34.0 9.9 10.5 10.9 1.2
36.0 8.4 8.9 9.2 9.4
38.0 7.0 7.4 7.7
40.0 5.8 6.1 6.3
42.0 4.7 4.9 5.0
44.0 3.7 3.8
Critical boom angle(’) 18 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HF

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 84.0 80.7
10.0 77.0 76.6 66.0
11.0 68.4 70.4 63.4
12.0 61.3 63.1 61.1 51.3
14.0 50.3 51.7 53.1 48.5 34.6
16.0 421 43.3 44.4 45.8 33.7
18.0 35.8 36.8 37.7 38.7 33.1
20.0 30.8 31.6 32.3 33.1 32.9
22.0 26.8 27.4 27.9 28.4
24.0 234 23.9 24.2 24.5
26.0 20.6 20.9 21.1
28.0 18.2 18.3
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HF
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 74.4 77.0 68.1
11.0 65.8 68.3 65.7
12.0 58.7 61.0 63.1
14.0 47.7 49.5 51.3 50.8 37.7
16.0 39.5 411 42.5 44.3 36.8
18.0 33.2 34.5 35.7 37.2 36.1
20.0 28.2 29.3 30.3 31.5 32.2
22.0 241 25.1 25.9 26.8 27.2
24.0 20.8 21.5 22.2 22.9
26.0 17.9 18.5 19.1 19.5
28.0 15.5 16.0 16.4 16.6
30.0 13.4 13.8 14.0
32.0 11.6 11.8
34.0 10.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HF

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 64.0 64.0 64.0
12.0 57.4 60.0 62.4
14.0 46.4 48.5 50.4 51.8
16.0 38.2 39.9 41.6 43.7 38.8
18.0 31.8 33.3 34.7 36.5 37.6
20.0 26.8 28.1 29.3 30.7 31.6
22.0 22.7 23.8 24.8 26.0 26.6
24.0 19.4 20.3 211 22.0 22.4
26.0 16.5 17.3 18.0 18.7
28.0 14.1 14.7 15.3 15.8
30.0 12.0 12.5 12.9 13.2
32.0 10.1 10.5 10.8
34.0 8.5 8.8 9.0
36.0 71 7.3
38.0 5.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HF
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.3 38.3 34.8 30.1
16.0 38.0 37.5 34.2 29.7 255
18.0 31.7 33.3 33.7 29.4 254
20.0 26.7 28.1 29.4 29.2 25.3
22.0 22.6 23.8 24.9 26.2 25.3
24.0 19.2 20.3 21.2 22.3 23.0
26.0 16.3 17.3 18.1 19.0 19.5
28.0 13.9 14.7 15.4 16.2 16.5
30.0 11.8 12.5 13.1 13.7
32.0 9.9 10.5 1.1 1.5
34.0 8.3 8.8 9.3 9.6
36.0 6.9 7.3 7.7 7.9
38.0 5.6 5.9 6.2
40.0 4.4 4.7 4.9
42.0 3.4 3.6 3.7
Critical boom angle(’) 26 27 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HG

14.4m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 84.0
7.0 84.0
8.0 84.0 84.0
9.0 81.1 80.7
10.0 71.2 73.4 66.0
11.0 63.2 65.1 63.4
12.0 56.5 58.3 60.0 51.3
14.0 46.2 47.7 49.0 48.5 34.6
16.0 38.6 39.7 40.8 42.2 33.7
18.0 32.7 33.6 34.5 35.6 33.1
20.0 28.0 28.8 29.4 30.0 30.3
22.0 23.9 24.4 24.8 25.3
24.0 20.5 20.9 21.2 21.4
26.0 17.8 18.1 18.2
28.0 15.6 15.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
Specification HG
19.55m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
6.0 77.0
7.0 77.0
8.0 77.0 77.0
9.0 77.0 77.0
10.0 68.6 71.4 68.1
11.0 60.6 63.1 65.5
12.0 53.9 56.2 58.3
14.0 43.6 45.5 47.2 49.5 37.7
16.0 36.0 37.5 38.9 40.8 36.8
18.0 301 31.4 325 34.0 35.0
20.0 25.4 26.5 27.5 28.6 29.3
22.0 21.6 22.5 23.1 23.9 24.3
24.0 18.4 19.0 19.5 20.1
26.0 15.7 16.2 16.6 17.0
28.0 13.5 13.9 14.1 14.3
30.0 11.6 11.9 121
32.0 9.9 10.1
34.0 8.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 150ton for 150ton for 150ton for 150ton for 150ton
Hook mass(ton) 1.90 1.90 1.90 1.90 1.90
Parts of line 8 8 8 8 8
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Specification HG

23.6m Boom + 4.4m + 13m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
7.0 64.0
8.0 64.0
9.0 64.0 64.0
10.0 64.0 64.0
11.0 59.2 62.1 64.0
12.0 52.6 55.2 57.6
14.0 42.3 44 .4 46.4 48.9
16.0 34.6 36.4 38.0 40.1 38.8
18.0 28.7 30.2 31.6 33.3 34.5
20.0 24.0 25.3 26.4 27.9 28.7
22.0 20.2 21.3 22.3 23.2 23.8
24.0 17.0 17.9 18.7 19.4 19.7
26.0 14.3 15.1 15.7 16.3
28.0 12.1 12.7 13.3 13.7
30.0 10.1 10.6 1.1 1.4
32.0 8.4 8.8 9.1
34.0 6.9 7.2 7.3
36.0 55 5.7
38.0 4.3
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HG
32m Boom + 4.4m + 13m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 45.0
9.0 45.0
10.0 45.0 40.4
11.0 44.3 39.8
12.0 43.6 39.3 35.6
14.0 42.2 38.3 34.8 30.1
16.0 34.5 36.4 34.2 29.7 255
18.0 28.6 30.2 317 29.4 254
20.0 23.9 25.3 26.5 28.1 25.3
22.0 20.0 21.2 22.3 23.5 241
24.0 16.8 17.9 18.8 19.7 20.2
26.0 14.2 15.1 15.8 16.6 16.9
28.0 11.9 12.7 13.4 14.0 14.2
30.0 9.9 10.6 1.2 11.8
32.0 8.2 8.8 9.3 9.8
34.0 6.7 7.2 7.6 8.0
36.0 53 5.8 6.1 6.3
38.0 4.1 4.5 4.7
40.0 3.0 3.3 3.5
Critical boom angle(’) 32 33 34 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HA
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 54.0 47.6
16.0 50.5 43.4 38.0
18.0 45.6 39.8 354
20.0 41.6 36.8 33.1 28.2
22.0 38.2 34.3 31.1 26.9 19.6
24.0 35.3 32.1 29.4 25.8 19.1
26.0 329 30.2 28.0 24.9 18.7
28.0 30.8 28.5 26.7 241 18.5
30.0 28.7 271 25.6 23.5
32.0 26.4 25.9 24.8 23.1
34.0 24.3 24.6 241
36.0 22.4 22.6 22.8
38.0 18.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HA
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 50.0 49.8
16.0 50.0 45.7 39.1
18.0 49.9 42.2 36.6
20.0 45.2 39.2 34.4 29.4
22.0 40.2 36.6 32.6 28.2
24.0 36.0 34.4 30.9 271 20.9
26.0 324 324 29.4 26.2 20.5
28.0 29.3 30.3 28.2 254 20.2
30.0 26.6 27.5 27.0 24.7 20.0
32.0 24.2 25.0 25.7 24.2 20.0
34.0 221 22.7 23.3 23.8
36.0 20.0 20.6 211 21.6
38.0 18.2 18.7 19.1
40.0 16.6 17.0 17.2
42.0 15.2 15.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
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Specification HA

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 45.0 45.0 42.2
18.0 45.0 45.0 39.5
20.0 44.2 43.3 37.3 31.2
22.0 39.2 40.4 35.3 29.9
24.0 34.9 36.4 33.5 28.8 22.2
26.0 31.3 32.6 31.9 27.9 21.7
28.0 28.2 29.4 30.5 27.0 21.4
30.0 25.4 26.5 27.5 26.3 211
32.0 23.0 24.0 24.8 25.6 21.0
34.0 20.8 21.7 224 23.3 21.0
36.0 18.7 19.5 20.2 20.9
38.0 16.9 17.6 18.1 18.6
40.0 15.3 15.8 16.3
42.0 13.8 14.2 14.5
44.0 12.5 12.8 12.9
46.0 11.2 11.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HA
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 30.0 27.6 24.8
22.0 29.7 26.9 24.3 20.6
24.0 28.8 26.2 23.8 20.2 16.9
26.0 28.1 25.6 23.3 19.9 16.7
28.0 27.4 251 229 19.7 16.6
30.0 24.7 24.7 22.6 19.5 16.6
32.0 22.3 23.4 22.3 19.4 16.6
34.0 20.1 211 221 19.3 16.6
36.0 18.0 19.0 19.9 19.3 16.6
38.0 16.2 171 17.8 18.7 16.6
40.0 14.6 15.4 16.0 16.7
42.0 13.1 13.8 14.4 14.9
44.0 11.8 12.4 12.9 13.3
46.0 10.6 1.1 1.5
48.0 9.5 9.9 10.2
50.0 8.4 8.8 9.0
55.0 5.3
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HA
40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 20.0 20.0 20.0 18.4
26.0 20.0 20.0 20.0 18.2 15.2
28.0 20.0 20.0 20.0 18.0 15.1
30.0 20.0 20.0 20.0 17.8 15.0
32.0 20.0 20.0 20.0 17.7 15.0
34.0 18.8 19.6 20.0 17.6 15.0
36.0 17.3 18.0 18.7 17.5 15.0
38.0 15.9 16.6 17.2 17.5 15.0
40.0 14.3 15.2 15.9 16.6 15.0
42.0 12.9 13.7 14.4 15.2 15.0
44.0 11.5 12.3 12.9 13.5
46.0 10.3 11.0 1.5 12.0
48.0 9.2 9.8 10.2 10.7
50.0 8.1 8.6 9.1 9.4
55.0 5.9 6.2 6.4
60.0 4.0 4.1
Critical boom angle(’) 15 20 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HA
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 16.0 16.0 16.0 15.8 13.2
28.0 16.0 16.0 16.0 15.7 13.1
30.0 16.0 16.0 16.0 15.5 13.0
32.0 16.0 16.0 16.0 15.4 13.0
34.0 16.0 16.0 16.0 15.3 13.0
36.0 15.5 16.0 16.0 15.2 13.0
38.0 14.3 15.0 15.6 15.2 13.0
40.0 13.1 13.8 14.4 15.1 13.0
42.0 12.0 12.6 13.2 13.9 13.0
44.0 11.0 11.6 12.1 12.7 13.0
46.0 10.0 10.6 11.1 11.6
48.0 8.9 9.6 10.1 10.6
50.0 7.9 85 9.0 9.4
55.0 5.6 6.1 6.4 6.6
60.0 3.7 4.0 4.2
Critical boom angle(’) 25 26 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HA

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 11.0 11.0 10.9 9.2 7.6
34.0 11.0 11.0 10.8 9.1 7.6
36.0 11.0 11.0 10.7 9.1 7.6
38.0 11.0 11.0 10.6 9.1 7.6
40.0 11.0 11.0 10.6 9.1 7.6
42.0 10.2 10.8 10.5 9.1 7.6
44.0 9.3 9.9 10.3 9.1 7.6
46.0 8.5 9.0 9.5 9.1 7.6
48.0 7.8 8.3 8.7 9.1
50.0 71 7.5 7.9 8.3
55.0 5.4 5.9 6.2 6.5
60.0 3.5 3.9 4.2
Critical boom angle(") 33 35 36 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HA
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 5.5
34.0 9.0 9.0 8.1 6.7 55
36.0 9.0 9.0 8.0 6.7 5.5
38.0 9.0 8.9 8.0 6.7 5.5
40.0 9.0 8.8 7.9 6.7 55
42.0 8.7 8.8 7.9 6.7 5.5
44.0 7.9 8.5 7.9 6.7 55
46.0 7.2 7.7 7.9 6.7 5.5
48.0 6.5 6.9 7.4 6.7 5.5
50.0 5.8 6.3 6.7 6.7
55.0 4.4 4.8 5.1 5.4
60.0 3.2 3.5 3.7 3.9
Critical boom angle(’) 38 40 41 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HB
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 54.0 47.6
16.0 50.5 43.4 38.0
18.0 45.6 39.8 354
20.0 41.6 36.8 33.1 28.2
22.0 38.2 34.3 31.1 26.9 19.6
24.0 35.3 32.1 29.4 25.8 19.1
26.0 329 30.2 28.0 24.8 18.7
28.0 30.0 28.5 26.7 241 18.5
30.0 27.2 271 25.6 23.5
32.0 24.7 253 24.8 23.1
34.0 22.6 23.0 23.3
36.0 20.7 21.0 21.1
38.0 18.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HB
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 50.0 49.8
16.0 50.0 45.7 39.1
18.0 49.5 42.2 36.6
20.0 43.6 39.2 34.4 29.4
22.0 38.8 36.6 32.6 28.2
24.0 34.7 34.4 30.9 271 20.9
26.0 30.9 321 29.4 26.2 20.5
28.0 27.7 28.7 28.2 25.4 20.2
30.0 24.9 25.8 26.7 24.7 20.0
32.0 22.4 23.2 24.0 24.2 20.0
34.0 20.3 20.9 21.6 22.3
36.0 18.3 18.9 19.4 19.9
38.0 16.6 171 17.5
40.0 15.1 15.4 15.7
42.0 13.7 13.9
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
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Specification HB

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 45.0 45.0 42.2
18.0 45.0 45.0 39.5
20.0 42.6 43.3 37.3 31.2
22.0 37.7 39.4 35.3 29.9
24.0 33.5 35.1 33.5 28.8 222
26.0 29.7 31.2 31.9 27.9 21.7
28.0 26.4 27.7 28.9 27.0 21.4
30.0 23.6 24.8 25.8 26.3 211
32.0 211 22.2 231 242 21.0
34.0 19.0 19.9 20.7 21.6 21.0
36.0 17.0 17.8 18.5 19.2
38.0 15.3 16.0 16.5 17.0
40.0 13.8 14.3 14.7
42.0 12.4 12.8 13.1
44.0 1.1 1.4 11.5
46.0 9.9 10.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HB
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 30.0 27.6 24.8
22.0 29.7 26.9 24.3 20.6
24.0 28.8 26.2 23.8 20.2 16.9
26.0 28.1 25.6 23.3 19.9 16.7
28.0 257 251 229 19.7 16.6
30.0 22.9 24.2 22.6 19.5 16.6
32.0 20.4 21.6 223 19.4 16.6
34.0 18.3 19.3 20.3 19.3 16.6
36.0 16.3 17.3 18.2 19.2 16.6
38.0 14.6 15.5 16.2 17.1 16.6
40.0 13.1 13.8 14.5 15.2
42.0 1.7 12.3 12.9 13.5
44.0 10.4 11.0 1.5 11.9
46.0 9.2 9.7 10.1
48.0 8.2 8.6 8.9
50.0 7.2 7.5 7.7
55.0 5.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HB
40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 20.0 20.0 20.0 18.4
26.0 20.0 20.0 20.0 18.2 15.2
28.0 20.0 20.0 20.0 18.0 15.1
30.0 20.0 20.0 20.0 17.8 15.0
32.0 20.0 20.0 20.0 17.7 15.0
34.0 18.0 19.2 20.0 17.6 15.0
36.0 16.1 17.2 18.2 17.5 15.0
38.0 14.4 15.4 16.2 17.3 15.0
40.0 12.8 13.7 14.5 15.4 15.0
42.0 1.4 12.2 12.9 13.7 14.0
44.0 10.1 10.9 1.5 12.2
46.0 9.0 9.6 10.2 10.7
48.0 7.9 8.5 9.0 9.4
50.0 6.9 7.4 7.8 8.1
55.0 4.8 5.1 5.3
60.0 3.0 3.1
Critical boom angle(’) 19 20 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HB
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 16.0 16.0 16.0 15.8 13.2
28.0 16.0 16.0 16.0 15.7 13.1
30.0 16.0 16.0 16.0 15.5 13.0
32.0 16.0 16.0 16.0 15.4 13.0
34.0 16.0 16.0 16.0 15.3 13.0
36.0 15.5 16.0 16.0 15.2 13.0
38.0 141 15.0 15.6 15.2 13.0
40.0 12.5 13.5 14.4 15.1 13.0
42.0 1.1 12.0 12.8 13.7 13.0
44.0 9.9 10.7 1.4 12.1 12.4
46.0 8.7 9.4 10.1 10.7
48.0 7.6 8.3 8.9 9.4
50.0 6.6 7.2 7.7 8.2
55.0 4.5 5.0 53 5.5
60.0 2.7 3.0 3.2
Critical boom angle(’) 27 28 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HB

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 11.0 11.0 10.9 9.2 7.6
34.0 11.0 11.0 10.8 9.1 7.6
36.0 11.0 11.0 10.7 9.1 7.6
38.0 11.0 11.0 10.6 9.1 7.6
40.0 11.0 11.0 10.6 9.1 7.6
42.0 10.2 10.8 10.5 9.1 7.6
44.0 9.3 9.9 10.3 9.1 7.6
46.0 8.4 9.0 9.5 9.1 7.6
48.0 7.4 8.1 8.7 9.1
50.0 6.4 71 7.6 8.2
55.0 4.3 4.8 5.2 5.5
60.0 2.9 3.2
Critical boom angle(") 40 40 40 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HB
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 5.5
34.0 9.0 9.0 8.1 6.7 55
36.0 9.0 9.0 8.0 6.7 5.5
38.0 9.0 8.9 8.0 6.7 5.5
40.0 9.0 8.8 7.9 6.7 55
42.0 8.7 8.8 7.9 6.7 5.5
44.0 7.9 8.5 7.9 6.7 55
46.0 7.2 7.7 7.9 6.7 5.5
48.0 6.5 6.9 7.4 6.7 5.5
50.0 5.8 6.3 6.7 6.7
55.0 4.1 4.6 5.1 5.4
60.0 2.7 3.1 3.3
Critical boom angle(’) 44 44 44 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HC
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 54.0 47.6
16.0 50.5 43.4 38.0
18.0 45.6 39.8 354
20.0 41.6 36.8 33.1 28.2
22.0 38.2 34.3 31.1 26.9 19.6
24.0 34.4 32.1 29.4 25.8 19.1
26.0 30.8 30.2 28.0 24.8 18.7
28.0 27.8 28.5 26.7 241 18.5
30.0 25.1 25.8 25.6 23.5
32.0 22.8 23.3 23.8 23.1
34.0 20.8 21.2 215
36.0 19.0 19.3 19.4
38.0 17.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HC
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 50.0 49.8
16.0 50.0 45.7 39.1
18.0 47.8 42.2 36.6
20.0 41.6 39.2 34.4 29.4
22.0 36.4 36.6 32.6 28.2
24.0 32.2 33.6 30.9 271 20.9
26.0 28.6 29.8 29.4 26.2 20.5
28.0 25.5 26.6 27.6 25.4 20.2
30.0 22.8 23.8 24.9 24.7 20.0
32.0 20.5 21.3 221 23.0 20.0
34.0 18.5 19.2 19.8 20.5
36.0 16.6 17.2 17.7 18.2
38.0 15.0 15.5 15.9
40.0 13.6 13.9 14.1
42.0 12.3 12.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
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Specification HC

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 45.0 45.0 42.2
18.0 45.0 45.0 39.5
20.0 40.5 42.6 37.3 31.2
22.0 35.3 371 35.3 29.9
24.0 31.0 32.6 33.5 28.8 22.2
26.0 27.4 28.8 30.2 27.9 21.7
28.0 24.3 25.6 26.8 27.0 21.4
30.0 21.6 22.7 23.8 251 211
32.0 19.2 20.2 21.2 22.3 21.0
34.0 17.2 18.1 18.9 19.8 20.2
36.0 15.3 16.1 16.8 17.5
38.0 13.7 14.4 14.9 15.4
40.0 12.2 12.8 13.2
42.0 10.9 11.3 11.6
44.0 9.7 10.0 10.1
46.0 8.6 8.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HC
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 30.0 27.6 24.8
22.0 29.7 26.9 24.3 20.6
24.0 28.8 26.2 23.8 20.2 16.9
26.0 26.6 25.6 23.3 19.9 16.7
28.0 23.5 25.0 229 19.7 16.6
30.0 20.9 22.2 22.6 19.5 16.6
32.0 18.5 19.7 20.8 19.4 16.6
34.0 16.5 17.5 18.5 19.3 16.6
36.0 14.6 15.6 16.5 17.5 16.6
38.0 13.0 13.9 14.6 15.5 15.8
40.0 1.5 12.3 13.0 13.7
42.0 10.2 10.9 1.5 12.0
44.0 9.0 9.6 10.1 10.5
46.0 7.9 8.4 8.8
48.0 6.9 7.3 7.6
50.0 6.0 6.3 6.5
55.0 4.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4

— 233 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 22m HL jib Lifting Capacity Chart

Specification HC

40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 20.0 20.0 20.0 18.4
26.0 20.0 20.0 20.0 18.2 15.2
28.0 20.0 20.0 20.0 18.0 15.1
30.0 20.0 20.0 20.0 17.8 15.0
32.0 18.3 19.6 20.0 17.7 15.0
34.0 16.2 17.4 18.5 17.6 15.0
36.0 14.4 15.5 16.5 17.5 15.0
38.0 12.8 13.8 14.6 15.7 15.0
40.0 1.3 12.2 13.0 13.9 14.3
42.0 10.0 10.8 1.5 12.3 12.5
44.0 8.7 9.5 10.1 10.8
46.0 7.6 8.3 8.9 9.4
48.0 6.6 7.2 7.7 8.1
50.0 57 6.2 6.6 6.9
55.0 3.7 4.0 4.2
Critical boom angle(’) 26 27 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HC
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 16.0 16.0 16.0 15.8 13.2
28.0 16.0 16.0 16.0 15.7 13.1
30.0 16.0 16.0 16.0 15.5 13.0
32.0 16.0 16.0 16.0 15.4 13.0
34.0 16.0 16.0 16.0 15.3 13.0
36.0 14.1 15.3 16.0 15.2 13.0
38.0 12.5 13.5 14.5 15.2 13.0
40.0 11.0 12.0 12.8 13.8 13.0
42.0 9.7 10.6 1.3 12.2 12.6
44.0 8.5 9.3 10.0 10.8 11.0
46.0 7.4 8.1 8.7 9.4
48.0 6.4 7.0 7.6 8.1
50.0 54 6.0 6.5 7.0
55.0 3.4 3.8 4.2 4.4
Critical boom angle(’) 38 40 42 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2

— 234 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 22m HL jib Lifting Capacity Chart

Specification HC

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 11.0 11.0 10.9 9.2 7.6
34.0 11.0 11.0 10.8 9.1 7.6
36.0 11.0 11.0 10.7 9.1 7.6
38.0 11.0 11.0 10.6 9.1 7.6
40.0 10.8 11.0 10.6 9.1 7.6
42.0 9.4 10.4 10.5 9.1 7.6
44.0 8.2 9.1 9.8 9.1 7.6
46.0 71 7.9 8.6 9.1 7.6
48.0 6.1 6.8 7.5 8.1
50.0 5.2 5.8 6.4 7.0
55.0 3.1 3.7 4.1 4.4
Critical boom angle(’) 42 44 46 48 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HC
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 5.5
34.0 9.0 9.0 8.1 6.7 55
36.0 9.0 9.0 8.0 6.7 5.5
38.0 9.0 8.9 8.0 6.7 5.5
40.0 9.0 8.8 7.9 6.7 55
42.0 8.7 8.8 7.9 6.7 5.5
44.0 7.9 8.5 7.9 6.7 55
46.0 6.9 7.7 7.9 6.7 5.5
48.0 5.9 6.7 7.4 6.7 5.5
50.0 5.0 57 6.3 6.7
55.0 3.0 3.5 4.0 4.5
Critical boom angle(’) 45 47 48 49 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HD
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 54.0 47.6
16.0 50.5 43.4 38.0
18.0 45.6 39.8 354
20.0 40.7 36.8 33.1 28.2
22.0 35.9 34.3 31.1 26.9 19.6
24.0 31.9 32.1 29.4 25.8 19.1
26.0 28.5 29.4 28.0 24.8 18.7
28.0 25.6 26.3 26.7 241 18.5
30.0 23.1 23.7 24.3 23.5
32.0 20.9 21.4 21.9 22.4
34.0 19.0 19.4 19.7
36.0 17.3 17.6 17.7
38.0 15.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HD
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 50.0 49.8
16.0 50.0 45.7 39.1
18.0 445 42.2 36.6
20.0 38.5 39.2 34.4 29.4
22.0 33.6 35.2 32.6 28.2
24.0 29.6 31.0 30.9 271 20.9
26.0 26.2 27.4 28.6 26.2 20.5
28.0 23.3 24.4 25.4 25.4 20.2
30.0 20.8 21.7 22.6 23.7 20.0
32.0 18.6 19.4 20.1 21.0 20.0
34.0 16.7 17.4 18.0 18.7
36.0 14.9 15.5 16.0 16.5
38.0 134 13.9 14.3
40.0 12.1 12.4 12.6
42.0 10.8 11.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6

— 236 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 22m HL jib Lifting Capacity Chart

Specification HD

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 45.0 45.0 42.2
18.0 43.4 45.0 39.5
20.0 37.4 39.5 37.3 31.2
22.0 325 34.3 35.3 29.9
24.0 28.4 30.1 31.6 28.8 22.2
26.0 25.0 26.4 27.8 27.9 21.7
28.0 221 23.4 24.6 26.1 21.4
30.0 19.5 20.7 21.7 23.1 211
32.0 17.3 18.3 19.3 20.4 21.0
34.0 15.4 16.3 171 18.0 18.4
36.0 13.6 14.4 15.1 15.8
38.0 121 12.8 13.3 13.8
40.0 10.7 1.3 1.7
42.0 9.5 9.9 10.2
44.0 8.3 8.6 8.8
46.0 7.3 7.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HD
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 30.0 27.6 24.8
22.0 29.7 26.9 24.3 20.6
24.0 27.7 26.2 23.8 20.2 16.9
26.0 24.3 25.6 23.3 19.9 16.7
28.0 21.3 22.8 22.9 19.7 16.6
30.0 18.8 20.1 21.3 19.5 16.6
32.0 16.6 17.8 18.9 19.4 16.6
34.0 14.7 15.7 16.7 17.9 16.6
36.0 12.9 13.9 14.8 15.8 16.3
38.0 1.4 12.3 13.0 13.9 14.2
40.0 10.0 10.8 1.4 12.2
42.0 8.8 9.4 10.0 10.6
44.0 7.6 8.2 8.7 9.1
46.0 6.6 71 7.5
48.0 5.6 6.1 6.4
50.0 4.8 5.1 5.3
Critical boom angle(’) 18 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HD

40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 20.0 20.0 20.0 18.4
26.0 20.0 20.0 20.0 18.2 15.2
28.0 20.0 20.0 20.0 18.0 15.1
30.0 18.6 20.0 20.0 17.8 15.0
32.0 16.4 17.7 18.9 17.7 15.0
34.0 14.4 15.6 16.7 17.6 15.0
36.0 12.7 13.8 14.8 15.9 15.0
38.0 1.2 12.1 13.0 14.1 14.6
40.0 9.8 10.7 1.5 12.4 12.8
42.0 8.5 9.3 10.0 10.8 11.1
44.0 7.4 8.1 8.7 9.4
46.0 6.3 7.0 7.5 8.1
48.0 5.4 5.9 6.4 6.8
50.0 4.5 5.0 54 5.7
55.0 2.9 3.1
Critical boom angle(’) 36 36 36 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HD
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 16.0 16.0 16.0 15.8 13.2
28.0 16.0 16.0 16.0 15.7 13.1
30.0 16.0 16.0 16.0 15.5 13.0
32.0 16.0 16.0 16.0 15.4 13.0
34.0 14.2 15.4 16.0 15.3 13.0
36.0 12.4 13.6 14.6 15.2 13.0
38.0 10.9 1.9 12.9 14.0 13.0
40.0 9.5 10.5 1.3 12.3 12.8
42.0 8.2 9.1 9.9 10.8 1.2
44.0 71 7.9 8.6 9.4 9.7
46.0 6.0 6.8 7.4 8.1
48.0 5.1 5.8 6.3 6.9
50.0 4.2 4.8 53 5.8
55.0 2.7 3.1 3.3
Critical boom angle(’) 42 42 42 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HD

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 11.0 11.0 10.9 9.2 7.6
34.0 11.0 11.0 10.8 9.1 7.6
36.0 11.0 11.0 10.7 9.1 7.6
38.0 10.6 11.0 10.6 9.1 7.6
40.0 9.2 10.3 10.6 9.1 7.6
42.0 8.0 8.9 9.7 9.1 7.6
44.0 6.8 7.7 8.5 9.1 7.6
46.0 5.8 6.6 7.3 8.0 7.6
48.0 4.8 5.6 6.2 6.9
50.0 4.0 4.6 5.2 5.8
55.0 3.0 3.3
Critical boom angle(’) 47 48 48 49 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HD
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 5.5
34.0 9.0 9.0 8.1 6.7 55
36.0 9.0 9.0 8.0 6.7 5.5
38.0 9.0 8.9 8.0 6.7 5.5
40.0 9.0 8.8 7.9 6.7 55
42.0 7.8 8.8 7.9 6.7 5.5
44.0 6.6 7.6 7.9 6.7 5.5
46.0 5.6 6.4 7.2 6.7 5.5
48.0 4.6 5.4 6.1 6.7 5.5
50.0 3.8 4.5 5.1 57
55.0 2.9 3.3
Critical boom angle(’) 49 51 51 51 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HE
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 54.0 47.6
16.0 48.3 43.4 38.0
18.0 41.5 39.8 354
20.0 36.1 36.8 33.1 28.2
22.0 31.7 32.9 31.1 26.9 19.6
24.0 28.0 29.0 29.4 25.8 19.1
26.0 24.9 25.8 26.7 24.8 18.7
28.0 223 23.0 23.8 241 18.5
30.0 20.0 20.6 21.2 21.9
32.0 18.0 18.5 19.0 19.5
34.0 16.3 16.7 17.0
36.0 14.7 15.0 15.2
38.0 13.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HE
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 50.0 49.8
16.0 46.2 45.7 39.1
18.0 39.3 41.4 36.6
20.0 33.8 35.7 34.4 29.4
22.0 29.4 31.0 32.5 28.2
24.0 25.7 271 28.5 271 20.9
26.0 22.6 23.9 25.0 26.2 20.5
28.0 20.0 211 221 23.4 20.2
30.0 17.7 18.6 19.5 20.6 20.0
32.0 15.7 16.5 17.3 18.2 18.6
34.0 13.9 14.6 15.3 15.9
36.0 12.4 13.0 13.5 13.9
38.0 11.0 1.5 11.8
40.0 9.8 10.1 10.3
42.0 8.6 8.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6

— 240 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 22m HL jib Lifting Capacity Chart

Specification HE

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 45.0 45.0 42.2
18.0 38.2 40.6 39.5
20.0 32.7 34.8 36.8 31.2
22.0 28.3 30.1 31.9 29.9
24.0 24.6 26.2 27.8 28.8 22.2
26.0 21.4 22.9 24.3 26.1 21.7
28.0 18.8 20.1 21.3 22.8 21.4
30.0 16.5 17.6 18.7 20.0 20.9
32.0 14.4 15.5 16.4 17.5 18.1
34.0 12.7 13.6 14.4 15.3 15.6
36.0 1.1 11.9 12.5 13.3
38.0 9.7 10.3 10.9 11.4
40.0 8.4 9.0 9.4
42.0 7.3 7.7 8.0
44.0 6.2 6.5 6.7
46.0 5.3 5.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HE
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 30.0 27.6 24.8
22.0 27.5 26.9 24.3 20.6
24.0 23.8 25.6 23.8 20.2 16.9
26.0 20.7 22.3 23.3 19.9 16.7
28.0 18.0 19.5 20.9 19.7 16.6
30.0 15.7 17.0 18.3 19.5 16.6
32.0 13.7 14.9 16.0 17.4 16.6
34.0 11.9 13.0 14.0 15.2 15.9
36.0 10.4 11.3 12.2 13.2 13.7
38.0 9.0 9.8 10.6 1.5 11.8
40.0 7.7 8.5 9.1 9.9
42.0 6.6 7.2 7.8 8.4
44.0 55 6.1 6.6 7.0
46.0 4.6 5.1 5.5
48.0 3.7 4.2 4.5
50.0 3.3 3.5
Critical boom angle(’) 32 32 32 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HE

40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 20.0 20.0 20.0 18.4
26.0 20.0 20.0 20.0 18.2 15.2
28.0 17.9 19.4 20.0 18.0 15.1
30.0 15.5 17.0 18.3 17.8 15.0
32.0 13.5 14.8 16.0 17.5 15.0
34.0 1.7 12.9 14.0 15.3 15.0
36.0 10.2 1.2 12.3 13.4 14.1
38.0 8.7 9.7 10.6 11.6 12.2
40.0 7.5 8.4 9.2 10.1 10.5
42.0 6.3 71 7.8 8.6 8.9
44.0 5.3 6.0 6.6 7.3
46.0 4.3 5.0 5.5 6.1
48.0 3.4 4.0 4.5 4.9
50.0 3.2 3.6 3.9
Critical boom angle(’) 43 43 44 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HE
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 16.0 16.0 16.0 15.8 13.2
28.0 16.0 16.0 16.0 15.7 13.1
30.0 15.3 16.0 16.0 15.5 13.0
32.0 13.2 14.6 15.8 15.4 13.0
34.0 11.5 12.7 13.8 15.3 13.0
36.0 9.9 1.0 121 13.3 13.0
38.0 8.5 9.5 10.5 11.6 12.2
40.0 7.2 8.2 9.0 10.0 10.5
42.0 6.0 6.9 7.7 8.6 9.0
44.0 5.0 5.8 6.5 7.3 7.6
46.0 4.0 4.8 5.4 6.1
48.0 3.2 3.8 4.4 5.0
50.0 3.0 3.5 3.9
Critical boom angle(’) 48 48 48 50 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HE

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 11.0 11.0 10.9 9.2 7.6
34.0 11.0 11.0 10.8 9.1 7.6
36.0 9.6 10.8 10.7 9.1 7.6
38.0 8.2 9.3 10.3 9.1 7.6
40.0 6.9 8.0 8.9 9.1 7.6
42.0 5.8 6.7 7.6 8.5 7.6
44.0 4.7 5.6 6.4 7.2 7.6
46.0 3.8 4.6 5.3 6.0 6.3
48.0 2.9 3.7 4.3 4.9
50.0 2.8 3.4 3.9
Critical boom angle(’) 52 52 52 54 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HE
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 55
34.0 9.0 9.0 8.1 6.7 55
36.0 9.0 9.0 8.0 6.7 5.5
38.0 8.0 8.9 8.0 6.7 55
40.0 6.8 7.8 7.9 6.7 55
42.0 5.6 6.6 7.4 6.7 5.5
44.0 4.6 55 6.3 6.7 55
46.0 3.6 4.4 5.2 6.0 55
48.0 2.7 3.5 4.2 4.9 5.2
50.0 2.7 3.3 3.9
Critical boom angle(’) 54 54 55 55 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HF
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 53.1 47.6
16.0 44.8 43.4 38.0
18.0 38.4 39.8 354
20.0 33.2 34.6 33.1 28.2
22.0 29.1 30.3 31.1 26.9 19.6
24.0 25.7 26.6 27.4 25.8 19.1
26.0 22.7 23.4 241 24.8 18.7
28.0 20.1 20.7 21.3 22.0 18.5
30.0 17.9 18.4 18.9 19.5
32.0 16.1 16.5 16.8 17.2
34.0 14.5 14.8 15.0
36.0 13.1 13.3 13.4
38.0 11.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HF
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 50.0 49.8
16.0 42.6 45.0 39.1
18.0 36.2 38.2 36.6
20.0 31.0 32.8 34.4 29.4
22.0 26.9 28.4 30.0 28.2
24.0 234 24.8 26.1 271 20.9
26.0 20.5 21.7 22.8 24.0 20.5
28.0 18.0 19.1 20.0 21.0 20.2
30.0 15.8 16.8 17.6 18.4 19.0
32.0 14.0 14.8 15.5 16.2 16.5
34.0 12.3 13.0 13.6 14.2
36.0 10.8 1.4 11.9 12.4
38.0 9.5 10.0 10.4
40.0 8.4 8.7 8.9
42.0 7.3 7.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6

— 244 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 22m HL jib Lifting Capacity Chart

Specification HF

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 41.5 44.3 42.2
18.0 35.1 37.5 39.5
20.0 29.9 32.0 34.0 31.2
22.0 25.7 27.6 29.3 29.9
24.0 22.2 23.9 25.4 27.2 22.2
26.0 19.3 20.7 221 23.6 21.7
28.0 16.8 18.1 19.3 20.6 21.4
30.0 14.6 15.7 16.8 18.0 18.6
32.0 12.7 13.7 14.6 15.7 16.2
34.0 11.0 11.9 12.7 13.6 14.0
36.0 9.5 10.3 11.0 1.7
38.0 8.2 8.9 9.4 9.9
40.0 7.0 7.6 8.0
42.0 5.9 6.4 6.7
44.0 5.0 5.3 5.4
46.0 4.1 4.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HF
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 29.2 27.6 24.8
22.0 25.0 26.9 24.3 20.6
24.0 21.5 23.3 23.8 20.2 16.9
26.0 18.6 20.2 21.7 19.9 16.7
28.0 16.0 17.5 18.9 19.7 16.6
30.0 13.9 15.2 16.4 17.8 16.6
32.0 12.0 13.2 14.2 15.6 16.3
34.0 10.3 1.4 12.3 13.5 14.2
36.0 8.8 9.8 10.6 1.7 12.2
38.0 7.5 8.4 9.1 10.0 10.3
40.0 6.3 71 7.8 8.5
42.0 5.2 5.9 6.5 71
44.0 4.3 4.9 5.3 5.8
46.0 3.4 3.9 4.3
48.0 3.0 3.3
Critical boom angle(’) 37 37 38 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HF

40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 20.0 20.0 20.0 18.4
26.0 18.4 20.0 20.0 18.2 15.2
28.0 15.9 17.4 18.9 18.0 15.1
30.0 13.7 15.1 16.4 17.8 15.0
32.0 11.8 13.1 14.3 15.7 15.0
34.0 10.1 1.3 12.4 13.7 14.4
36.0 8.6 9.7 10.7 11.8 12.5
38.0 7.3 8.3 9.1 10.2 10.7
40.0 6.1 7.0 7.8 8.7 9.1
42.0 5.0 5.8 6.5 7.3 7.6
44.0 4.0 4.7 54 6.0
46.0 3.1 3.8 4.3 4.9
48.0 2.9 3.4 3.8
50.0 2.8
Critical boom angle(’) 46 46 47 47 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HF
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 16.0 16.0 16.0 15.8 13.2
28.0 15.6 16.0 16.0 15.7 13.1
30.0 13.4 14.9 16.0 15.5 13.0
32.0 11.5 12.9 14.1 15.4 13.0
34.0 9.8 11.1 12.2 13.6 13.0
36.0 8.3 9.5 10.5 11.8 12.6
38.0 7.0 8.0 9.0 10.1 10.8
40.0 5.8 6.8 7.6 8.6 9.1
42.0 4.7 5.6 6.4 7.3 7.7
44.0 3.7 4.5 5.2 6.0 6.3
46.0 2.8 3.6 4.2 4.9
48.0 2.7 3.2 3.8
50.0 2.8
Critical boom angle(’) 50 50 52 52 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HF

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 11.0 11.0 10.9 9.2 7.6
34.0 9.6 10.9 10.8 9.1 7.6
36.0 8.1 9.3 10.4 9.1 7.6
38.0 6.7 7.9 8.8 9.1 7.6
40.0 55 6.6 7.5 8.6 7.6
42.0 4.5 54 6.2 7.2 7.6
44.0 3.5 4.3 51 6.0 6.4
46.0 3.4 4.1 4.8 5.1
48.0 3.1 3.8
50.0 2.8
Critical boom angle(’) 56 56 56 56 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HF
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 55
34.0 9.0 9.0 8.1 6.7 55
36.0 7.9 9.0 8.0 6.7 5.5
38.0 6.6 7.7 8.0 6.7 5.5
40.0 54 6.4 7.4 6.7 55
42.0 4.3 5.3 6.1 6.7 5.5
44.0 3.3 4.2 5.0 5.9 55
46.0 3.2 4.0 4.8 5.2
48.0 3.0 3.8 4.0
50.0 2.8
Critical boom angle(’) 57 58 58 58 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HG
14.4m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
8.0 54.0
9.0 54.0
10.0 54.0
11.0 54.0
12.0 54.0 52.8
14.0 49.0 47.6
16.0 41.2 43.1 38.0
18.0 35.2 36.8 35.4
20.0 30.3 31.5 32.6 28.2
22.0 26.0 27.0 28.0 26.9 19.6
24.0 22.5 23.4 24.2 25.3 19.1
26.0 19.7 20.4 211 22.0 18.7
28.0 17.3 18.0 18.5 19.3 18.5
30.0 15.4 15.9 16.4 16.9
32.0 13.7 14.1 14.5 14.8
34.0 12.3 12.6 12.8
36.0 11.0 11.2 1.3
38.0 9.9
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
Specification HG
19.55m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
9.0 50.0
10.0 50.0
11.0 50.0
12.0 50.0
14.0 46.9 49.7
16.0 39.1 41.5 39.1
18.0 33.0 35.1 36.6
20.0 28.2 30.0 31.4 29.4
22.0 241 255 26.7 28.2
24.0 20.7 21.8 229 24.4 20.9
26.0 17.9 18.9 19.8 211 20.5
28.0 15.5 16.4 17.2 18.3 19.0
30.0 13.6 14.3 15.0 15.9 16.4
32.0 11.9 12.6 13.1 13.8 14.1
34.0 10.5 11.0 11.5 12.0
36.0 9.2 9.7 10.0 10.4
38.0 8.1 8.5 8.8
40.0 7.0 7.3 7.5
42.0 6.0 6.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 6 6 6 6 6
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Specification HG

23.6m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
10.0 45.0
11.0 45.0
12.0 45.0
14.0 45.0 45.0
16.0 38.0 40.8 42.2
18.0 31.9 34.3 36.6
20.0 271 29.2 30.9 31.2
22.0 23.1 24.7 26.2 28.2
24.0 19.7 211 22.3 24.0 22.2
26.0 16.9 18.1 19.2 20.6 21.7
28.0 14.6 15.6 16.6 17.8 18.7
30.0 12.6 13.5 14.3 15.4 16.1
32.0 11.0 1.7 12.4 13.3 13.8
34.0 9.4 10.2 10.8 1.5 11.8
36.0 8.0 8.8 9.3 9.9
38.0 6.7 7.4 8.0 84
40.0 5.6 6.2 6.6
42.0 4.6 5.0 5.3
44.0 3.7 4.0 4.1
46.0 3.0
Critical boom angle(’) 22 22 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HG
32m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 30.0
12.0 30.0
14.0 30.0 30.0
16.0 30.0 29.4
18.0 30.0 28.5 25.5
20.0 26.4 27.6 24.8
22.0 22.4 24.3 24.3 20.6
24.0 19.1 20.6 22.0 20.2 16.9
26.0 16.3 17.6 18.9 19.9 16.7
28.0 14.0 15.2 16.2 17.6 16.6
30.0 12.0 13.1 14.0 15.3 16.1
32.0 10.2 11.3 12.2 13.2 13.9
34.0 8.7 9.7 10.5 1.4 12.0
36.0 7.3 8.2 9.1 9.9 10.3
38.0 6.0 6.9 7.7 8.5 8.7
40.0 4.9 5.7 6.4 71
42.0 3.9 4.6 52 57
44.0 3.0 3.6 4.1 4.5
46.0 3.1
Critical boom angle(’) 41 43 43 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HG

40m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 20.0
14.0 20.0
16.0 20.0 20.0
18.0 20.0 20.0
20.0 20.0 20.0 20.0
22.0 20.0 20.0 20.0
24.0 19.0 20.0 20.0 18.4
26.0 16.2 17.6 18.9 18.2 15.2
28.0 13.9 15.1 16.3 17.8 15.1
30.0 11.8 13.0 141 15.4 15.0
32.0 10.0 11.3 12.2 13.3 14.1
34.0 8.5 9.6 10.5 11.6 12.2
36.0 71 8.1 9.1 10.0 10.5
38.0 5.8 6.8 7.7 8.6 9.0
40.0 4.7 5.6 6.4 7.3 7.7
42.0 3.7 4.5 52 6.0 6.2
44.0 2.7 3.5 4.1 4.8
46.0 3.1 3.7
Critical boom angle(’) 49 51 51 53 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HG
45m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 16.0
14.0 16.0
16.0 16.0 16.0
18.0 16.0 16.0
20.0 16.0 16.0 16.0
22.0 16.0 16.0 16.0
24.0 16.0 16.0 16.0 16.0
26.0 15.9 16.0 16.0 15.8 13.2
28.0 13.6 14.9 16.0 15.7 13.1
30.0 11.5 12.9 13.9 15.3 13.0
32.0 9.7 1.1 12.0 13.3 13.0
34.0 8.2 9.4 10.4 1.5 12.2
36.0 6.8 7.9 9.0 9.9 10.5
38.0 55 6.6 7.5 8.6 9.1
40.0 4.4 54 6.2 7.2 7.7
42.0 3.4 4.3 5.0 59 6.3
44.0 3.3 4.0 4.7 5.0
46.0 3.0 3.7
Critical boom angle(’) 55 55 55 57 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HG

50m Boom + 4.4m + 22m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 11.0
16.0 11.0
18.0 11.0 11.0
20.0 11.0 11.0 11.0
22.0 11.0 11.0 11.0
24.0 11.0 11.0 11.0 9.5
26.0 11.0 11.0 11.0 9.4
28.0 11.0 11.0 11.0 9.3 7.6
30.0 11.0 11.0 1.0 9.2 7.6
32.0 9.5 10.9 10.9 9.2 7.6
34.0 7.9 9.2 10.3 9.1 7.6
36.0 6.5 7.7 8.8 9.1 7.6
38.0 5.3 6.4 7.4 8.5 7.6
40.0 4.1 52 6.1 7.2 7.6
42.0 3.1 4.1 4.9 5.9 6.4
44.0 3.1 3.8 4.7 51
46.0 2.9 3.6 3.9
Critical boom angle(’) 58 58 58 60 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HG
53.9m Boom + 4.4m + 22m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m) (ton) (ton) (ton) (ton) (ton)
14.0 9.0
16.0 9.0
18.0 9.0 9.0
20.0 9.0 9.0
22.0 9.0 9.0 8.8
24.0 9.0 9.0 8.6
26.0 9.0 9.0 8.5 6.9
28.0 9.0 9.0 8.3 6.9 55
30.0 9.0 9.0 8.2 6.8 5.5
32.0 9.0 9.0 8.1 6.8 55
34.0 7.7 9.0 8.1 6.7 55
36.0 6.3 7.6 8.0 6.7 5.5
38.0 5.1 6.2 7.3 6.7 5.5
40.0 4.0 5.0 6.0 6.7 5.5
42.0 2.9 3.9 4.8 5.8 5.5
44.0 2.9 3.7 4.7 5.1
46.0 2.8 3.6 4.0
48.0 2.9
Critical boom angle(’) 60 61 61 62 62
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HA

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 34.5 31.6
22.0 33.1 29.2 26.1
24.0 30.4 271 24.5
26.0 28.2 254 231 19.7
28.0 26.2 23.8 21.8 18.8
30.0 24.5 22.4 20.7 18.0 13.1
32.0 23.0 21.2 19.7 17.3 12.8
34.0 21.6 20.2 18.9 16.7 12.5
36.0 20.5 19.2 18.1 16.2 12.3
38.0 19.4 18.3 17.4 15.8 12.2
40.0 18.5 17.6 16.8 15.5
42.0 17.6 16.9 16.4 15.4
44.0 16.9 16.4 16.0
46.0 16.2 16.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HA
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 34.0 33.0
22.0 34.0 30.6 26.8
24.0 32.9 28.6 25.2
26.0 30.5 26.8 23.9
28.0 28.5 25.2 22.7 19.8
30.0 26.6 23.9 21.6 19.0
32.0 25.0 22.6 20.6 18.4 14.0
34.0 23.5 21.5 19.8 17.8 13.7
36.0 21.6 20.5 19.0 17.3 13.5
38.0 19.8 19.6 18.3 16.8 13.3
40.0 18.1 18.8 17.7 16.4 13.3
42.0 16.7 17.4 171 16.1
44.0 15.3 15.9 16.5 15.9
46.0 14.1 14.6 15.0 15.4
48.0 13.0 13.3 13.7
50.0 11.9 12.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HA

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 30.0 30.0
22.0 30.0 30.0 27.2
24.0 30.0 29.6 25.8
26.0 30.0 27.8 24.4
28.0 29.6 26.3 23.3 20.0
30.0 26.9 24.9 22.2 19.3
32.0 24.4 23.6 21.3 18.6 14.8
34.0 22.3 225 20.4 18.1 14.5
36.0 20.3 21.5 19.6 17.6 14.2
38.0 18.4 19.5 18.9 17.1 14.0
40.0 16.8 17.8 18.3 16.7 13.9
42.0 15.3 16.2 17.0 16.4 13.9
44.0 13.9 14.7 15.5 16.1
46.0 12.7 13.4 14.0 14.7
48.0 11.6 12.2 12.7 13.2
50.0 10.5 11.0 11.4
55.0 8.3 8.4
Critical boom angle(") 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HA
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 20.0 20.0 19.1
28.0 20.0 20.0 18.6
30.0 20.0 20.0 18.2 15.3
32.0 20.0 19.6 17.8 15.0
34.0 20.0 19.2 17.4 14.8 12.2
36.0 19.8 18.7 171 14.6 12.1
38.0 17.9 18.4 16.8 14.4 12.0
40.0 16.2 17.4 16.6 14.3 12.0
42.0 14.7 15.8 16.4 14.2 12.0
44.0 13.4 14.4 15.3 14.1 12.0
46.0 121 13.0 13.8 14.1 12.0
48.0 11.0 11.8 12.5 13.4
50.0 9.9 10.7 1.3 12.0
55.0 7.6 8.1 8.6
60.0 5.7 6.0 6.2
Critical boom angle(’) 15 20 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HA
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 14.0 14.0 14.0 13.4
32.0 14.0 14.0 14.0 13.2
34.0 14.0 14.0 14.0 13.0 10.5
36.0 14.0 14.0 14.0 12.8 10.5
38.0 14.0 14.0 14.0 12.7 10.4
40.0 14.0 14.0 14.0 12.5 10.4
42.0 14.0 14.0 14.0 12.4 10.3
44.0 12.7 13.8 14.0 12.4 10.3
46.0 11.5 12.5 13.5 12.3 10.3
48.0 10.3 1.3 12.2 12.3 10.3
50.0 9.3 10.2 11.0 1.9 10.3
55.0 7.0 7.7 8.3 8.9
60.0 5.1 5.6 6.0 6.4
65.0 3.5 3.8 4.1
Critical boom angle(’) 25 27 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HA
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 12.0 12.0 12.0 1.3
34.0 12.0 12.0 12.0 1.2 9.0
36.0 12.0 12.0 12.0 11.0 8.9
38.0 12.0 12.0 12.0 10.9 8.9
40.0 12.0 12.0 12.0 10.8 8.8
42.0 12.0 12.0 12.0 10.7 8.8
44.0 11.6 12.0 12.0 10.6 8.8
46.0 10.6 1.4 12.0 10.6 8.8
48.0 9.8 10.5 1.2 10.6 8.8
50.0 8.9 9.6 10.3 10.6 8.8
55.0 6.7 7.4 8.1 8.8
60.0 4.7 54 59 6.4
65.0 3.1 3.6 4.0
Critical boom angle(’) 35 37 39 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HA

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 9.0 8.6 7.5 6.1 4.7
38.0 9.0 8.4 7.4 6.0 4.7
40.0 9.0 8.3 7.3 6.0 4.7
42.0 9.0 8.1 7.2 5.9 4.7
44.0 8.9 8.0 7.2 5.9 4.7
46.0 8.8 7.9 71 59 4.7
48.0 8.1 7.9 71 5.9 4.7
50.0 7.4 7.8 7.0 5.9 4.7
55.0 5.9 6.4 6.9 5.9 4.7
60.0 4.4 51 54 59
65.0 2.8 3.4 3.8 4.2
Critical boom angle(") 38 40 42 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HA
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 54 4.2 3.1
38.0 7.0 6.1 53 4.1 3.1
40.0 6.9 6.0 5.2 4.1 3.1
42.0 6.7 5.9 5.1 4.1 3.1
44.0 6.6 5.8 5.1 4.1 3.1
46.0 6.5 5.8 5.1 4.1 3.1
48.0 6.4 5.7 5.0 4.1 3.1
50.0 6.1 5.7 5.0 41 3.1
55.0 4.7 52 5.0 4.1 3.1
60.0 3.4 3.9 4.3 4.1
65.0 2.8 3.1 3.5
Critical boom angle(’) 46 46 47 48 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HB

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 34.5 31.6
22.0 33.1 29.2 26.1
24.0 30.4 271 24.5
26.0 28.2 254 231 19.7
28.0 26.2 23.8 21.8 18.8
30.0 24.5 22.4 20.7 18.0 13.1
32.0 23.0 21.2 19.7 17.3 12.8
34.0 21.6 20.2 18.9 16.7 12.5
36.0 20.5 19.2 18.1 16.2 12.3
38.0 19.4 18.3 17.4 15.8 12.2
40.0 18.5 17.6 16.8 15.5
42.0 17.3 16.9 16.4 15.4
44.0 16.0 16.3 16.0
46.0 14.8 15.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HB
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 34.0 33.0
22.0 34.0 30.6 26.8
24.0 32.9 28.6 25.2
26.0 30.5 26.8 23.9
28.0 28.5 25.2 22.7 19.8
30.0 26.6 23.9 21.6 19.0
32.0 241 22.6 20.6 18.4 14.0
34.0 21.9 21.5 19.8 17.8 13.7
36.0 19.9 20.5 19.0 17.3 13.5
38.0 18.2 19.1 18.3 16.8 13.3
40.0 16.6 17.4 17.7 16.4 13.3
42.0 15.2 15.9 16.6 16.1
44.0 13.9 14.5 15.1 15.7
46.0 12.8 13.3 13.7 14.0
48.0 1.7 121 12.4
50.0 10.7 11.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HB

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 30.0 30.0
22.0 30.0 30.0 27.2
24.0 30.0 29.6 25.8
26.0 30.0 27.8 24.4
28.0 28.1 26.3 23.3 20.0
30.0 25.2 24.9 22.2 19.3
32.0 22.7 23.6 21.3 18.6 14.8
34.0 20.5 21.9 20.4 18.1 14.5
36.0 18.6 19.8 19.6 17.6 14.2
38.0 16.8 17.9 18.9 17.1 14.0
40.0 15.3 16.3 17.2 16.7 13.9
42.0 13.8 14.7 15.6 16.4 13.9
44.0 12.6 13.4 14.1 14.9
46.0 1.4 12.1 12.7 13.4
48.0 10.3 10.9 1.4 11.9
50.0 9.3 9.8 10.2
55.0 7.2 7.3
Critical boom angle(") 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HB
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 20.0 20.0 19.1
28.0 20.0 20.0 18.6
30.0 20.0 20.0 18.2 15.3
32.0 20.0 19.6 17.8 15.0
34.0 20.0 19.2 17.4 14.8 12.2
36.0 18.1 18.7 171 14.6 12.1
38.0 16.3 17.6 16.8 14.4 12.0
40.0 14.7 15.9 16.6 14.3 12.0
42.0 13.3 14.4 15.4 14.2 12.0
44.0 12.0 13.0 13.9 14.1 12.0
46.0 10.8 1.7 12.5 13.5 12.0
48.0 9.7 10.5 1.2 12.1
50.0 8.7 9.4 10.1 10.8
55.0 6.5 7.0 7.5
60.0 4.7 5.0 5.1
Critical boom angle(’) 15 20 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HB
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 14.0 14.0 14.0 13.4
32.0 14.0 14.0 14.0 13.2
34.0 14.0 14.0 14.0 13.0 10.5
36.0 14.0 14.0 14.0 12.8 10.5
38.0 14.0 14.0 14.0 12.7 10.4
40.0 14.0 14.0 14.0 12.5 10.4
42.0 12.7 13.9 14.0 12.4 10.3
44.0 1.4 12.5 13.5 12.4 10.3
46.0 10.2 1.2 12.2 12.3 10.3
48.0 9.1 10.0 10.9 12.0 10.3
50.0 8.1 9.0 9.8 10.7 10.3
55.0 5.9 6.6 7.2 7.8
60.0 4.1 4.6 5.0 5.3
65.0 2.9 3.1
Critical boom angle(’) 33 33 35 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HB
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 12.0 12.0 12.0 1.3
34.0 12.0 12.0 12.0 1.2 9.0
36.0 12.0 12.0 12.0 11.0 8.9
38.0 12.0 12.0 12.0 10.9 8.9
40.0 12.0 12.0 12.0 10.8 8.8
42.0 12.0 12.0 12.0 10.7 8.8
44.0 11.0 12.0 12.0 10.6 8.8
46.0 9.8 10.9 11.9 10.6 8.8
48.0 8.7 9.8 10.7 10.6 8.8
50.0 7.7 8.7 9.6 10.6 8.8
55.0 5.5 6.3 7.0 7.8
60.0 3.7 4.4 4.9 5.4
65.0 2.7 3.0
Critical boom angle(’) 39 40 42 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HB

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 9.0 8.6 7.5 6.1 4.7
38.0 9.0 8.4 7.4 6.0 4.7
40.0 9.0 8.3 7.3 6.0 4.7
42.0 9.0 8.1 7.2 5.9 4.7
44.0 8.9 8.0 7.2 5.9 4.7
46.0 8.8 7.9 71 59 4.7
48.0 8.1 7.9 71 5.9 4.7
50.0 7.4 7.8 7.0 5.9 4.7
55.0 5.2 6.1 6.8 5.9 4.7
60.0 3.4 4.1 4.7 5.3
65.0 2.9 3.3
Critical boom angle(") 44 46 46 47 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HB
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 54 4.2 3.1
38.0 7.0 6.1 53 4.1 3.1
40.0 6.9 6.0 5.2 4.1 3.1
42.0 6.7 5.9 5.1 4.1 3.1
44.0 6.6 5.8 5.1 4.1 3.1
46.0 6.5 5.8 5.1 4.1 3.1
48.0 6.4 5.7 5.0 4.1 3.1
50.0 6.1 5.7 5.0 41 3.1
55.0 4.7 52 5.0 4.1 3.1
60.0 3.2 3.9 4.3 4.1
65.0 2.8 3.3
Critical boom angle(’) 48 49 49 50 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HC

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 34.5 31.6
22.0 33.1 29.2 26.1
24.0 30.4 271 24.5
26.0 28.2 254 231 19.7
28.0 26.2 23.8 21.8 18.8
30.0 24.5 22.4 20.7 18.0 13.1
32.0 23.0 21.2 19.7 17.3 12.8
34.0 21.6 20.2 18.9 16.7 12.5
36.0 20.2 19.2 18.1 16.2 12.3
38.0 18.6 18.3 17.4 15.8 12.2
40.0 171 17.6 16.8 15.5
42.0 15.8 16.2 16.4 15.4
44.0 14.6 14.9 15.2
46.0 13.5 13.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HC
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 34.0 33.0
22.0 34.0 30.6 26.8
24.0 32.9 28.6 25.2
26.0 30.3 26.8 23.9
28.0 27.2 25.2 22.7 19.8
30.0 24.5 23.9 21.6 19.0
32.0 22.2 22.6 20.6 18.4 14.0
34.0 20.1 21.2 19.8 17.8 13.7
36.0 18.2 19.2 19.0 17.3 13.5
38.0 16.6 17.5 18.3 16.8 13.3
40.0 15.1 15.9 16.7 16.4 13.3
42.0 13.8 14.5 15.1 15.9
44.0 12.5 13.1 13.7 14.3
46.0 1.4 11.9 12.4 12.7
48.0 10.4 10.8 11.1
50.0 9.5 9.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HC

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 30.0 30.0
22.0 30.0 30.0 27.2
24.0 30.0 29.6 25.8
26.0 29.1 27.8 24.4
28.0 25.9 26.3 23.3 20.0
30.0 23.2 24.8 22.2 19.3
32.0 20.8 22.3 21.3 18.6 14.8
34.0 18.7 20.1 20.4 18.1 14.5
36.0 16.9 18.1 19.3 17.6 14.2
38.0 15.2 16.3 17.4 17.1 14.0
40.0 13.7 14.7 15.7 16.7 13.9
42.0 12.4 13.3 14.1 15.2 13.9
44.0 1.2 12.0 12.7 13.6
46.0 10.1 10.8 1.4 12.1
48.0 9.0 9.6 10.2 10.6
50.0 8.1 8.6 9.0
55.0 6.1 6.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HC
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 20.0 20.0 19.1
28.0 20.0 20.0 18.6
30.0 20.0 20.0 18.2 15.3
32.0 20.0 19.6 17.8 15.0
34.0 18.2 19.2 17.4 14.8 12.2
36.0 16.4 17.8 171 14.6 12.1
38.0 14.7 16.0 16.8 14.4 12.0
40.0 13.2 14.4 15.5 14.3 12.0
42.0 11.8 12.9 13.9 14.2 12.0
44.0 10.6 11.6 12.5 13.6 12.0
46.0 9.5 10.4 1.2 12.2 12.0
48.0 8.4 9.3 10.0 10.8
50.0 7.5 8.2 8.9 9.5
55.0 54 59 6.4
60.0 3.7 4.0 4.1
Critical boom angle(’) 15 20 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HC
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 14.0 14.0 14.0 13.4
32.0 14.0 14.0 14.0 13.2
34.0 14.0 14.0 14.0 13.0 10.5
36.0 14.0 14.0 14.0 12.8 10.5
38.0 14.0 14.0 14.0 12.7 10.4
40.0 12.6 13.9 14.0 12.5 10.4
42.0 1.2 12.4 13.5 12.4 10.3
44.0 10.0 1.1 121 12.4 10.3
46.0 8.8 9.9 10.8 12.0 10.3
48.0 7.8 8.8 9.6 10.7 10.3
50.0 6.9 7.7 8.5 9.5 9.9
55.0 4.8 5.5 6.1 6.7
60.0 3.1 3.6 4.0 4.3
Critical boom angle(’) 36 39 41 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HC
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 12.0 12.0 12.0 1.3
34.0 12.0 12.0 12.0 1.2 9.0
36.0 12.0 12.0 12.0 11.0 8.9
38.0 12.0 12.0 12.0 10.9 8.9
40.0 12.0 12.0 12.0 10.8 8.8
42.0 10.9 12.0 12.0 10.7 8.8
44.0 9.6 10.8 11.9 10.6 8.8
46.0 8.5 9.6 10.6 10.6 8.8
48.0 7.5 8.5 9.4 10.6 8.8
50.0 6.5 7.5 8.3 9.4 8.8
55.0 4.4 5.2 5.9 6.7
60.0 2.7 3.3 3.9 4.4
Critical boom angle(’) 41 43 45 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HC

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 9.0 8.6 7.5 6.1 4.7
38.0 9.0 8.4 7.4 6.0 4.7
40.0 9.0 8.3 7.3 6.0 4.7
42.0 9.0 8.1 7.2 5.9 4.7
44.0 8.9 8.0 7.2 5.9 4.7
46.0 8.2 7.9 71 5.9 4.7
48.0 71 7.9 71 5.9 4.7
50.0 6.2 7.2 7.0 5.9 4.7
55.0 4.1 5.0 5.7 5.9 4.7
60.0 3.1 3.7 4.3
Critical boom angle(’) 49 49 50 51 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HC
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m) (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 54 4.2 3.1
38.0 7.0 6.1 53 4.1 3.1
40.0 6.9 6.0 5.2 4.1 3.1
42.0 6.7 5.9 5.1 4.1 3.1
44.0 6.6 5.8 5.1 4.1 3.1
46.0 6.5 5.8 5.1 4.1 3.1
48.0 6.4 5.7 5.0 4.1 3.1
50.0 6.0 5.7 5.0 41 3.1
55.0 3.9 4.8 5.0 4.1 3.1
60.0 2.9 3.6 4.1
Critical boom angle(’) 51 51 52 53 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HD

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 34.5 31.6
22.0 33.1 29.2 26.1
24.0 30.4 271 24.5
26.0 28.2 254 231 19.7
28.0 26.2 23.8 21.8 18.8
30.0 24.4 22.4 20.7 18.0 13.1
32.0 22.2 21.2 19.7 17.3 12.8
34.0 20.3 20.2 18.9 16.7 12.5
36.0 18.5 19.2 18.1 16.2 12.3
38.0 17.0 17.6 17.4 15.8 12.2
40.0 15.6 16.1 16.6 15.5
42.0 14.4 14.8 15.2 15.4
44.0 13.2 13.5 13.8
46.0 12.2 12.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HD
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 34.0 33.0
22.0 34.0 30.6 26.8
24.0 31.4 28.6 25.2
26.0 28.0 26.8 23.9
28.0 25.0 25.2 22.7 19.8
30.0 225 23.8 21.6 19.0
32.0 20.2 21.5 20.6 18.4 14.0
34.0 18.3 19.4 19.8 17.8 13.7
36.0 16.5 17.5 18.5 17.3 13.5
38.0 15.0 15.9 16.7 16.8 13.3
40.0 13.6 14.4 15.1 16.1 13.3
42.0 12.3 13.0 13.7 14.4
44.0 11.2 11.8 12.3 12.9
46.0 10.1 10.6 11.0 11.4
48.0 9.1 9.5 9.8
50.0 8.3 8.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HD

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 30.0 30.0
22.0 30.0 30.0 27.2
24.0 30.0 29.6 25.8
26.0 26.7 27.8 24.4
28.0 23.7 255 23.3 20.0
30.0 21.2 22.8 22.2 19.3
32.0 18.9 20.4 21.3 18.6 14.8
34.0 16.9 18.3 19.6 18.1 14.5
36.0 15.2 16.4 17.6 17.6 14.2
38.0 13.6 14.7 15.8 17.1 14.0
40.0 12.2 13.2 141 15.4 13.9
42.0 10.9 11.8 12.7 13.7 13.9
44.0 9.8 10.6 1.3 12.2
46.0 7.8 9.4 10.1 10.7
48.0 7.8 8.4 8.9 9.4
50.0 6.9 7.4 7.8
55.0 4.9 5.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HD
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 20.0 20.0 19.1
28.0 20.0 20.0 18.6
30.0 20.0 20.0 18.2 15.3
32.0 18.4 19.6 17.8 15.0
34.0 16.4 18.0 17.4 14.8 12.2
36.0 14.7 16.1 171 14.6 12.1
38.0 13.1 14.4 15.6 14.4 12.0
40.0 1.7 12.8 13.9 14.3 12.0
42.0 10.4 11.5 12.5 13.7 12.0
44.0 9.2 10.2 1.1 12.2 12.0
46.0 8.2 9.0 9.9 10.8 11.3
48.0 7.2 8.0 8.7 9.5
50.0 6.3 7.0 7.6 8.3
55.0 4.3 4.8 53
60.0 3.0 3.1
Critical boom angle(’) 29 29 30 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HD
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 14.0 14.0 14.0 13.4
32.0 14.0 14.0 14.0 13.2
34.0 14.0 14.0 14.0 13.0 10.5
36.0 14.0 14.0 14.0 12.8 10.5
38.0 12.5 13.9 14.0 12.7 10.4
40.0 11.0 12.3 13.6 12.5 10.4
42.0 9.7 11.0 12.1 12.4 10.3
44.0 8.6 9.7 10.7 121 10.3
46.0 7.5 8.6 9.5 10.7 10.3
48.0 6.5 7.5 8.4 9.4 10.0
50.0 5.6 6.5 7.3 8.2 8.7
55.0 3.7 4.4 5.0 5.6
60.0 3.0 3.3
Critical boom angle(’) 41 43 43 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HD
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 12.0 12.0 12.0 1.3
34.0 12.0 12.0 12.0 1.2 9.0
36.0 12.0 12.0 12.0 11.0 8.9
38.0 12.0 12.0 12.0 10.9 8.9
40.0 10.7 12.0 12.0 10.8 8.8
42.0 9.4 10.7 1.9 10.7 8.8
44.0 8.2 9.4 10.5 10.6 8.8
46.0 7.2 8.3 9.3 10.6 8.8
48.0 6.2 7.2 8.2 9.3 8.8
50.0 53 6.3 71 8.1 8.7
55.0 3.3 4.1 4.8 5.6
60.0 2.9 3.3
Critical boom angle(’) 46 48 48 50 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HD

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 9.0 8.6 7.5 6.1 4.7
38.0 9.0 8.4 7.4 6.0 4.7
40.0 9.0 8.3 7.3 6.0 4.7
42.0 9.0 8.1 7.2 5.9 4.7
44.0 7.9 8.0 7.2 5.9 4.7
46.0 6.8 7.9 71 5.9 4.7
48.0 5.9 7.0 71 5.9 4.7
50.0 5.0 6.0 6.9 5.9 4.7
55.0 3.0 3.9 4.6 5.5 4.7
60.0 2.7 3.3
Critical boom angle(’) 50 52 52 53 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HD
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 5.4 4.2 3.1
38.0 7.0 6.1 53 4.1 3.1
40.0 6.9 6.0 5.2 4.1 3.1
42.0 6.7 5.9 5.1 4.1 3.1
44.0 6.6 5.8 5.1 4.1 3.1
46.0 6.5 5.8 5.1 4.1 3.1
48.0 5.6 5.7 5.0 4.1 3.1
50.0 4.7 5.7 5.0 4.1 3.1
55.0 2.8 3.7 4.5 4.1 3.1
60.0 3.3
Critical boom angle(’) 52 54 56 56 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HE

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 34.5 31.6
22.0 33.1 29.2 26.1
24.0 29.5 271 24.5
26.0 26.3 254 231 19.7
28.0 23.7 23.8 21.8 18.8
30.0 21.4 22.4 20.7 18.0 13.1
32.0 19.3 20.3 19.7 17.3 12.8
34.0 17.6 18.4 18.9 16.7 12.5
36.0 16.0 16.7 17.4 16.2 12.3
38.0 14.6 15.2 15.8 15.8 12.2
40.0 13.3 13.8 14.3 14.9
42.0 12.2 12.6 13.0 13.4
44.0 11.1 1.5 11.7
46.0 10.2 10.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HE
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 34.0 33.0
22.0 31.3 30.6 26.8
24.0 27.6 28.6 25.2
26.0 24.4 26.1 23.9
28.0 21.7 23.3 22.7 19.8
30.0 19.4 20.8 21.6 19.0
32.0 17.4 18.6 19.8 18.4 14.0
34.0 15.6 16.7 17.8 17.8 13.7
36.0 14.0 15.0 16.0 171 13.5
38.0 12.6 13.5 14.3 15.4 13.3
40.0 11.3 121 12.8 13.8 13.3
42.0 10.1 10.8 1.5 12.3
44.0 9.1 9.7 10.2 10.8
46.0 8.1 8.6 9.1 9.4
48.0 7.2 7.6 7.9
50.0 6.4 6.7
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HE

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 30.0 30.0
22.0 30.0 30.0 27.2
24.0 26.3 28.5 25.8
26.0 23.1 25.1 24.4
28.0 20.4 22.2 23.3 20.0
30.0 18.1 19.7 21.3 19.3
32.0 16.0 17.5 18.9 18.6 14.8
34.0 14.2 15.6 16.9 18.1 14.5
36.0 12.6 13.8 15.0 16.6 14.2
38.0 1.2 12.3 13.4 14.8 14.0
40.0 9.9 10.9 11.9 13.1 13.9
42.0 8.8 9.6 10.5 1.5 12.1
44.0 7.7 8.5 9.2 10.1
46.0 6.7 7.4 8.1 8.7
48.0 5.9 6.5 7.0 7.4
50.0 51 55 5.9
55.0 3.3 3.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HE
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 20.0 20.0 19.1
28.0 20.0 20.0 18.6
30.0 17.6 19.4 18.2 15.3
32.0 15.5 17.2 17.8 15.0
34.0 13.7 15.2 16.7 14.8 12.2
36.0 12.1 13.5 14.8 14.6 12.1
38.0 10.7 12.0 13.2 14.4 12.0
40.0 9.4 10.5 11.6 13.1 12.0
42.0 8.2 9.3 10.3 11.6 12.0
44.0 71 8.1 9.0 10.1 10.8
46.0 6.2 71 7.9 8.8 9.3
48.0 53 6.1 6.8 7.6
50.0 4.4 5.2 5.8 6.5
55.0 3.2 3.6
Critical boom angle(’) 38 38 38 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HE
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 14.0 14.0 14.0 13.4
32.0 14.0 14.0 14.0 13.2
34.0 13.1 14.0 14.0 13.0 10.5
36.0 11.5 13.0 14.0 12.8 10.5
38.0 10.0 1.5 12.8 12.7 10.4
40.0 8.7 10.0 1.3 12.5 10.4
42.0 7.6 8.8 9.9 1.4 10.3
44.0 6.5 7.6 8.7 10.0 10.3
46.0 55 6.6 75 8.7 9.4
48.0 4.6 5.6 6.5 7.5 8.1
50.0 3.8 4.7 5.5 6.4 6.8
55.0 2.7 3.3 4.0
Critical boom angle(’) 47 47 49 51 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HE
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 12.0 12.0 12.0 1.3
34.0 12.0 12.0 12.0 1.2 9.0
36.0 1.1 12.0 12.0 11.0 8.9
38.0 9.7 1.2 12.0 10.9 8.9
40.0 8.4 9.8 1.1 10.8 8.8
42.0 7.2 8.5 9.7 10.7 8.8
44.0 6.1 7.3 8.4 9.8 8.8
46.0 52 6.3 7.3 8.6 8.8
48.0 4.3 53 6.3 7.4 8.1
50.0 3.5 4.4 5.3 6.3 6.9
55.0 3.1 3.9
Critical boom angle(’) 51 53 53 55 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HE

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 9.0 8.6 7.5 6.1 4.7
38.0 9.0 8.4 7.4 6.0 4.7
40.0 8.1 8.3 7.3 6.0 4.7
42.0 6.9 8.1 7.2 5.9 4.7
44.0 5.8 71 7.2 5.9 4.7
46.0 4.9 6.0 71 59 4.7
48.0 4.0 5.1 6.1 5.9 4.7
50.0 3.1 4.2 5.1 5.9 4.7
55.0 3.0 3.8 4.2
Critical boom angle(’) 54 56 56 58 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HE
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 54 4.2 3.1
38.0 7.0 6.1 53 4.1 3.1
40.0 6.9 6.0 5.2 4.1 3.1
42.0 6.7 5.9 5.1 4.1 3.1
44.0 5.6 5.8 5.1 4.1 3.1
46.0 4.6 5.8 5.1 4.1 3.1
48.0 3.7 4.9 5.0 4.1 3.1
50.0 2.9 4.0 4.9 4.1 3.1
55.0 2.8 3.8 3.1
Critical boom angle(’) 57 58 58 59 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HF

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 34.5 31.6
22.0 30.6 29.2 26.1
24.0 27.0 27.1 24.5
26.0 23.9 24.9 231 19.7
28.0 21.3 22.2 21.8 18.8
30.0 19.1 19.9 20.7 18.0 13.1
32.0 17.2 17.9 18.6 17.3 12.8
34.0 15.6 16.2 16.8 16.7 12.5
36.0 14.1 14.7 15.2 15.9 12.3
38.0 12.8 13.3 13.8 14.4 12.2
40.0 1.7 121 12.5 12.9
42.0 10.7 11.0 1.3 11.6
44.0 9.8 10.1 10.3
46.0 9.0 9.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HF
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 33.0 33.0
22.0 28.8 30.6 26.8
24.0 25.2 27.0 25.2
26.0 22.3 23.8 23.9
28.0 19.7 21.0 22.2 19.8
30.0 17.5 18.7 19.7 19.0
32.0 15.6 16.6 17.6 18.4 14.0
34.0 13.9 14.9 15.7 16.9 13.7
36.0 12.4 13.4 141 15.1 13.5
38.0 1.1 12.0 12.7 13.5 13.3
40.0 9.9 10.7 1.4 12.1 12.5
42.0 8.8 9.5 10.1 10.8
44.0 7.8 8.4 9.0 9.5
46.0 6.9 7.4 7.8 8.2
48.0 6.1 6.5 6.8
50.0 5.3 5.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HF

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 30.0 30.0
22.0 27.5 30.0 27.2
24.0 24.0 26.2 25.8
26.0 21.0 23.0 24.4
28.0 18.4 20.2 21.6 20.0
30.0 16.2 17.8 19.1 19.3
32.0 14.3 15.8 16.9 18.4 14.8
34.0 12.6 13.9 15.0 16.4 14.5
36.0 1.1 12.3 13.4 14.6 14.2
38.0 9.7 10.8 11.9 13.0 13.8
40.0 8.5 9.5 10.5 11.6 12.1
42.0 7.4 8.3 9.2 10.2 10.7
44.0 6.4 7.2 8.0 8.8
46.0 5.5 6.2 6.9 7.5
48.0 4.7 5.3 5.8 6.3
50.0 3.9 4.4 4.8
Critical boom angle(’) 25 28 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HF
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 20.0 20.0 19.1
28.0 18.0 20.0 18.6
30.0 15.7 17.6 18.2 15.3
32.0 13.8 15.5 16.8 15.0
34.0 12.1 13.6 14.9 14.8 12.2
36.0 10.6 12.0 13.2 14.6 12.1
38.0 9.2 10.5 1.7 13.0 12.0
40.0 8.0 9.2 10.3 11.6 12.0
42.0 6.9 7.9 9.0 10.2 10.9
44.0 5.9 6.8 7.8 8.9 9.5
46.0 4.9 5.8 6.7 7.6 8.1
48.0 4.1 4.9 5.6 6.5
50.0 3.3 4.1 4.7 54
Critical boom angle(’) 42 44 45 45 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HF
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 14.0 14.0 14.0 13.4
32.0 13.2 14.0 14.0 13.2
34.0 1.4 13.1 14.0 13.0 10.5
36.0 9.9 11.5 12.9 12.8 10.5
38.0 8.6 10.0 1.3 12.7 10.4
40.0 7.3 8.7 9.9 1.4 10.4
42.0 6.2 7.5 8.6 10.0 10.3
44.0 5.2 6.4 7.4 8.7 9.6
46.0 4.3 54 6.3 7.5 8.2
48.0 3.5 4.4 5.3 6.3 6.9
50.0 2.7 3.6 4.4 5.3 57
55.0 2.9
Critical boom angle(’) 48 51 53 53 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HF
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 12.0 12.0 12.0 1.3
34.0 11.1 12.0 12.0 1.2 9.0
36.0 9.6 1.2 12.0 11.0 8.9
38.0 8.2 9.7 11.1 10.9 8.9
40.0 7.0 8.4 9.7 10.8 8.8
42.0 5.9 7.2 8.4 9.9 8.8
44.0 4.9 6.1 7.2 8.6 8.8
46.0 4.0 5.1 6.1 7.4 8.2
48.0 3.1 4.2 51 6.2 6.9
50.0 3.3 4.2 5.2 5.8
55.0 2.9
Critical boom angle(’) 55 55 57 57 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HF

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 9.0 8.6 7.5 6.1 4.7
38.0 7.9 8.4 7.4 6.0 4.7
40.0 6.7 8.1 7.3 6.0 4.7
42.0 5.6 6.9 7.2 5.9 4.7
44.0 4.6 5.8 7.0 5.9 4.7
46.0 3.6 4.8 5.9 59 4.7
48.0 2.8 3.9 4.9 5.9 4.7
50.0 3.1 4.0 5.1 4.7
55.0 2.8 3.2
Critical boom angle(’) 58 58 60 60 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HF
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 54 4.2 3.1
38.0 7.0 6.1 53 4.1 3.1
40.0 6.4 6.0 52 4.1 3.1
42.0 5.3 5.9 5.1 4.1 3.1
44.0 4.3 5.6 5.1 4.1 3.1
46.0 3.4 4.6 5.1 4.1 3.1
48.0 3.7 4.8 4.1 3.1
50.0 29 3.8 4.1 3.1
55.0 2.8 3.1
Critical boom angle(’) 61 61 61 61 62
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HG

14.4m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
11.0 35.0
12.0 35.0
14.0 35.0
16.0 34.5 34.1
18.0 34.5 33.8
20.0 31.8 31.6
22.0 27.4 28.7 26.1
24.0 23.9 25.0 24.5
26.0 21.0 22.0 23.0 19.7
28.0 18.6 19.5 20.4 18.8
30.0 16.6 17.4 18.2 18.0 13.1
32.0 14.8 15.5 16.2 17.2 12.8
34.0 13.3 14.0 14.6 15.4 12.5
36.0 12.0 12.6 13.1 13.8 12.3
38.0 10.9 1.4 11.8 12.4 12.2
40.0 9.9 10.3 10.7 1.1
42.0 9.0 9.3 9.6 9.9
44.0 8.2 8.4 8.6
46.0 7.4 7.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HG
19.55m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 34.0
14.0 34.0
16.0 34.0
18.0 34.0 34.0
20.0 30.2 32.2
22.0 25.9 27.6 26.8
24.0 22.3 23.9 25.2
26.0 19.4 20.8 221
28.0 17.0 18.3 19.4 19.8
30.0 15.0 16.1 17.2 18.7
32.0 13.3 14.3 15.2 16.5 14.0
34.0 11.8 12.7 13.5 14.7 13.7
36.0 10.5 1.3 12.0 13.0 13.5
38.0 9.4 10.1 10.7 11.6 12.2
40.0 8.4 9.0 9.5 10.3 10.7
42.0 7.5 8.0 8.5 9.1
44.0 6.5 71 7.5 7.9
46.0 57 6.2 6.5 6.9
48.0 4.9 5.3 5.6
50.0 4.2 4.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
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Specification HG

23.6m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
12.0 30.0
14.0 30.0
16.0 30.0
18.0 30.0 30.0
20.0 29.0 30.0
22.0 24.9 26.9 27.2
24.0 21.3 23.1 24.8
26.0 18.4 20.0 21.6
28.0 16.0 17.4 18.8 20.0
30.0 14.0 15.3 16.5 18.2
32.0 12.3 13.4 14.5 16.1 14.8
34.0 10.8 11.8 12.8 14.2 14.5
36.0 9.5 104 1.3 12.5 13.5
38.0 8.3 9.2 10.0 11.0 11.8
40.0 7.1 8.1 8.8 9.7 10.3
42.0 6.1 7.0 7.7 8.5 8.9
44.0 52 6.0 6.7 7.4
46.0 4.3 5.0 5.6 6.3
48.0 3.5 4.1 4.7 5.1
50.0 3.3 3.7
Critical boom angle(’) 35 35 37 45 60
Standard hook for 83ton for 83ton for 83ton for 83ton for 83ton
Hook mass(ton) 1.00 1.00 1.00 1.00 1.00
Parts of line 4 4 4 4 4
Specification HG
32m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 20.0
16.0 20.0
18.0 20.0
20.0 20.0 20.0
22.0 20.0 20.0
24.0 20.0 20.0 19.6
26.0 18.1 19.8 19.1
28.0 15.7 17.2 18.6
30.0 13.6 15.1 16.4 15.3
32.0 11.9 13.2 14.4 15.0
34.0 10.4 11.6 12.7 14.2 12.2
36.0 9.0 10.2 1.2 12.5 12.1
38.0 7.7 8.9 9.8 1.0 1.9
40.0 6.6 7.8 8.7 9.7 10.5
42.0 5.5 6.6 7.6 8.5 9.2
44.0 4.6 5.6 6.5 7.5 7.9
46.0 3.7 4.6 54 6.4 6.8
48.0 2.9 3.8 4.5 5.3
50.0 2.9 3.6 4.3
Critical boom angle(’) 46 46 48 50 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HG
40m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 14.0
18.0 14.0
20.0 14.0 14.0
22.0 14.0 14.0
24.0 14.0 14.0 14.0
26.0 14.0 14.0 14.0
28.0 14.0 14.0 14.0
30.0 13.1 14.0 14.0 13.4
32.0 1.4 12.8 14.0 13.2
34.0 9.8 1.2 12.4 13.0 10.5
36.0 8.4 9.8 10.9 12.4 10.5
38.0 71 8.5 9.6 10.9 10.4
40.0 59 7.3 8.4 9.6 10.4
42.0 4.9 6.1 7.3 8.4 9.1
44.0 4.0 5.1 6.1 7.3 8.0
46.0 3.1 4.1 5.1 6.3 6.9
48.0 3.3 4.1 5.2 5.8
50.0 3.3 4.2 4.6
Critical boom angle(’) 54 56 56 59 60
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HG
45m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0 1.5
32.0 1.1 12.0 12.0 1.3
34.0 9.5 11.0 12.0 1.2 9.0
36.0 8.0 9.6 10.7 11.0 8.9
38.0 6.7 8.2 9.4 10.8 8.9
40.0 5.6 7.0 8.2 9.5 8.8
42.0 4.6 5.8 7.0 8.3 8.8
44.0 3.6 4.8 5.9 7.2 7.9
46.0 2.8 3.9 4.9 6.2 6.9
48.0 3.0 3.9 51 5.8
50.0 3.1 4.1 4.7
Critical boom angle(’) 57 58 58 60 62
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2

— 278 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

EX¥.N 1 Operation of 31m HL jib Lifting Capacity Chart

Specification HG

50m Boom + 4.4m + 31m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 9.0
18.0 9.0
20.0 9.0
22.0 9.0 9.0
24.0 9.0 9.0
26.0 9.0 9.0 8.4
28.0 9.0 9.0 8.2
30.0 9.0 9.0 8.0
32.0 9.0 9.0 7.8 6.3
34.0 9.0 8.8 7.7 6.2
36.0 7.7 8.6 7.5 6.1 4.7
38.0 6.4 8.0 7.4 6.0 4.7
40.0 5.3 6.7 7.3 6.0 4.7
42.0 4.2 5.6 6.8 5.9 4.7
44.0 3.3 4.6 57 5.9 4.7
46.0 3.6 4.7 5.9 4.7
48.0 2.7 3.7 5.0 4.7
50.0 2.9 4.0 4.7
Critical boom angle(’) 61 61 61 63 65
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
Specification HG
53.9m Boom + 4.4m + 31m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 8.0
20.0 8.0
22.0 8.0 7.5
24.0 8.0 7.2
26.0 8.0 7.0 6.0
28.0 8.0 6.8 5.8
30.0 7.8 6.7 57
32.0 7.6 6.5 5.6 4.3
34.0 7.4 6.4 5.5 4.2
36.0 7.2 6.2 54 4.2 3.1
38.0 6.2 6.1 5.3 4.1 3.1
40.0 5.0 6.0 52 4.1 3.1
42.0 4.0 5.4 5.1 4.1 3.1
44.0 4.4 5.1 4.1 3.1
46.0 3.4 4.5 4.1 3.1
48.0 3.6 4.1 3.1
50.0 3.9 3.1
Critical boom angle(’) 64 64 65 65 66
Standard hook for 24ton for 24ton for 24ton for 24ton for 24ton
Hook mass(ton) 0.88 0.88 0.88 0.88 0.88
Parts of line 2 2 2 2 2
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Specification HA

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 12.0 12.0 12.0 10.8 9.5
42.0 12.0 12.0 1.5 10.3 9.3
44.0 12.0 M7 10.9 9.9 9.1
46.0 11.8 11.1 10.4 9.6 9.0
48.0 11.2 10.5 10.0 9.3
50.0 10.6 10.1 9.6 9.1
55.0 9.4 9.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.6
40.0 12.0 12.0 12.0 1.1 10.0
42.0 12.0 12.0 12.0 10.7 9.7
44.0 12.0 12.0 11.6 10.3 9.4
46.0 12.0 12.0 1.1 10.0 9.2
48.0 12.0 1.4 10.6 9.7 9.1
50.0 11.8 10.9 10.2 9.4 9.0
55.0 10.4 9.8 9.4 9.1
60.0 9.2 9.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.8
40.0 12.0 12.0 12.0 1.4 10.1
42.0 12.0 12.0 12.0 10.9 9.8
44.0 12.0 12.0 12.0 10.6 9.5
46.0 12.0 12.0 11.6 10.2 9.3
48.0 12.0 12.0 11.1 9.9 9.2
50.0 12.0 11.6 10.7 9.6 9.1
55.0 10.0 10.4 9.8 9.2
60.0 8.1 8.5 8.8
65.0 5.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 12.0
40.0 12.0 12.0 12.0 11.8
42.0 12.0 12.0 12.0 1.4 9.5
44.0 12.0 12.0 12.0 11.0 9.4
46.0 12.0 12.0 12.0 10.7 9.3
48.0 12.0 12.0 12.0 10.4 9.3
50.0 1.5 12.0 1.5 10.1 9.2
55.0 9.2 10.0 10.6 9.5 9.0
60.0 7.2 7.9 8.5 9.1
65.0 5.6 6.1 6.5
70.0 4.1 4.4
Critical boom angle(’) 12 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 11.0 11.0 11.0
38.0 11.0 11.0 11.0 10.5
40.0 11.0 11.0 1.0 10.3
42.0 11.0 11.0 11.0 10.1 8.1
44.0 11.0 11.0 11.0 10.0 8.0
46.0 11.0 11.0 11.0 9.9 8.0
48.0 11.0 11.0 1.0 9.8 7.9
50.0 10.9 11.0 11.0 9.7 7.9
55.0 8.5 9.5 10.5 9.5 7.9
60.0 6.6 7.4 8.2 9.1 7.9
65.0 4.9 5.6 6.2 6.8
70.0 3.5 4.0 4.4
75.0 2.2 2.6 2.8
Critical boom angle(’) 20 22 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 10.0 10.0 10.0
38.0 10.0 10.0 10.0 8.9
40.0 10.0 10.0 10.0 8.8
42.0 10.0 10.0 10.0 8.7
44.0 10.0 10.0 10.0 8.5 6.8
46.0 10.0 10.0 10.0 8.4 6.7
48.0 10.0 10.0 10.0 8.3 6.7
50.0 9.8 10.0 9.9 8.3 6.7
55.0 8.0 8.8 9.5 8.1 6.7
60.0 6.2 71 7.7 8.1 6.7
65.0 4.5 53 6.0 6.7
70.0 3.1 3.7 4.3 4.7
75.0 1.9 2.4 2.7
Critical boom angle(’) 30 32 34 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1

— 282 —

LZsel 741-74711A00

Courtesy of CraneMarket.com



https://cranemarket.com

TN [e1 Operation of 40m HL jib Lifting Capacity Chart

Specification HA

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 7.0 6.8 5.9 4.7
42.0 7.0 6.7 5.8 4.6
44.0 7.0 6.5 5.7 4.5 3.4
46.0 7.0 6.4 5.6 4.5 3.4
48.0 7.0 6.3 55 4.4 3.3
50.0 6.9 6.2 55 4.4 3.3
55.0 6.6 6.0 5.3 4.3 3.3
60.0 5.3 5.8 52 4.3 3.3
65.0 4.2 4.7 5.1 4.3 3.3
70.0 2.8 3.5 4.0 4.3
75.0 1.6 2.1 2.6 3.0
Critical boom angle(") 36 39 41 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 5.4 4.6 3.9 3.0 21
46.0 52 4.5 3.9 2.9 2.1
48.0 5.1 4.5 3.8 2.9 2.1
50.0 5.0 4.4 3.8 2.9 2.1
55.0 4.8 4.2 3.7 29 21
60.0 4.1 4.1 3.6 2.9 2.1
65.0 3.1 3.6 3.6 2.9 2.1
70.0 2.1 26 3.0 29
75.0 1.7 2.1 2.4
Critical boom angle(’) 44 44 45 46 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 12.0 12.0 12.0 10.8 9.5
42.0 12.0 12.0 1.5 10.3 9.3
44.0 12.0 M7 10.9 9.9 9.1
46.0 11.8 11.1 10.4 9.6 9.0
48.0 11.2 10.5 10.0 9.3
50.0 10.6 10.1 9.6 9.1
55.0 9.4 9.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.6
40.0 12.0 12.0 12.0 1.1 10.0
42.0 12.0 12.0 12.0 10.7 9.7
44.0 12.0 12.0 11.6 10.3 9.4
46.0 12.0 12.0 1.1 10.0 9.2
48.0 12.0 1.4 10.6 9.7 9.1
50.0 11.8 10.9 10.2 9.4 9.0
55.0 10.1 9.8 9.4 9.1
60.0 8.2 8.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.8
40.0 12.0 12.0 12.0 1.4 10.1
42.0 12.0 12.0 12.0 10.9 9.8
44.0 12.0 12.0 12.0 10.6 9.5
46.0 12.0 12.0 11.6 10.2 9.3
48.0 12.0 12.0 11.1 9.9 9.2
50.0 1.2 11.6 10.7 9.6 9.1
55.0 8.9 9.6 9.8 9.2
60.0 7.0 7.5 7.8
65.0 5.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 12.0
40.0 12.0 12.0 12.0 11.8
42.0 12.0 12.0 12.0 1.4 9.5
44.0 12.0 12.0 12.0 11.0 9.4
46.0 12.0 12.0 12.0 10.7 9.3
48.0 1.3 12.0 12.0 10.4 9.3
50.0 10.3 1.4 1.5 10.1 9.2
55.0 8.1 8.9 9.7 9.5 9.0
60.0 6.2 6.9 7.5 8.1
65.0 4.6 51 5.5
70.0 3.2 3.5
Critical boom angle(’) 12 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 11.0 11.0 11.0
38.0 11.0 11.0 11.0 10.5
40.0 11.0 11.0 1.0 10.3
42.0 11.0 11.0 11.0 10.1 8.1
44.0 11.0 11.0 11.0 10.0 8.0
46.0 11.0 11.0 11.0 9.9 8.0
48.0 10.7 11.0 11.0 9.8 7.9
50.0 9.6 10.8 11.0 9.7 7.9
55.0 7.4 8.4 9.4 9.5 7.9
60.0 5.6 6.4 7.2 8.1 7.9
65.0 4.0 4.7 52 5.9
70.0 2.6 3.1 3.5
75.0 1.8 2.0
Critical boom angle(’) 31 31 33 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 10.0 10.0 10.0
38.0 10.0 10.0 10.0 8.9
40.0 10.0 10.0 10.0 8.8
42.0 10.0 10.0 10.0 8.7
44.0 10.0 10.0 10.0 8.5 6.8
46.0 10.0 10.0 10.0 8.4 6.7
48.0 10.0 10.0 10.0 8.3 6.7
50.0 9.3 10.0 9.9 8.3 6.7
55.0 7.0 8.1 9.1 8.1 6.7
60.0 5.2 6.1 6.9 8.0 6.7
65.0 3.6 4.4 51 5.8
70.0 2.3 2.9 3.4 3.9
75.0 1.9
Critical boom angle(’) 37 40 40 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 7.0 6.8 5.9 4.7
42.0 7.0 6.7 5.8 4.6
44.0 7.0 6.5 5.7 4.5 3.4
46.0 7.0 6.4 5.6 4.5 3.4
48.0 7.0 6.3 55 4.4 3.3
50.0 6.9 6.2 55 4.4 3.3
55.0 6.6 6.0 5.3 4.3 3.3
60.0 4.8 5.8 5.2 4.3 3.3
65.0 3.3 4.1 4.9 4.3 3.3
70.0 1.9 2.6 3.2 3.9
75.0 1.8 2.1
Critical boom angle(") 42 45 45 46 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 5.4 4.6 3.9 3.0 21
46.0 52 4.5 3.9 2.9 2.1
48.0 5.1 4.5 3.8 2.9 2.1
50.0 5.0 4.4 3.8 2.9 2.1
55.0 4.8 4.2 3.7 29 21
60.0 4.1 4.1 3.6 2.9 2.1
65.0 3.0 3.6 3.6 2.9 2.1
70.0 1.7 2.4 3.0 29
75.0 1.7 2.1
Critical boom angle(’) 46 47 47 48 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 12.0 12.0 12.0 10.8 9.5
42.0 12.0 12.0 1.5 10.3 9.3
44.0 12.0 M7 10.9 9.9 9.1
46.0 11.8 11.1 10.4 9.6 9.0
48.0 11.2 10.5 10.0 9.3
50.0 10.6 10.1 9.6 9.1
55.0 9.4 9.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.6
40.0 12.0 12.0 12.0 1.1 10.0
42.0 12.0 12.0 12.0 10.7 9.7
44.0 12.0 12.0 11.6 10.3 9.4
46.0 12.0 12.0 1.1 10.0 9.2
48.0 12.0 1.4 10.6 9.7 9.1
50.0 11.1 10.9 10.2 9.4 9.0
55.0 9.0 9.5 9.4 9.1
60.0 7.2 7.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.8
40.0 12.0 12.0 12.0 1.4 10.1
42.0 12.0 12.0 12.0 10.9 9.8
44.0 12.0 12.0 12.0 10.6 9.5
46.0 12.0 12.0 11.6 10.2 9.3
48.0 10.9 1.9 11.1 9.9 9.2
50.0 9.9 10.8 10.7 9.6 9.1
55.0 7.8 8.5 9.1 9.2
60.0 6.0 6.5 6.8
65.0 4.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 12.0
40.0 12.0 12.0 12.0 11.8
42.0 12.0 12.0 12.0 1.4 9.5
44.0 12.0 12.0 12.0 11.0 9.4
46.0 11.1 12.0 12.0 10.7 9.3
48.0 10.1 1.2 12.0 10.4 9.3
50.0 9.1 10.1 11.1 10.1 9.2
55.0 7.0 7.8 8.6 9.5 9.0
60.0 5.2 5.9 6.5 7.1
65.0 3.7 4.2 4.6
70.0 2.4 2.6
Critical boom angle(’) 12 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 11.0 11.0 11.0
38.0 11.0 11.0 11.0 10.5
40.0 11.0 11.0 1.0 10.3
42.0 11.0 11.0 11.0 10.1 8.1
44.0 11.0 11.0 11.0 10.0 8.0
46.0 10.4 11.0 11.0 9.9 8.0
48.0 9.4 10.7 11.0 9.8 7.9
50.0 8.4 9.6 10.7 9.7 7.9
55.0 6.3 7.3 8.3 9.4 7.9
60.0 4.5 5.4 6.1 7.0 7.4
65.0 3.0 3.7 4.3 4.9
70.0 1.7 2.3 2.7
Critical boom angle(’) 34 35 36 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 10.0 10.0 10.0
38.0 10.0 10.0 10.0 8.9
40.0 10.0 10.0 10.0 8.8
42.0 10.0 10.0 10.0 8.7
44.0 10.0 10.0 10.0 8.5 6.8
46.0 10.0 10.0 10.0 8.4 6.7
48.0 9.0 10.0 10.0 8.3 6.7
50.0 8.0 9.3 9.9 8.3 6.7
55.0 5.9 7.0 8.0 8.1 6.7
60.0 4.2 5.1 5.9 6.9 6.7
65.0 2.7 3.4 4.1 4.9
70.0 2.0 2.5 3.0
Critical boom angle(’) 43 43 44 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 7.0 6.8 5.9 4.7
42.0 7.0 6.7 5.8 4.6
44.0 7.0 6.5 5.7 4.5 3.4
46.0 7.0 6.4 5.6 4.5 3.4
48.0 7.0 6.3 55 4.4 3.3
50.0 6.9 6.2 5.5 4.4 3.3
55.0 5.6 6.0 5.3 4.3 3.3
60.0 3.8 4.8 52 4.3 3.3
65.0 2.3 3.2 3.9 4.3 3.3
70.0 1.8 2.4 3.0
Critical boom angle(’) 46 47 48 49 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 5.4 4.6 3.9 3.0 21
46.0 52 4.5 3.9 2.9 2.1
48.0 5.1 4.5 3.8 2.9 2.1
50.0 5.0 4.4 3.8 29 21
55.0 4.8 4.2 3.7 29 21
60.0 3.6 4.1 3.6 2.9 2.1
65.0 2.1 3.0 3.6 2.9 2.1
70.0 1.6 2.2 2.9
Critical boom angle(’) 50 50 51 52 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 12.0 12.0 12.0 10.8 9.5
42.0 12.0 12.0 1.5 10.3 9.3
44.0 12.0 M7 10.9 9.9 9.1
46.0 11.8 11.1 10.4 9.6 9.0
48.0 11.2 10.5 10.0 9.3
50.0 10.6 10.1 9.6 9.1
55.0 9.4 9.1
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.6
40.0 12.0 12.0 12.0 1.1 10.0
42.0 12.0 12.0 12.0 10.7 9.7
44.0 12.0 12.0 11.6 10.3 9.4
46.0 11.8 12.0 1.1 10.0 9.2
48.0 10.8 1.4 10.6 9.7 9.1
50.0 9.9 10.6 10.2 9.4 9.0
55.0 7.9 8.4 8.8 9.1
60.0 6.2 6.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.8
40.0 12.0 12.0 12.0 1.4 10.1
42.0 12.0 12.0 12.0 10.9 9.8
44.0 1.7 12.0 12.0 10.6 9.5
46.0 10.6 1.7 11.6 10.2 9.3
48.0 9.6 10.6 11.1 9.9 9.2
50.0 8.7 9.6 10.4 9.6 9.1
55.0 6.7 7.4 8.0 8.6
60.0 5.0 5.4 5.8
65.0 3.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 12.0
40.0 12.0 12.0 12.0 11.8
42.0 12.0 12.0 12.0 1.4 9.5
44.0 10.9 12.0 12.0 11.0 9.4
46.0 9.8 11.0 12.0 10.7 9.3
48.0 8.8 9.9 11.0 10.4 9.3
50.0 7.9 8.9 9.9 10.1 9.2
55.0 5.9 6.7 7.5 8.5 9.0
60.0 4.2 4.9 5.5 6.1
65.0 2.8 3.3 3.7
70.0 1.8
Critical boom angle(’) 27 27 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 11.0 11.0 11.0
38.0 11.0 11.0 11.0 10.5
40.0 11.0 11.0 1.0 10.3
42.0 11.0 11.0 11.0 10.1 8.1
44.0 10.2 11.0 11.0 10.0 8.0
46.0 9.1 10.5 11.0 9.9 8.0
48.0 8.1 9.4 10.6 9.8 7.9
50.0 7.2 8.4 9.5 9.7 7.9
55.0 52 6.2 71 8.3 7.9
60.0 3.5 4.4 5.1 6.0 6.4
65.0 2.1 2.8 3.4 4.0
70.0 1.8
Critical boom angle(’) 40 42 42 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 10.0 10.0 10.0
38.0 10.0 10.0 10.0 8.9
40.0 10.0 10.0 10.0 8.8
42.0 10.0 10.0 10.0 8.7
44.0 9.8 10.0 10.0 8.5 6.8
46.0 8.7 10.0 10.0 8.4 6.7
48.0 7.7 9.1 10.0 8.3 6.7
50.0 6.8 8.1 9.3 8.3 6.7
55.0 4.8 5.9 6.9 8.1 6.7
60.0 3.2 4.1 4.9 5.9 6.5
65.0 1.7 25 3.2 3.9
70.0 1.7 2.1
Critical boom angle(’) 45 46 46 47 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 7.0 6.8 5.9 4.7
42.0 7.0 6.7 5.8 4.6
44.0 7.0 6.5 5.7 4.5 3.4
46.0 7.0 6.4 5.6 4.5 3.4
48.0 7.0 6.3 55 4.4 3.3
50.0 6.5 6.2 5.5 4.4 3.3
55.0 4.5 5.6 5.3 4.3 3.3
60.0 2.8 3.8 4.7 4.3 3.3
65.0 2.2 3.0 3.9 3.3
70.0 2.1
Critical boom angle(’) 51 51 52 53 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 5.4 4.6 3.9 3.0 21
46.0 52 4.5 3.9 2.9 2.1
48.0 5.1 4.5 3.8 2.9 2.1
50.0 5.0 4.4 3.8 29 21
55.0 4.2 4.2 3.7 29 21
60.0 2.6 3.6 3.6 2.9 2.1
65.0 2.0 2.8 29 2.1
70.0 2.1
Critical boom angle(’) 53 54 55 55 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 12.0 12.0 12.0 10.8 9.5
42.0 12.0 12.0 1.5 10.3 9.3
44.0 12.0 M7 10.9 9.9 9.1
46.0 11.6 11.1 10.4 9.6 9.0
48.0 10.7 10.5 10.0 9.3
50.0 9.9 10.1 9.6 9.1
55.0 8.0 8.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.6
40.0 12.0 12.0 12.0 1.1 10.0
42.0 11.9 12.0 12.0 10.7 9.7
44.0 10.8 1.7 11.6 10.3 9.4
46.0 9.8 10.7 1.1 10.0 9.2
48.0 8.9 9.7 10.4 9.7 9.1
50.0 8.1 8.8 9.4 9.4 9.0
55.0 6.3 6.7 7.1 7.5
60.0 4.7 4.9
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.8
40.0 11.9 12.0 12.0 1.4 10.1
42.0 10.7 11.9 12.0 10.9 9.8
44.0 9.6 10.8 11.9 10.6 9.5
46.0 8.6 9.7 10.7 10.2 9.3
48.0 7.7 8.7 9.6 9.9 9.2
50.0 6.9 7.7 8.6 9.6 9.1
55.0 5.0 5.7 6.3 7.0
60.0 3.5 3.9 4.3
65.0 2.1
Critical boom angle(") 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 12.0
40.0 11.1 12.0 12.0 11.8
42.0 9.9 1.3 12.0 1.4 9.5
44.0 8.8 10.1 1.4 11.0 9.4
46.0 7.8 9.0 10.2 10.7 9.3
48.0 6.9 8.0 9.1 10.4 9.3
50.0 6.0 71 8.1 9.4 9.2
55.0 4.2 5.1 5.9 6.9 7.4
60.0 2.7 3.3 3.9 4.6
65.0 1.8 22
Critical boom angle(’) 36 36 37 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 11.0 11.0 11.0
38.0 11.0 11.0 11.0 10.5
40.0 10.4 11.0 1.0 10.3
42.0 9.2 10.8 11.0 10.1 8.1
44.0 8.1 9.6 11.0 10.0 8.0
46.0 71 8.5 9.8 9.9 8.0
48.0 6.2 7.5 8.7 9.8 7.9
50.0 54 6.6 7.7 9.2 7.9
55.0 3.5 4.5 5.5 6.7 7.4
60.0 2.0 2.8 3.6 4.5 4.9
65.0 2.0 2.6
Critical boom angle(’) 46 48 48 50 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 10.0 10.0 10.0
38.0 10.0 10.0 10.0 8.9
40.0 10.0 10.0 10.0 8.8
42.0 8.8 10.0 10.0 8.7
44.0 7.7 9.3 10.0 8.5 6.8
46.0 6.7 8.2 9.6 8.4 6.7
48.0 5.8 7.2 8.5 8.3 6.7
50.0 5.0 6.3 7.5 8.3 6.7
55.0 3.2 4.2 5.3 6.5 6.7
60.0 1.6 2.6 3.4 4.4 5.0
65.0 1.8 2.5
Critical boom angle(’) 49 51 51 52 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 7.0 6.8 5.9 4.7
42.0 7.0 6.7 5.8 4.6
44.0 7.0 6.5 5.7 4.5 3.4
46.0 6.4 6.4 5.6 4.5 3.4
48.0 55 6.3 55 4.4 3.3
50.0 4.7 6.0 5.5 4.4 3.3
55.0 2.8 4.0 5.1 4.3 3.3
60.0 2.3 3.2 4.3 3.3
65.0 1.6 2.5 2.8
Critical boom angle(’) 55 55 55 57 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 5.4 4.6 3.9 3.0 21
46.0 52 4.5 3.9 2.9 2.1
48.0 5.1 4.5 3.8 2.9 2.1
50.0 4.4 4.4 3.8 29 21
55.0 2.6 3.8 3.7 29 21
60.0 2.1 3.0 2.9 2.1
65.0 2.4 2.1
Critical boom angle(’) 57 57 59 59 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1

— 299 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 40m HL jib Lifting Capacity Chart

Specification HF

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 12.0 12.0 12.0 10.8 9.5
42.0 11.8 12.0 1.5 10.3 9.3
44.0 10.9 1.4 10.9 9.9 9.1
46.0 10.1 10.5 10.4 9.6 9.0
48.0 9.3 9.7 10.0 9.3
50.0 8.6 8.9 9.2 9.1
55.0 7.0 7.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0 11.6
40.0 11.6 12.0 12.0 1.1 10.0
42.0 10.6 11.3 12.0 10.7 9.7
44.0 9.5 10.3 11.0 10.3 9.4
46.0 8.6 9.4 10.0 10.0 9.2
48.0 7.8 8.5 9.1 9.7 9.1
50.0 7.0 7.7 8.3 8.9 9.0
55.0 52 5.7 6.1 6.5
60.0 3.7 3.9
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 11.8 12.0 12.0 11.8
40.0 10.5 1.7 12.0 1.4 10.1
42.0 9.4 10.6 1.5 10.9 9.8
44.0 8.4 9.5 10.4 10.6 9.5
46.0 7.4 8.5 9.4 10.2 9.3
48.0 6.6 7.5 8.4 9.4 9.2
50.0 5.8 6.6 7.5 8.5 9.0
55.0 4.0 4.7 5.3 6.0
60.0 2.6 3.0 3.3
Critical boom angle(’) 18 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 10.9 12.0 12.0 12.0
40.0 9.7 1.2 12.0 11.8
42.0 8.5 10.0 1.1 1.4 9.5
44.0 7.5 8.8 10.0 11.0 9.4
46.0 6.6 7.8 9.0 10.2 9.3
48.0 57 6.9 7.9 9.2 9.3
50.0 4.9 6.0 7.0 8.3 9.0
55.0 3.2 4.1 4.9 5.8 6.4
60.0 1.7 2.4 3.0 3.7
Critical boom angle(’) 38 41 43 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 11.0 11.0 11.0
38.0 10.3 11.0 11.0 10.5
40.0 9.0 10.7 11.0 10.3
42.0 7.9 9.4 10.8 10.1 8.1
44.0 6.8 8.3 9.7 10.0 8.0
46.0 5.9 7.3 8.6 9.9 8.0
48.0 5.0 6.3 7.5 9.1 7.9
50.0 4.3 55 6.6 8.1 7.9
55.0 2.5 3.5 4.5 5.7 6.4
60.0 1.9 2.7 3.6 4.0
65.0 1.7
Critical boom angle(’) 49 49 51 51 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 10.0 10.0 10.0
38.0 9.9 10.0 10.0 8.9
40.0 8.6 10.0 10.0 8.8
42.0 7.5 9.2 10.0 8.7
44.0 6.5 8.0 9.5 8.5 6.8
46.0 5.5 7.0 8.4 8.4 6.7
48.0 4.7 6.0 7.3 8.3 6.7
50.0 3.9 5.2 6.4 7.9 6.7
55.0 2.2 3.2 4.2 55 6.4
60.0 1.6 2.5 3.5 4.0
65.0 1.7
Critical boom angle(’) 53 53 55 55 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 7.0 6.8 5.9 4.7
42.0 7.0 6.7 5.8 4.6
44.0 6.1 6.5 5.7 4.5 3.4
46.0 5.2 6.4 5.6 4.5 3.4
48.0 4.3 5.8 55 4.4 3.3
50.0 3.5 4.9 5.5 4.4 3.3
55.0 1.8 3.0 4.0 4.3 3.3
60.0 2.3 3.4 3.3
65.0 1.6 2.0
Critical boom angle(’) 56 59 59 59 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 5.4 4.6 3.9 3.0 21
46.0 5.0 4.5 3.9 2.9 2.1
48.0 4.1 4.5 3.8 2.9 2.1
50.0 3.3 4.4 3.8 2.9 2.1
55.0 1.6 2.8 3.7 29 21
60.0 2.1 2.9 2.1
65.0 2.0
Critical boom angle(’) 59 60 61 62 62
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG

14.4m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
14.0 12.0
16.0 12.0
18.0 12.0
20.0 12.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 1.9
38.0 12.0 12.0 12.0 1.3
40.0 11.0 11.6 12.0 10.8 9.5
42.0 10.1 10.7 1.2 10.3 9.3
44.0 9.3 9.8 10.2 9.9 9.1
46.0 8.5 8.9 9.4 9.6 9.0
48.0 7.8 8.2 8.6 9.0
50.0 7.2 7.5 7.8 8.1
55.0 5.8 5.9
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
19.55m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0 12.0
38.0 10.8 1.7 12.0 11.6
40.0 9.8 10.6 1.4 1.1 10.0
42.0 8.8 9.6 10.3 10.7 9.7
44.0 8.0 8.7 9.3 10.3 9.4
46.0 7.2 7.8 8.4 9.3 9.2
48.0 6.5 71 7.6 8.4 8.8
50.0 5.9 6.4 6.9 7.5 7.8
55.0 4.2 4.7 5.1 54
60.0 2.8 3.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG

23.6m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 11.1 12.0 12.0 12.0
38.0 9.9 11.0 12.0 11.8
40.0 8.9 9.9 10.9 1.4 10.1
42.0 7.9 8.9 9.7 10.9 9.8
44.0 71 7.9 8.8 9.9 9.5
46.0 6.2 71 7.8 8.9 9.3
48.0 54 6.3 7.0 7.9 8.6
50.0 4.7 55 6.2 7.0 7.5
55.0 3.0 3.7 4.3 4.9
60.0 1.6 2.1 2.4
Critical boom angle(’) 22 25 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
32m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 11.8 12.0 12.0
36.0 10.5 11.8 12.0 12.0
38.0 9.3 10.5 1.7 12.0
40.0 8.3 9.4 10.5 11.8
42.0 7.2 8.4 9.4 10.8 9.5
44.0 6.3 7.5 8.4 9.7 9.4
46.0 54 6.6 7.5 8.7 9.3
48.0 4.6 5.7 6.7 7.7 8.5
50.0 3.8 4.9 59 6.9 7.5
55.0 2.2 3.0 3.8 4.8 5.3
60.0 2.1 2.7
Critical boom angle(’) 43 47 47 47 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG
40m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 11.0
20.0 11.0
22.0 11.0
24.0 11.0 11.0
26.0 11.0 11.0
28.0 11.0 11.0
30.0 11.0 11.0 11.0
32.0 11.0 11.0 11.0
34.0 11.0 11.0 11.0
36.0 10.0 11.0 11.0
38.0 8.8 10.2 11.0 10.5
40.0 7.6 9.0 10.2 10.3
42.0 6.5 8.0 9.1 10.1 8.1
44.0 5.6 7.0 8.1 9.5 8.0
46.0 4.7 6.1 7.2 8.5 8.0
48.0 3.9 5.2 6.4 7.6 7.9
50.0 3.1 4.3 55 6.7 7.5
55.0 2.5 3.5 4.6 54
60.0 1.7 2.7 3.1
Critical boom angle(’) 54 54 54 56 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
45m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 10.0
20.0 10.0
22.0 10.0
24.0 10.0
26.0 10.0 10.0
28.0 10.0 10.0
30.0 10.0 10.0 10.0
32.0 10.0 10.0 10.0
34.0 10.0 10.0 10.0
36.0 9.7 10.0 10.0
38.0 8.4 10.0 10.0 8.9
40.0 7.2 8.8 10.0 8.8
42.0 6.2 7.8 9.0 8.7
44.0 52 6.8 7.9 8.5 6.8
46.0 4.3 5.8 7.0 8.4 6.7
48.0 3.5 4.9 6.2 7.5 6.7
50.0 2.8 4.0 52 6.6 6.7
55.0 2.2 3.2 4.5 5.4
60.0 2.6 3.1
Critical boom angle(’) 57 58 59 59 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG

50m Boom + 4.4m + 40m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.0
22.0 7.0
24.0 7.0
26.0 7.0 7.0
28.0 7.0 7.0
30.0 7.0 7.0
32.0 7.0 7.0 6.5
34.0 7.0 7.0 6.3
36.0 7.0 7.0 6.2
38.0 7.0 7.0 6.1
40.0 6.9 6.8 5.9 4.7
42.0 5.8 6.7 5.8 4.6
44.0 4.9 6.5 5.7 4.5 3.4
46.0 4.0 55 5.6 4.5 3.4
48.0 3.2 4.6 5.5 4.4 3.3
50.0 2.4 3.8 5.0 4.4 3.3
55.0 3.0 4.3 3.3
60.0 2.5 3.1
Critical boom angle(’) 61 62 62 63 63
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
53.9m Boom + 4.4m + 40m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 6.0
22.0 6.0
24.0 6.0
26.0 6.0 6.0
28.0 6.0 5.8
30.0 6.0 5.6
32.0 6.0 54 4.5
34.0 6.0 52 4.4
36.0 6.0 5.1 4.3
38.0 5.8 5.0 4.2
40.0 5.6 4.8 4.1 3.1
42.0 55 4.7 4.0 3.0
44.0 4.6 4.6 3.9 3.0 21
46.0 3.7 4.5 3.9 2.9 2.1
48.0 4.4 3.8 2.9 2.1
50.0 3.6 3.8 2.9 2.1
55.0 2.9 2.9 2.1
60.0 2.1
Critical boom angle(’) 64 65 65 66 66
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 12.0 1.4 10.4 9.1
42.0 11.8 10.7 9.8 8.7
44.0 11.0 10.1 9.3 8.3
46.0 10.3 9.5 8.8 7.9 7.2
48.0 9.7 9.0 8.4 7.6 7.0
50.0 9.1 8.5 8.0 7.3 6.8
55.0 8.0 7.6 7.2 6.7
60.0 7.0 6.8 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 1.5
40.0 12.0 12.0 10.9 9.3
42.0 12.0 1.5 10.3 8.9
44.0 12.0 10.8 9.8 8.5
46.0 1.4 10.2 9.3 8.1 7.3
48.0 10.7 9.7 8.9 7.8 71
50.0 10.1 9.2 8.5 7.5 6.9
55.0 8.8 8.2 7.6 7.0 6.6
60.0 7.8 7.3 7.0 6.6
65.0 7.0 6.7 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 11.8
40.0 12.0 12.0 1.2 9.4
42.0 12.0 12.0 10.6 9.0
44.0 12.0 1.4 10.1 8.6
46.0 12.0 10.8 9.6 8.3 7.3
48.0 11.5 10.2 9.2 8.0 71
50.0 10.8 9.7 8.8 7.7 7.0
55.0 9.5 8.6 8.0 71 6.6
60.0 8.4 7.8 7.3 6.7
65.0 7.0 71 6.8 6.5
70.0 5.5 5.8
Critical boom angle(") 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0
40.0 12.0 12.0 11.8
42.0 12.0 12.0 1.3 9.2
44.0 12.0 12.0 10.8 8.9
46.0 12.0 11.8 10.3 8.6
48.0 12.0 1.3 9.8 8.3 7.2
50.0 12.0 10.7 9.4 8.0 71
55.0 9.8 9.6 8.6 7.5 6.7
60.0 7.8 8.6 7.9 7.0 6.5
65.0 6.1 6.9 7.3 6.7
70.0 4.7 53 5.8 6.2
75.0 3.4 3.8 4.1
80.0 1.8
Critical boom angle(’) 15 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HA

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 8.0 8.0 8.0
44.0 8.0 8.0 8.0 8.0
46.0 8.0 8.0 8.0 8.0
48.0 8.0 8.0 8.0 8.0
50.0 8.0 8.0 8.0 8.0 6.3
55.0 8.0 8.0 8.0 7.7 6.2
60.0 71 8.0 8.0 7.3 6.1
65.0 5.4 6.3 71 6.9 6.1
70.0 4.0 4.7 54 6.1
75.0 2.8 3.3 3.8 4.3
80.0 1.7 2.1 24
Critical boom angle(’) 25 28 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 75
40.0 7.5 7.5 7.5
42.0 7.5 7.5 7.5
44.0 7.5 7.5 7.5 71
46.0 7.5 7.5 7.5 7.0
48.0 7.5 7.5 7.5 6.8
50.0 7.5 7.5 7.5 6.7 52
55.0 7.5 75 7.5 6.5 5.1
60.0 6.7 7.5 7.5 6.4 5.1
65.0 5.1 6.0 6.7 6.3 5.1
70.0 3.6 4.4 52 6.0 5.1
75.0 2.4 3.1 3.6 4.3
80.0 1.8 2.3 2.6
Critical boom angle(’) 38 38 40 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 5.0 5.0 4.4 3.3
48.0 5.0 5.0 4.3 3.3
50.0 5.0 4.9 4.2 3.2 2.2
55.0 5.0 4.7 4.1 3.1 22
60.0 5.0 4.5 3.9 3.1 2.2
65.0 4.2 4.4 3.9 3.0 2.2
70.0 3.3 3.8 3.8 3.0 2.2
75.0 2.0 2.8 3.3 3.0
80.0 1.6 2.1 2.6
Critical boom angle(") 42 43 44 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 4.0 34 2.8 1.9
50.0 3.9 3.3 2.7 1.9
55.0 3.6 3.1 2.6 1.8
60.0 3.4 3.0 25 1.8
65.0 3.0 2.9 2.4 1.8
70.0 2.2 2.8 2.4 1.8
75.0 1.9 2.4 1.8
80.0 1.8
Critical boom angle(’) 49 49 51 51
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HB
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 12.0 1.4 10.4 9.1
42.0 11.8 10.7 9.8 8.7
44.0 11.0 10.1 9.3 8.3
46.0 10.3 9.5 8.8 7.9 7.2
48.0 9.7 9.0 8.4 7.6 7.0
50.0 9.1 8.5 8.0 7.3 6.8
55.0 8.0 7.6 7.2 6.7
60.0 7.0 6.8 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 1.5
40.0 12.0 12.0 10.9 9.3
42.0 12.0 1.5 10.3 8.9
44.0 12.0 10.8 9.8 8.5
46.0 1.4 10.2 9.3 8.1 7.3
48.0 10.7 9.7 8.9 7.8 71
50.0 10.1 9.2 8.5 7.5 6.9
55.0 8.8 8.2 7.6 7.0 6.6
60.0 7.8 7.3 7.0 6.6
65.0 7.0 6.7 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 11.8
40.0 12.0 12.0 1.2 9.4
42.0 12.0 12.0 10.6 9.0
44.0 12.0 1.4 10.1 8.6
46.0 12.0 10.8 9.6 8.3 7.3
48.0 11.5 10.2 9.2 8.0 71
50.0 10.8 9.7 8.8 7.7 7.0
55.0 9.5 8.6 8.0 71 6.6
60.0 7.7 7.8 7.3 6.7
65.0 6.1 6.6 6.8 6.5
70.0 4.7 4.9
Critical boom angle(") 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0
40.0 12.0 12.0 11.8
42.0 12.0 12.0 1.3 9.2
44.0 12.0 12.0 10.8 8.9
46.0 12.0 11.8 10.3 8.6
48.0 11.9 1.3 9.8 8.3 7.2
50.0 10.9 10.7 9.4 8.0 71
55.0 8.7 9.6 8.6 7.5 6.7
60.0 6.8 7.7 7.9 7.0 6.5
65.0 5.2 5.9 6.6 6.7
70.0 3.8 4.4 4.9 5.3
75.0 2.6 3.0 3.3
Critical boom angle(’) 18 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HB

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 8.0 8.0 8.0
44.0 8.0 8.0 8.0 8.0
46.0 8.0 8.0 8.0 8.0
48.0 8.0 8.0 8.0 8.0
50.0 8.0 8.0 8.0 8.0 6.3
55.0 8.0 8.0 8.0 7.7 6.2
60.0 6.1 71 8.0 7.3 6.1
65.0 4.5 5.4 6.2 6.9 6.1
70.0 3.1 3.9 4.5 5.3
75.0 2.0 2.5 3.0 3.5
80.0 1.6
Critical boom angle(’) 33 37 37 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 75
40.0 7.5 7.5 7.5
42.0 7.5 7.5 7.5
44.0 7.5 7.5 7.5 71
46.0 7.5 7.5 7.5 7.0
48.0 7.5 7.5 7.5 6.8
50.0 7.5 7.5 7.5 6.7 52
55.0 7.5 75 7.5 6.5 5.1
60.0 57 6.8 7.5 6.4 5.1
65.0 4.1 5.1 6.0 6.3 5.1
70.0 2.8 3.6 4.3 5.2 5.1
75.0 1.6 2.2 2.8 3.5
80.0 1.8
Critical boom angle(’) 40 42 44 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 5.0 5.0 4.4 3.3
48.0 5.0 5.0 4.3 3.3
50.0 5.0 4.9 4.2 3.2 2.2
55.0 5.0 4.7 4.1 3.1 22
60.0 5.0 4.5 3.9 3.1 2.2
65.0 3.8 4.4 3.9 3.0 2.2
70.0 2.4 3.3 3.8 3.0 2.2
75.0 2.0 2.6 3.0
80.0 1.8
Critical boom angle(") 47 47 49 49 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 4.0 34 2.8 1.9
50.0 3.9 3.3 2.7 1.9
55.0 3.6 3.1 2.6 1.8
60.0 3.4 3.0 25 1.8
65.0 3.0 2.9 2.4 1.8
70.0 2.1 2.8 2.4 1.8
75.0 1.8 2.4 1.8
80.0 1.8
Critical boom angle(’) 50 50 52 52
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HC
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 12.0 1.4 10.4 9.1
42.0 11.8 10.7 9.8 8.7
44.0 11.0 10.1 9.3 8.3
46.0 10.3 9.5 8.8 7.9 7.2
48.0 9.7 9.0 8.4 7.6 7.0
50.0 9.1 8.5 8.0 7.3 6.8
55.0 8.0 7.6 7.2 6.7
60.0 7.0 6.8 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 1.5
40.0 12.0 12.0 10.9 9.3
42.0 12.0 1.5 10.3 8.9
44.0 12.0 10.8 9.8 8.5
46.0 1.4 10.2 9.3 8.1 7.3
48.0 10.7 9.7 8.9 7.8 71
50.0 10.1 9.2 8.5 7.5 6.9
55.0 8.8 8.2 7.6 7.0 6.6
60.0 7.8 7.3 7.0 6.6
65.0 6.3 6.6 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 11.8
40.0 12.0 12.0 1.2 9.4
42.0 12.0 12.0 10.6 9.0
44.0 12.0 1.4 10.1 8.6
46.0 12.0 10.8 9.6 8.3 7.3
48.0 11.5 10.2 9.2 8.0 71
50.0 10.6 9.7 8.8 7.7 7.0
55.0 8.4 8.6 8.0 71 6.6
60.0 6.7 7.4 7.3 6.7
65.0 5.1 5.6 6.1 6.5
70.0 3.8 4.1
Critical boom angle(") 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0
40.0 12.0 12.0 11.8
42.0 12.0 12.0 1.3 9.2
44.0 12.0 12.0 10.8 8.9
46.0 1.7 11.8 10.3 8.6
48.0 10.7 1.3 9.8 8.3 7.2
50.0 9.7 10.7 9.4 8.0 71
55.0 7.6 8.6 8.6 7.5 6.7
60.0 5.8 6.7 7.5 7.0 6.5
65.0 4.3 5.0 5.7 6.5
70.0 3.0 3.5 4.0 4.4
75.0 1.8 2.2 2.5
Critical boom angle(’) 20 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HC

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 8.0 8.0 8.0
44.0 8.0 8.0 8.0 8.0
46.0 8.0 8.0 8.0 8.0
48.0 8.0 8.0 8.0 8.0
50.0 8.0 8.0 8.0 8.0 6.3
55.0 6.9 8.0 8.0 7.7 6.2
60.0 5.1 6.1 71 7.3 6.1
65.0 3.6 4.5 5.3 6.3 6.1
70.0 2.3 3.0 3.7 4.4
75.0 1.7 2.2 2.7
Critical boom angle(’) 39 40 41 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 75
40.0 7.5 7.5 7.5
42.0 7.5 7.5 7.5
44.0 7.5 7.5 7.5 71
46.0 7.5 7.5 7.5 7.0
48.0 7.5 7.5 7.5 6.8
50.0 7.5 7.5 7.5 6.7 52
55.0 6.5 75 7.5 6.5 5.1
60.0 4.7 5.8 6.9 6.4 5.1
65.0 3.2 4.1 5.0 6.2 5.1
70.0 1.9 2.7 34 4.3 4.7
75.0 2.0 2.7
Critical boom angle(’) 44 48 48 48 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 5.0 5.0 4.4 3.3
48.0 5.0 5.0 4.3 3.3
50.0 5.0 4.9 4.2 3.2 2.2
55.0 5.0 4.7 4.1 3.1 2.2
60.0 4.3 4.5 3.9 3.1 2.2
65.0 2.8 3.9 3.9 3.0 2.2
70.0 2.4 3.2 3.0 2.2
75.0 1.8 2.6
Critical boom angle(’) 51 51 51 52 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 4.0 34 2.8 1.9
50.0 3.9 3.3 2.7 1.9
55.0 3.6 3.1 2.6 1.8
60.0 3.4 3.0 25 1.8
65.0 2.6 2.9 2.4 1.8
70.0 2.2 2.4 1.8
75.0 1.7 1.8
Critical boom angle(’) 53 53 53 55
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HD
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 12.0 1.4 10.4 9.1
42.0 11.8 10.7 9.8 8.7
44.0 11.0 10.1 9.3 8.3
46.0 10.3 9.5 8.8 7.9 7.2
48.0 9.7 9.0 8.4 7.6 7.0
50.0 9.1 8.5 8.0 7.3 6.8
55.0 8.0 7.6 7.2 6.7
60.0 7.0 6.8 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 1.5
40.0 12.0 12.0 10.9 9.3
42.0 12.0 1.5 10.3 8.9
44.0 12.0 10.8 9.8 8.5
46.0 1.4 10.2 9.3 8.1 7.3
48.0 10.7 9.7 8.9 7.8 71
50.0 10.1 9.2 8.5 7.5 6.9
55.0 8.5 8.2 7.6 7.0 6.6
60.0 6.8 7.3 7.0 6.6
65.0 5.4 5.7 5.9
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 11.8
40.0 12.0 12.0 1.2 9.4
42.0 12.0 12.0 10.6 9.0
44.0 12.0 1.4 10.1 8.6
46.0 11.3 10.8 9.6 8.3 7.3
48.0 10.3 10.2 9.2 8.0 71
50.0 9.3 9.7 8.8 7.7 7.0
55.0 7.3 8.2 8.0 71 6.6
60.0 5.7 6.3 7.0 6.7
65.0 4.2 4.7 5.2 5.5
70.0 2.9 3.2
Critical boom angle(") 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0
40.0 12.0 12.0 11.8
42.0 12.0 12.0 1.3 9.2
44.0 1.5 12.0 10.8 8.9
46.0 10.4 11.8 10.3 8.6
48.0 9.4 10.7 9.8 8.3 7.2
50.0 8.5 9.7 9.4 8.0 71
55.0 6.5 75 8.6 7.5 6.7
60.0 4.8 5.7 6.5 7.0 6.5
65.0 3.3 4.1 4.7 55
70.0 2.1 2.7 3.1 3.6
75.0 1.6
Critical boom angle(’) 30 34 34 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HD

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 8.0 8.0 8.0
44.0 8.0 8.0 8.0 8.0
46.0 8.0 8.0 8.0 8.0
48.0 8.0 8.0 8.0 8.0
50.0 7.8 8.0 8.0 8.0 6.3
55.0 5.8 7.0 8.0 7.7 6.2
60.0 4.1 5.1 6.1 7.3 6.1
65.0 2.6 3.5 4.3 5.4 5.9
70.0 2.1 2.8 3.5
75.0 1.9
Critical boom angle(’) 45 45 47 47 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 75
40.0 7.5 7.5 7.5
42.0 7.5 7.5 7.5
44.0 7.5 7.5 7.5 71
46.0 7.5 7.5 7.5 7.0
48.0 7.5 7.5 7.5 6.8
50.0 7.5 7.5 7.5 6.7 52
55.0 54 6.7 7.5 6.5 5.1
60.0 3.7 4.8 5.9 6.4 5.1
65.0 2.2 3.2 4.1 5.2 5.1
70.0 1.8 2.6 3.5 3.8
75.0 1.8
Critical boom angle(’) 48 49 51 51 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 5.0 5.0 4.4 3.3
48.0 5.0 5.0 4.3 3.3
50.0 5.0 4.9 4.2 3.2 2.2
55.0 5.0 4.7 4.1 3.1 2.2
60.0 3.3 4.5 3.9 3.1 2.2
65.0 1.9 2.9 3.9 3.0 2.2
70.0 2.4 3.0 2.2
75.0 1.8
Critical boom angle(’) 52 55 55 55 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 4.0 34 2.8 1.9
50.0 3.9 3.3 2.7 1.9
55.0 3.6 3.1 2.6 1.8
60.0 3.1 3.0 2.5 1.8
65.0 1.6 2.7 2.4 1.8
70.0 2.2 1.8
75.0 1.7
Critical boom angle(’) 54 56 56 57
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HE
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 12.0 1.4 10.4 9.1
42.0 11.8 10.7 9.8 8.7
44.0 11.0 10.1 9.3 8.3
46.0 10.3 9.5 8.8 7.9 7.2
48.0 9.7 9.0 8.4 7.6 7.0
50.0 9.1 8.5 8.0 7.3 6.8
55.0 8.0 7.6 7.2 6.7
60.0 6.9 6.8 6.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 1.5
40.0 12.0 12.0 10.9 9.3
42.0 12.0 1.5 10.3 8.9
44.0 1.4 10.8 9.8 8.5
46.0 10.4 10.2 9.3 8.1 7.3
48.0 9.5 9.7 8.9 7.8 71
50.0 8.6 9.2 8.5 7.5 6.9
55.0 6.8 7.5 7.6 7.0 6.6
60.0 5.3 5.8 6.3 6.6
65.0 3.9 4.3 4.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 11.8
40.0 12.0 12.0 1.2 9.4
42.0 1.4 12.0 10.6 9.0
44.0 10.3 1.4 10.1 8.6
46.0 9.3 10.5 9.6 8.3 7.3
48.0 8.4 9.5 9.2 8.0 71
50.0 7.5 8.6 8.8 7.7 7.0
55.0 57 6.5 7.4 71 6.6
60.0 4.1 4.8 5.5 6.3
65.0 2.8 3.3 3.7 4.1
70.0 1.6 1.9
Critical boom angle(") 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 12.0
40.0 1.7 12.0 11.8
42.0 10.5 12.0 1.3 9.2
44.0 9.4 10.9 10.8 8.9
46.0 8.4 9.8 10.3 8.6
48.0 7.5 8.8 9.8 8.3 7.2
50.0 6.6 7.9 9.1 8.0 71
55.0 4.8 59 6.9 7.5 6.7
60.0 3.3 4.1 5.0 6.1 6.5
65.0 1.9 2.7 3.3 4.1
70.0 1.8 23
Critical boom angle(’) 38 42 43 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HE

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 8.0 8.0 8.0
44.0 8.0 8.0 8.0 8.0
46.0 7.7 8.0 8.0 8.0
48.0 6.8 8.0 8.0 8.0
50.0 5.9 7.4 8.0 8.0 6.3
55.0 4.1 5.3 6.5 7.7 6.2
60.0 2.5 3.6 4.6 5.9 6.1
65.0 2.1 2.9 4.0 4.5
70.0 2.2
Critical boom angle(’) 50 51 53 53 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 7.5
40.0 7.5 7.5 7.5
42.0 7.5 7.5 7.5
44.0 7.5 7.5 7.5 71
46.0 7.3 7.5 7.5 7.0
48.0 6.4 7.5 7.5 6.8
50.0 5.6 71 7.5 6.7 5.2
55.0 3.7 5.0 6.2 6.5 5.1
60.0 2.2 3.3 4.3 5.7 5.1
65.0 1.8 2.7 3.8 4.5
70.0 2.2 2.5
Critical boom angle(’) 53 54 56 56 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 5.0 5.0 4.4 3.3
48.0 5.0 5.0 4.3 3.3
50.0 5.0 4.9 4.2 3.2 2.2
55.0 3.3 4.7 4.1 3.1 22
60.0 1.8 3.0 3.9 3.1 2.2
65.0 2.5 3.0 2.2
70.0 2.0 2.2
Critical boom angle(’) 56 59 59 59 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 4.0 34 2.8 1.9
50.0 3.9 3.3 2.7 1.9
55.0 3.1 3.1 2.6 1.8
60.0 2.8 25 1.8
65.0 2.3 1.8
70.0 1.8
Critical boom angle(’) 60 60 60 61
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HF
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 12.0 1.4 10.4 9.1
42.0 11.8 10.7 9.8 8.7
44.0 11.0 10.1 9.3 8.3
46.0 10.3 9.5 8.8 7.9 7.2
48.0 9.7 9.0 8.4 7.6 7.0
50.0 9.0 8.5 8.0 7.3 6.8
55.0 7.4 7.6 7.2 6.7
60.0 6.0 6.3 6.5
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 1.5
40.0 12.0 12.0 10.9 9.3
42.0 11.0 1.5 10.3 8.9
44.0 10.1 10.8 9.8 8.5
46.0 9.2 10.0 9.3 8.1 7.3
48.0 8.3 9.2 8.9 7.8 7.1
50.0 7.5 8.4 8.5 7.5 6.9
55.0 5.8 6.5 7.2 7.0 6.6
60.0 4.3 4.9 5.4 5.9
65.0 3.1 3.4 3.6
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 12.0 12.0 11.8
40.0 1.2 12.0 1.2 9.4
42.0 10.0 1.3 10.6 9.0
44.0 9.0 10.3 10.1 8.6
46.0 8.1 9.3 9.6 8.3 7.3
48.0 7.2 8.4 9.2 8.0 71
50.0 6.4 7.5 8.5 7.7 7.0
55.0 4.7 55 6.4 71 6.6
60.0 3.2 3.9 4.6 54
65.0 1.9 2.4 2.9 3.3
Critical boom angle(’) 25 28 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 11.6 12.0 12.0
40.0 10.3 12.0 11.8
42.0 9.2 10.8 1.3 9.2
44.0 8.1 9.7 10.8 8.9
46.0 7.2 8.6 9.9 8.6
48.0 6.3 7.7 9.0 8.3 7.2
50.0 55 6.8 8.0 8.0 71
55.0 3.8 4.9 59 7.3 6.7
60.0 2.3 3.2 4.1 5.2 5.9
65.0 1.8 2.5 3.3
Critical boom angle(’) 44 44 46 49 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HF

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 8.0 8.0 8.0
44.0 7.4 8.0 8.0 8.0
46.0 6.5 8.0 8.0 8.0
48.0 5.6 71 8.0 8.0
50.0 4.8 6.2 7.6 8.0 6.3
55.0 3.1 4.3 55 7.0 6.2
60.0 1.6 2.7 3.6 4.9 5.8
65.0 2.1 3.1 3.7
Critical boom angle(’) 50 54 54 57 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 7.5
40.0 7.5 7.5 7.5
42.0 7.5 7.5 7.5
44.0 71 7.5 7.5 71
46.0 6.1 7.5 7.5 7.0
48.0 52 6.8 7.5 6.8
50.0 4.4 5.9 7.4 6.7 5.2
55.0 2.7 4.0 5.2 6.5 5.1
60.0 2.3 3.4 4.8 5.1
65.0 1.9 3.0 3.7
70.0 1.7
Critical boom angle(’) 57 57 57 60 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 5.0 5.0 4.4 3.3
48.0 4.9 5.0 4.3 3.3
50.0 4.1 4.9 4.2 3.2 2.2
55.0 2.3 3.7 4.1 3.1 2.2
60.0 2.1 3.2 3.1 2.2
65.0 1.6 2.9 2.2
70.0 1.8
Critical boom angle(’) 59 60 60 62 62
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m) (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 4.0 34 2.8 1.9
50.0 3.8 3.3 2.7 1.9
55.0 3.1 2.6 1.8
60.0 1.8 2.5 1.8
65.0 1.8
Critical boom angle(’) 62 62 64 64
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HG
14.4m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
16.0 12.0
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 11.8
38.0 12.0 12.0 11.1
40.0 1.4 1.4 10.4 9.1
42.0 10.5 10.7 9.8 8.7
44.0 9.6 10.1 9.3 8.3
46.0 8.9 9.4 8.8 7.9 7.2
48.0 8.2 8.7 8.4 7.6 7.0
50.0 7.5 8.0 8.0 7.3 6.8
55.0 6.1 6.5 6.8 6.7
60.0 5.0 5.2 5.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
19.55m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 12.0 12.0 12.0
38.0 1.3 12.0 1.5
40.0 10.2 1.2 10.9 9.3
42.0 9.3 10.2 10.3 8.9
44.0 8.4 9.3 9.8 8.5
46.0 7.7 8.4 9.2 8.1 7.3
48.0 7.0 7.7 8.4 7.8 71
50.0 6.3 7.0 7.6 7.5 6.9
55.0 4.8 55 6.0 6.7 6.6
60.0 3.4 3.9 4.4 5.0
65.0 2.2 2.5 2.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG
23.6m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 12.0
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 1.7 12.0 12.0
38.0 10.5 1.7 11.8
40.0 9.4 10.6 1.2 9.4
42.0 8.5 9.5 10.6 9.0
44.0 7.6 8.6 9.6 8.6
46.0 6.9 7.8 8.7 8.3 7.3
48.0 6.0 7.0 7.8 8.0 71
50.0 53 6.3 71 7.7 7.0
55.0 3.7 4.5 5.4 6.2 6.6
60.0 2.3 3.0 3.6 4.5
65.0 1.6 2.0 2.4
Critical boom angle(’) 35 35 37 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
32m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 12.0
22.0 12.0
24.0 12.0
26.0 12.0 12.0
28.0 12.0 12.0
30.0 12.0 12.0
32.0 12.0 12.0
34.0 12.0 12.0 12.0
36.0 1.1 12.0 12.0
38.0 9.9 11.3 12.0
40.0 8.8 10.1 1.4
42.0 7.8 9.1 10.3 9.2
44.0 6.9 8.1 9.2 8.9
46.0 6.0 7.3 8.3 8.6
48.0 52 6.5 7.5 8.3 7.2
50.0 4.4 57 6.7 8.0 71
55.0 2.8 3.8 4.9 6.0 6.7
60.0 2.3 3.1 4.2 4.9
65.0 1.6 2.4
Critical boom angle(’) 49 49 49 51 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53

Parts of line

1

1

1

1

1
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Specification HG

40m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 8.0
22.0 8.0
24.0 8.0
26.0 8.0
28.0 8.0 8.0
30.0 8.0 8.0
32.0 8.0 8.0
34.0 8.0 8.0 8.0
36.0 8.0 8.0 8.0
38.0 8.0 8.0 8.0
40.0 8.0 8.0 8.0
42.0 7.2 8.0 8.0
44.0 6.2 7.7 8.0 8.0
46.0 5.3 6.9 8.0 8.0
48.0 4.5 6.0 7.2 8.0
50.0 3.7 5.1 6.4 7.8 6.3
55.0 2.1 3.3 4.5 5.9 6.2
60.0 1.7 2.7 4.0 4.9
65.0 2.2 2.8
Critical boom angle(’) 55 56 58 58 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
45m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 7.5
22.0 7.5
24.0 7.5
26.0 7.5
28.0 7.5 7.5
30.0 7.5 7.5
32.0 7.5 7.5
34.0 7.5 7.5
36.0 7.5 7.5 7.5
38.0 7.5 7.5 75
40.0 7.5 7.5 7.5
42.0 6.8 7.5 7.5
44.0 5.8 7.5 7.5 71
46.0 4.9 6.6 7.5 7.0
48.0 4.1 5.7 7.0 6.8
50.0 3.3 4.8 6.2 6.5 5.2
55.0 3.0 4.2 5.8 5.1
60.0 2.5 3.9 4.9
65.0 2.1 2.8
Critical boom angle(’) 60 61 62 62 62
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG

50m Boom + 4.4m + 47m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 5.0
24.0 5.0
26.0 5.0
28.0 5.0
30.0 5.0 5.0
32.0 5.0 5.0
34.0 5.0 5.0
36.0 5.0 5.0 5.0
38.0 5.0 5.0 4.9
40.0 5.0 5.0 4.8
42.0 5.0 5.0 4.6
44.0 5.0 5.0 4.5 3.4
46.0 4.5 5.0 4.4 3.3
48.0 3.7 5.0 4.3 3.3
50.0 3.0 4.5 4.2 3.2 2.2
55.0 2.7 4.0 3.1 22
60.0 2.3 3.1 2.2
65.0 2.0 2.2
Critical boom angle(’) 64 65 65 66 66
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
53.9m Boom + 4.4m + 47m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m (ton) (ton) (ton) (ton) (ton)
22.0 4.0
24.0 4.0
26.0 4.0
28.0 4.0
30.0 4.0 4.0
32.0 4.0 4.0
34.0 4.0 4.0
36.0 4.0 4.0 3.3
38.0 4.0 3.9 3.2
40.0 4.0 3.8 3.1
42.0 4.0 3.6 3.0
44.0 4.0 3.5 2.9
46.0 4.0 3.4 2.8 2.0
48.0 3.5 34 2.8 1.9
50.0 3.3 2.7 1.9
55.0 2.6 1.8
60.0 1.8
Critical boom angle(’) 66 67 68 68
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
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Specification HA

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 57 5.6 5.4 5.0 4.7
65.0 53 5.1 4.9 4.7
70.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.4 7.0 6.5 6.0
50.0 7.2 6.7 6.3 5.8
55.0 6.6 6.2 59 55 5.1
60.0 6.1 5.8 5.6 5.2 4.8
65.0 5.7 55 5.2 4.8
70.0 5.2 5.0 4.8
75.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1

— 336 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


https://cranemarket.com

TN 1 Operation of 54m HL jib Lifting Capacity Chart

Specification HA

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.3 7.6 71
46.0 8.0 7.4 6.9 6.2
48.0 7.7 71 6.7 6.0
50.0 7.4 6.9 6.5 59
55.0 6.8 6.4 6.0 5.6 5.1
60.0 6.3 6.0 5.7 5.3 4.8
65.0 5.9 5.6 54 4.9 4.7
70.0 55 53 5.0 4.7
75.0 4.8 4.9 4.7
Critical boom angle(") 15 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.6 8.3 7.5
44.0 8.6 8.0 7.3
46.0 8.6 7.7 71
48.0 8.3 7.5 6.9 6.1
50.0 8.0 7.3 6.7 6.0
55.0 7.4 6.8 6.3 57 5.2
60.0 6.8 6.3 59 55 4.9
65.0 6.4 6.0 5.6 5.2 4.7
70.0 5.2 5.7 5.4 4.9 4.6
75.0 3.9 4.5 5.0 4.7
80.0 2.8 3.2 3.6
85.0 1.8 2.0
Critical boom angle(’) 18 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 6.0 6.0 6.0
48.0 6.0 6.0 6.0 6.0
50.0 6.0 6.0 6.0 6.0
55.0 6.0 6.0 6.0 5.8 4.9
60.0 6.0 6.0 6.0 5.6 4.8
65.0 5.9 6.0 5.8 54 4.7
70.0 4.4 5.4 5.6 5.1 4.7
75.0 3.2 4.0 4.7 4.8
80.0 2.1 2.7 3.3 3.9
85.0 1.6 2.0
Critical boom angle(’) 35 36 37 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HA
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 5.5 5.5 55
48.0 55 55 5.5
50.0 5.5 55 55 55
55.0 5.5 55 55 5.3
60.0 55 55 55 5.1 3.8
65.0 55 55 55 5.0 3.8
70.0 4.0 5.0 5.5 4.9 3.8
75.0 2.8 3.6 4.4 4.9 3.8
80.0 1.7 2.4 3.1 3.8
85.0 1.8 2.3
Critical boom angle(’) 40 44 44 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HA

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 4.1 3.9 3.3 2.3
55.0 4.1 3.7 3.1 22
60.0 4.0 3.5 29 21
65.0 3.8 3.3 2.8 2.0
70.0 3.2 3.2 2.7 2.0
75.0 2.4 3.0 2.7 2.0
80.0 2.1 2.6 2.0
85.0 1.6 2.0
Critical boom angle(") 47 47 48 50
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HA
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 2.9 24 1.8
55.0 2.7 2.2 1.7
60.0 2.5 2.0 1.6
65.0 23 1.9
70.0 2.0 1.9
75.0 1.8
Critical boom angle(’) 53 54 67
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1
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Specification HB

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 57 5.6 5.4 5.0 4.7
65.0 53 5.1 4.9 4.7
70.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.4 7.0 6.5 6.0
50.0 7.2 6.7 6.3 5.8
55.0 6.6 6.2 59 55 5.1
60.0 6.1 5.8 5.6 5.2 4.8
65.0 5.7 55 5.2 4.8
70.0 5.2 5.0 4.8
75.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.3 7.6 71
46.0 8.0 7.4 6.9 6.2
48.0 7.7 71 6.7 6.0
50.0 7.4 6.9 6.5 59
55.0 6.8 6.4 6.0 5.6 5.1
60.0 6.3 6.0 5.7 5.3 4.8
65.0 5.9 5.6 54 4.9 4.7
70.0 5.2 53 5.0 4.7
75.0 4.0 4.3 4.6
Critical boom angle(") 15 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.6 8.3 7.5
44.0 8.6 8.0 7.3
46.0 8.6 7.7 71
48.0 8.3 7.5 6.9 6.1
50.0 8.0 7.3 6.7 6.0
55.0 7.4 6.8 6.3 57 5.2
60.0 6.8 6.3 59 55 4.9
65.0 57 6.0 5.6 5.2 4.7
70.0 4.3 5.1 5.4 4.9 4.6
75.0 3.1 3.7 4.3 4.7
80.0 2.0 2.5 2.9
Critical boom angle(’) 23 27 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 6.0 6.0 6.0
48.0 6.0 6.0 6.0 6.0
50.0 6.0 6.0 6.0 6.0
55.0 6.0 6.0 6.0 5.8 4.9
60.0 6.0 6.0 6.0 5.6 4.8
65.0 4.9 6.0 5.8 54 4.7
70.0 3.6 4.5 53 5.1 4.7
75.0 2.4 3.2 3.9 4.7
80.0 2.0 2.5 3.1
Critical boom angle(’) 41 42 43 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HB
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 5.5 5.5 55
48.0 55 55 5.5
50.0 5.5 55 55 55
55.0 5.5 55 55 5.3
60.0 55 55 55 5.1 3.8
65.0 4.5 55 55 5.0 3.8
70.0 3.2 4.2 5.1 4.9 3.8
75.0 2.0 2.8 3.6 4.6 3.8
80.0 1.7 23 3.0
85.0 1.6
Critical boom angle(’) 44 46 47 47 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HB

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 4.1 3.9 3.3 2.3
55.0 4.1 3.7 3.1 22
60.0 4.0 3.5 29 21
65.0 3.8 3.3 2.8 2.0
70.0 2.8 3.2 2.7 2.0
75.0 1.6 2.5 2.7 2.0
80.0 2.1 2.0
Critical boom angle(’) 49 52 52 54
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HB
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 2.9 24 1.8
55.0 2.7 2.2 1.7
60.0 2.5 2.0 1.6
65.0 23 1.9
70.0 2.0 1.9
75.0 1.8
Critical boom angle(’) 53 54 67
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1
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Specification HC

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 57 5.6 5.4 5.0 4.7
65.0 53 5.1 4.9 4.7
70.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.4 7.0 6.5 6.0
50.0 7.2 6.7 6.3 5.8
55.0 6.6 6.2 59 55 5.1
60.0 6.1 5.8 5.6 5.2 4.8
65.0 5.7 55 5.2 4.8
70.0 5.2 5.0 4.8
75.0 4.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.3 7.6 71
46.0 8.0 7.4 6.9 6.2
48.0 7.7 71 6.7 6.0
50.0 7.4 6.9 6.5 59
55.0 6.8 6.4 6.0 5.6 5.1
60.0 6.3 6.0 5.7 5.3 4.8
65.0 5.6 5.6 54 4.9 4.7
70.0 4.3 4.9 5.0 4.7
75.0 3.2 3.5 3.8
Critical boom angle(") 15 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.6 8.3 7.5
44.0 8.6 8.0 7.3
46.0 8.6 7.7 71
48.0 8.3 7.5 6.9 6.1
50.0 8.0 7.3 6.7 6.0
55.0 7.4 6.8 6.3 57 5.2
60.0 6.3 6.3 59 55 4.9
65.0 4.7 5.6 5.6 5.2 4.7
70.0 3.4 4.2 4.9 4.9 4.6
75.0 2.3 29 3.5 4.1
80.0 1.7 2.1
Critical boom angle(’) 33 33 35 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 6.0 6.0 6.0
48.0 6.0 6.0 6.0 6.0
50.0 6.0 6.0 6.0 6.0
55.0 6.0 6.0 6.0 5.8 4.9
60.0 55 6.0 6.0 5.6 4.8
65.0 4.0 5.1 5.8 54 4.7
70.0 2.7 3.6 4.5 5.1 4.7
75.0 1.6 2.3 3.1 3.9
80.0 1.8 2.4
Critical boom angle(’) 43 45 45 46 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HC
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 5.5 5.5 55
48.0 55 55 5.5
50.0 5.5 55 55 55
55.0 5.5 55 55 5.3
60.0 5.1 5.5 55 5.1 3.8
65.0 3.6 4.7 55 5.0 3.8
70.0 2.3 3.3 4.2 4.9 3.8
75.0 2.0 2.8 3.8 3.8
80.0 23
Critical boom angle(’) 49 49 52 52 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HC

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 4.1 3.9 3.3 2.3
55.0 4.1 3.7 3.1 2.2
60.0 4.0 3.5 2.9 21
65.0 3.2 3.3 2.8 2.0
70.0 1.9 3.0 2.7 2.0
75.0 1.7 2.6 2.0
80.0 2.0
Critical boom angle(’) 51 53 55 55
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HC
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 2.9 24 1.8
55.0 2.7 2.2 1.7
60.0 2.5 2.0 1.6
65.0 2.3 1.9
70.0 1.7 1.9
Critical boom angle(’) 54 57 67
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1
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Specification HD

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 57 5.6 5.4 5.0 4.7
65.0 53 5.1 4.9 4.7
70.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.4 7.0 6.5 6.0
50.0 7.2 6.7 6.3 5.8
55.0 6.6 6.2 59 55 5.1
60.0 6.1 5.8 5.6 5.2 4.8
65.0 5.7 55 5.2 4.8
70.0 4.5 4.9 4.8
75.0 3.4
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.3 7.6 71
46.0 8.0 7.4 6.9 6.2
48.0 7.7 71 6.7 6.0
50.0 7.4 6.9 6.5 59
55.0 6.8 6.4 6.0 5.6 5.1
60.0 6.1 6.0 5.7 5.3 4.8
65.0 4.7 5.4 5.4 4.9 4.7
70.0 3.5 4.0 4.5 4.7
75.0 2.4 2.7 3.0
Critical boom angle(") 20 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.6 8.3 7.5
44.0 8.6 8.0 7.3
46.0 8.6 7.7 71
48.0 8.3 7.5 6.9 6.1
50.0 8.0 7.3 6.7 6.0
55.0 6.9 6.8 6.3 57 5.2
60.0 5.2 6.3 59 55 4.9
65.0 3.8 4.7 5.6 5.2 4.7
70.0 2.6 3.3 4.0 4.9 4.6
75.0 2.1 2.6 3.2
Critical boom angle(’) 39 39 41 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 6.0 6.0 6.0
48.0 6.0 6.0 6.0 6.0
50.0 6.0 6.0 6.0 6.0
55.0 6.0 6.0 6.0 5.8 4.9
60.0 4.5 5.7 6.0 5.6 4.8
65.0 3.1 4.1 5.2 54 4.7
70.0 1.8 2.8 3.6 4.7 4.7
75.0 2.2 3.1
80.0 1.6
Critical boom angle(’) 47 50 50 50 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HD
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 5.5 5.5 55
48.0 55 55 5.5
50.0 5.5 55 55 55
55.0 5.5 55 55 5.3
60.0 4.1 5.4 5.5 5.1 3.8
65.0 2.7 3.8 4.9 5.0 3.8
70.0 2.4 3.4 4.6 3.8
75.0 2.0 3.0 3.5
Critical boom angle(’) 53 53 54 56 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HD

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 4.1 3.9 3.3 2.3
55.0 4.1 3.7 3.1 2.2
60.0 3.7 3.5 29 21
65.0 2.3 3.3 2.8 2.0
70.0 2.1 2.7 2.0
75.0 1.8 2.0
Critical boom angle(’) 55 56 56 59
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HD
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 2.9 24 1.8
55.0 2.7 2.2 1.7
60.0 2.5 2.0 1.6
65.0 2.0 1.9
70.0 1.9
Critical boom angle(’) 57 58 67
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1
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Specification HE

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 57 5.6 5.4 5.0 4.7
65.0 53 5.1 4.9 4.7
70.0 4.8
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.4 7.0 6.5 6.0
50.0 7.2 6.7 6.3 5.8
55.0 6.6 6.2 59 55 5.1
60.0 57 5.8 5.6 5.2 4.8
65.0 4.4 4.9 5.2 4.8
70.0 3.2 3.6 4.0
75.0 2.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.3 7.6 71
46.0 8.0 7.4 6.9 6.2
48.0 7.7 71 6.7 6.0
50.0 7.4 6.9 6.5 59
55.0 6.2 6.4 6.0 5.6 5.1
60.0 4.6 55 5.7 5.3 4.8
65.0 3.3 4.0 4.7 4.9 4.7
70.0 2.2 2.7 3.2 3.8
75.0 1.8
Critical boom angle(") 28 33 34 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.6 8.3 7.5
44.0 8.6 8.0 7.3
46.0 8.6 7.7 71
48.0 8.0 7.5 6.9 6.1
50.0 71 7.3 6.7 6.0
55.0 5.3 6.5 6.3 57 5.2
60.0 3.7 4.8 5.8 55 4.9
65.0 2.4 3.3 4.2 5.2 4.7
70.0 2.0 2.7 3.7 4.1
75.0 2.0
Critical boom angle(’) 45 45 48 48 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 6.0 6.0 6.0
48.0 6.0 6.0 6.0 6.0
50.0 6.0 6.0 6.0 6.0
55.0 4.5 6.0 6.0 5.8 4.9
60.0 3.0 4.2 54 5.6 4.8
65.0 1.7 2.7 3.7 5.1 4.7
70.0 2.3 3.4 4.1
75.0 1.9
Critical boom angle(’) 51 55 55 55 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HE
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 5.5 5.5 55
48.0 55 55 5.5
50.0 5.5 55 55 55
55.0 4.1 55 55 5.3
60.0 2.6 3.9 5.2 5.1 3.8
65.0 2.4 3.5 5.0 3.8
70.0 2.1 3.3 3.8
75.0 1.8 2.3
Critical boom angle(’) 56 57 57 58 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HE

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 4.1 3.9 3.3 2.3
55.0 3.8 3.7 3.1 2.2
60.0 2.2 3.5 2.9 21
65.0 2.1 2.8 2.0
70.0 1.8 2.0
75.0 1.7
Critical boom angle(’) 58 59 60 61
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HE
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 2.9 24 1.8
55.0 2.7 2.2 1.7
60.0 1.9 2.0 1.6
65.0 1.9
Critical boom angle(’) 60 61 67
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1
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Specification HF

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 57 5.6 5.4 5.0 4.7
65.0 51 5.1 4.9 4.7
70.0 4.0
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.4 7.0 6.5 6.0
50.0 7.2 6.7 6.3 5.8
55.0 6.2 6.2 59 55 5.1
60.0 4.8 55 5.6 5.2 4.8
65.0 3.5 4.1 4.6 4.8
70.0 2.5 2.8 3.2
Critical boom angle(’) 18 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.3 7.6 71
46.0 8.0 7.4 6.9 6.2
48.0 7.7 71 6.7 6.0
50.0 6.9 6.9 6.5 59
55.0 5.1 6.2 6.0 5.6 5.1
60.0 3.7 4.6 5.4 5.3 4.8
65.0 2.4 3.2 3.9 4.8 4.7
70.0 1.9 2.4 3.0
Critical boom angle(’) 37 37 38 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.6 8.3 7.5
44.0 8.6 8.0 7.3
46.0 7.7 7.7 71
48.0 6.8 7.5 6.9 6.1
50.0 6.0 7.3 6.7 6.0
55.0 4.3 55 6.3 57 5.2
60.0 2.8 3.9 4.9 55 4.9
65.0 2.5 3.3 4.5 4.7
70.0 1.9 2.9 3.3
Critical boom angle(’) 50 50 51 52 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 6.0 6.0 6.0
48.0 6.0 6.0 6.0 6.0
50.0 5.3 6.0 6.0 6.0
55.0 3.5 4.9 6.0 5.8 4.9
60.0 2.1 3.3 4.5 5.6 4.8
65.0 1.9 2.9 4.3 4.7
70.0 2.6 3.4
Critical boom angle(’) 54 56 59 59 61
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HF
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 5.5 5.5 55
48.0 55 55 5.5
50.0 4.9 55 55 55
55.0 3.1 4.6 55 5.3
60.0 1.7 3.0 4.2 5.1 3.8
65.0 1.6 2.6 4.1 3.8
70.0 2.5 3.3
75.0 1.6
Critical boom angle(’) 57 58 61 62 62
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HF

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 4.1 3.9 3.3 2.3
55.0 2.8 3.7 3.1 2.2
60.0 2.7 29 21
65.0 2.4 2.0
70.0 2.0
Critical boom angle(’) 62 63 63 64
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HF
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 2.9 24 1.8
55.0 2.5 2.2 1.7
60.0 2.0 1.6
Critical boom angle(’) 64 65 67
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1
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Specification HG

14.4m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
18.0 9.3
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.2 8.9
30.0 9.0 8.8
32.0 8.8 8.7
34.0 8.8 8.6
36.0 8.8 8.5 7.9
38.0 8.7 8.1 7.6
40.0 8.3 7.8 7.3
42.0 7.9 75 7.0
44.0 7.6 7.2 6.8
46.0 7.3 6.9 6.6 6.1
48.0 7.0 6.7 6.4 59
50.0 6.8 6.5 6.2 5.8
55.0 6.2 6.0 5.7 55 5.0
60.0 5.3 5.6 5.4 5.0 4.7
65.0 4.2 4.5 4.8 4.7
70.0 3.2
Critical boom angle(’) 10 20 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
19.55m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.2
24.0 9.2
26.0 9.2
28.0 9.0 8.9
30.0 9.0 8.9
32.0 8.9 8.9
34.0 8.9 8.8
36.0 8.9 8.7 8.0
38.0 8.8 8.4 7.7
40.0 8.7 8.0 7.5
42.0 8.3 7.7 7.2
44.0 8.0 7.5 7.0
46.0 7.7 7.2 6.7 6.2
48.0 7.3 7.0 6.5 6.0
50.0 6.7 6.7 6.3 5.8
55.0 5.2 59 5.9 55 5.1
60.0 3.8 4.5 5.2 5.2 4.8
65.0 2.7 3.2 3.8 4.5
70.0 1.7 2.0 24
Critical boom angle(’) 25 28 30 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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TN 1 Operation of 54m HL jib Lifting Capacity Chart

Specification HG

23.6m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
20.0 9.3
22.0 9.3
24.0 9.2
26.0 9.2
28.0 9.2 9.1
30.0 9.0 8.9
32.0 8.9 8.8
34.0 8.9 8.7
36.0 8.9 8.6 8.1
38.0 8.8 8.5 7.8
40.0 8.7 8.2 7.6
42.0 8.6 7.9 7.3
44.0 8.0 7.6 71
46.0 7.3 7.4 6.9 6.2
48.0 6.5 7.1 6.7 6.0
50.0 5.8 6.8 6.5 59
55.0 4.1 5.2 6.0 5.6 5.1
60.0 2.8 3.6 4.5 5.3 4.8
65.0 1.6 2.3 3.0 4.0 4.5
70.0 1.6 2.2
Critical boom angle(’) 39 42 42 45 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
32m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 9.0
24.0 9.0
26.0 9.0
28.0 9.0
30.0 9.0 8.8
32.0 9.0 8.7
34.0 8.9 8.7
36.0 8.8 8.6
38.0 8.8 8.6 8.0
40.0 8.7 8.6 7.7
42.0 8.3 8.3 7.5
44.0 7.4 8.0 7.3
46.0 6.5 7.7 71
48.0 57 71 6.9 6.1
50.0 4.9 6.3 6.7 6.0
55.0 3.2 4.5 5.7 5.7 52
60.0 1.9 29 4.0 53 4.9
65.0 1.6 2.5 3.7 4.5
70.0 2.1 2.5
Critical boom angle(’) 51 52 55 55 60
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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Specification HG

40m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45" 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
22.0 6.0
24.0 6.0
26.0 6.0
28.0 6.0
30.0 6.0
32.0 6.0 6.0
34.0 6.0 6.0
36.0 6.0 6.0
38.0 6.0 6.0 6.0
40.0 6.0 6.0 6.0
42.0 6.0 6.0 6.0
44.0 6.0 6.0 6.0
46.0 5.8 6.0 6.0
48.0 5.0 6.0 6.0 6.0
50.0 4.2 5.8 6.0 6.0
55.0 2.5 3.9 53 5.8 4.9
60.0 2.4 3.5 5.1 4.8
65.0 2.0 3.4 4.4
70.0 1.8 2.6
Critical boom angle(’) 58 59 60 61 63
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
Specification HG
45m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 5.5
26.0 5.5
28.0 5.5
30.0 55
32.0 5.5 5.5
34.0 5.5 5.5
36.0 55 55
38.0 5.5 55
40.0 5.5 5.5 55
42.0 55 55 55
44.0 55 5.5 55
46.0 54 55 55
48.0 4.6 55 5.5
50.0 3.8 55 55 55
55.0 3.6 5.1 5.3
60.0 3.3 5.0 3.8
65.0 1.8 3.3 3.8
70.0 1.7 2.5
Critical boom angle(’) 63 64 64 65 65
Standard hook for 12ton for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1 1
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TN 1 Operation of 54m HL jib Lifting Capacity Chart

Specification HG

50m Boom + 4.4m + 54m HL Jib

Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
(m) (ton) (ton) (ton) (ton) (ton)
24.0 4.1
26.0 4.1
28.0 4.1
30.0 4.1
32.0 4.1 4.0
34.0 4.1 4.0
36.0 4.1 4.0
38.0 4.1 4.0
40.0 4.1 4.0 3.8
42.0 4.1 4.0 3.7
44.0 4.1 4.0 3.6
46.0 4.1 4.0 3.5
48.0 4.1 4.0 3.4
50.0 3.4 3.9 3.3 2.3
55.0 3.3 3.1 2.2
60.0 2.9 21
65.0 2.0
Critical boom angle(’) 66 67 68 69
Standard hook for 12ton for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53 0.53
Parts of line 1 1 1 1
Specification HG
53.9m Boom + 4.4m + 54m HL Jib
Offset 10° 20° 30° 45° 60°
Working radius Load Load Load Load Load
m (ton) (ton) (ton) (ton) (ton)
24.0 3.5
26.0 3.5
28.0 3.5
30.0 3.5
32.0 3.5
34.0 3.5 3.3
36.0 3.5 3.1
38.0 3.5 3.0
40.0 3.5 2.9 2.2
42.0 3.4 2.8 21
44.0 3.3 2.7 2.0
46.0 3.2 2.5 2.0
48.0 3.0 2.5 1.9
50.0 24 1.8
55.0 2.2 1.7
60.0 1.6
Critical boom angle(’) 68 69 70
Standard hook for 12ton for 12ton for 12ton
Hook mass(ton) 0.53 0.53 0.53
Parts of line 1 1 1

— 363 —

LZsel 741-74711A00

Courtesy of CraneMarket.com


http://www.tcpdf.org
https://cranemarket.com

