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Basic Counterweight
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Transport dimensions and weights
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| Capacities in metric tons for boom lengths from 15 m - 30 m Counterweight 24.1 t
_ 27 m 30 m
C J C J C J C J
t m m t m m m m m m
16.3| 16.9| 16.9| 13.1| 19.0| 19.0
14.6| 18.1| 15.6| 12.0| 20.4| 17.6
13.3| 19.2| 14.1| 11.2| 21.7| 15.8
12.4)| 20.2| 12.6| 10.2| 22.8| 14.1
11.8, 21.0/ 10.9|, 9.2| 23.8| 12.2
Content of dragline bucket
4
3

Optimal boom configuration for boom lengths between 11 m bis 50 m:

Length Amount of boom extensions
| Boom foot 4.0 m 1 1 1 1 1

Boom extension 3.0 m 1

Boom extension 6.0m

‘ Boom extension 9.0m

I Boom head extension | 6.4 m

Boom head 0.6 m

Boom length
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Capacities in metric tons for boom lengths from 15 m -30 m: Counterweight 241 t

30 m
C J
m m

Clamshell equipment
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1) Capacities in metrie tons for boom length from 15 m ~ 30 m: Counterweight 24.1 ¢

15 m 18 m 21 m 24 m 27 m 30 m
t t t t t t

40.4
39.3
38.3
374

36.4
38.5
34.7

32.4
28.0
24.6
21.9
19.7

17.8
16.2

Lifting capacity with dragline
boom head
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1) Capacities in metric tons for boom lengths from 11 m - 50 m: Counterweight 19.6 t

| Boom length iim |[14m 17m |[20m |23 m |26m 29m 4im 44m 47m | 50m |

| Radius in (m) t t t t t t t t t t
| 4 90.0

4.5 80.0

5 71.8

5.5 61.1

6 53.1

46.8

41.9

37.8

34.4

29.1

25.1

22.0

19.4

Lifting capacity with multi sheave
HD boom head
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Radius in (m) t

4 90.0
80.0
73.6
68.1
59.2
52.3
46.8
42.3
38.5
32.6
28.2
24.7
21.9

- 8099 435 14 09/94 Subiect to chanae

1) Capacities with optimal boom configuration.
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