
SANY ALL TERRAIN CRANE
1600T LIFTING CAPACITY

SAC16000S

Max. lifting height: 146m  

Lifting capacity: 180t @ 18m

Max. gradeability: 30%

PRODUCT 
SPECIFICATIONS

QUALITY CHANGES THE WORLD

www.sanyglobal.com
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02 Quality Changes the World

TECH-Highlights   
 ■ Optimized design for wind turbine installation, particularly enhanced capacity at long boom.

 ■ Extra protection for luffing jib erection with triple struts. 

 ■ Higher efficiency by superlift stable tensioning technology. 

 ■ Upgraded reliability with emergency power supply for single cylinder pin mechanism. 

 ■ Inching motion on giant machine realized by closed dual pump confluence hydraulics. 

 ■ Riding comfort and safety ensured by innovative multi-mode adaptive suspension system. 

 ■ Easier control via multi-functional remote control system. 

Model SAC16000S | SERIES

SANY ALL TERRAIN CRANE
SAC16000S / 1600T LIFTING CAPACITY
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03Quality Changes the World

Top brand confi guration
Item Supplier

Engine

Transmission

Transfer case

Axle

Main oil pump

Piston motor

Reducer gear

Wire rope
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04 Quality Changes the World

Model SAC16000S | SERIES

Various wind turbine lifting solutions    

All-wheel steering

Tower height(m) Boom 
length (m) Fixed jib length(m) Luffi ng jib

length (m)
Rated 

radius(m)
Rated lifting capacity (t)

Single winch Double winches
90 80.1 24 - 16 150 -

100 80.1 36 - 18 145 -

110 67.8 60 - 20 128 -

120 73.9 60 - 20 128 -

125 80.1 60 - 22 122 -

133 80.1 66 - 22 115 -

140 61.6 14 79 28 115 -

105 61.6 60 - 18 - 171

100 61.6 54 - 18 - 180
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05Quality Changes the World

Overall Dimensions

Model SAC16000S | SERIES

2473 2805 1650 2140 1620 1650

26118

3070

13674
68

36
7484

3070 1574

24°

40
00

1650 1650

17.8°

47° 53°

Slewing center

13
46

8

78
10

25
10

R=11159

7330

27029

6344

Courtesy of CraneMarket.com 

https://cranemarket.com


Technical Specification
Model SAC16000S | SERIES

CATEGORY ITEM UNIT VALUE

WEIGHT

Road weight (Chassis w/o outrigger & front part of slewing platform) t 90

Load per axle
Axle 1, 2, 3, 4, 5 t 9

Axle 6, 7, 8, 9 t 11.25

Equipped weight (Chassis, outrigger, front part of slewing platform, luffing 

cylinder, main winch,6 boom sections included)
t 247.3

Load per axle
Axle 1, 2, 3, 4, 5 t 29.8

Axle 6, 7, 8, 9 t 24

POWER 

(CHASSIS)

Engine model - BENZ OM502LA Euro IV

Max. engine power kW/rpm 480/1800

Max. engine torque N·m/rpm 3000/1300

POWER

(SUPERSTRUCTURE)
Max. engine power kW/rpm 360/1800

Max. engine torque N·m/rpm 2200/1300

DIMENSIONS 

Overall length mm 20879

Overall width mm 3000

Overall height mm 4000

Axle base

Axle 1&2 mm 1650

Axle 2&3 mm 2140

Axle 3&4 mm 1620

Axle 4&5 mm 1650

Axle 5&6 mm 3070

Axle 6&7 mm 1650

Axle 7&8 mm 3070

Axle 8&9 mm 1650

06 Quality Changes the World
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Technical Specification
Model SAC16000S | SERIES

CATEGORY ITEM UNIT VALUE

TRAVEL

Max.travel speed km/h 70

Min.steering radius m 14.5

Wheel formula -

Axle 1,2,4,5 for main drive; 

axle 8, 9 for assistant drive. 

Hydro-pneumatic suspension

Min.ground clearance mm 333

Approach angle ° 17.8

Departure angle ° 24

Braking distance at 30km/h m ≤8.5

Max.gradeability % 30

Fuel consumption per 100km L 105

MAIN 

PERFORMANCE 

Min.rated lifting radius mm 3000

Tail slewing radius mm 11159

Boom sections (Qty.) - 6 (standard), 8 (optional)

Max.lifting moment

Basic boom t·m 3240

Full-extension boom t·m 1920

Max. combination of boom + fixed jib t·m 2530

Boom length

Basic boom m 18.9

Full-extension boom m 80.1 (standard), 104.1 (optional)

Max. combination of boom + fixed jib m 146

Max. lifting capacity

Basic boom m 18.9

Full-extension boom m 80.1 (standard), 104.1 (optional)

Max. combination of boom + fixed jib m 146

Outrigger span (Longitudinal×Transverse) m 13.5×13.7

OPERATION SPEED

Max.single rope lifting speed of main winch (empty load) m/min 110

Max.single rope lifting speed of auxiliary winch (empty load) m/min 110

Full extension/retraction time of boom s ≤1800

Full luffing up/down time of boom s ≤240

Max. slewing speed rpm 0.5

Exterior acoustic power dB(A) ≤103

Acoustic power in operator's cab dB(A) ≤88

AIRCONDITIONER
In operator's cab - Heating & Cooling

In driver's cab - Heating & Cooling

Courtesy of CraneMarket.com 
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Transport Solutions
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Model SAC16000S | SERIES

Economical transport    
 ■ Less trailers needed for transport, compared with crawler cranes to do the same task. 

 ■ We offer optimal transport solutions to our customers. For 125t load on 120m wind turbine 

tower,  transport is planned by 16 trailers with max. carrying weight of 32t.  

Jobsite transfer    
 ■ Highly efficient short distance transfer with only jib and counterweight removed. Axles 2, 3, 5 
and 6 are driven when traveling (in normal case). To generate sufficient power for climbing, 
axles 7 and 8 are driven simultaneously via hydraulic motor by superstructure engine. 

×5

X6 30t

11.6t

8.6t

11t24.1t
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Transport Solutions
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Model SAC16000S | SERIES
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Transport Dimensions
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Model SAC16000S | SERIES

ITEM SCHEMATIC
WEIGHT

(KG) QUANTITY
DIMENSIONS 
L×W×H(MM)

CW FRAME 4087 1 2945×2590×1580

CW BASE PLATE 20000 1 7800×1800×700

15T CW (R) 15000 6 3640×2360×450

15T CW (L) 15000 6 3640×2360×450

CW LOCK 275 2 2806(length)

C
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H
T
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Transport Dimensions
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Model SAC16000S | SERIES

ITEM SCHEMATIC
WEIGHT

(KG) QUANTITY
DIMENSIONS 
L×W×H(MM)

CONNECTION OF 
BOOM AND JIB

1970 1 2354×2585×3020

SUPERLIFT DEVICE
 CONNECTION

6972 1 10200×3000×3190

6M LARGE CROSS
 SECTION JIB

2430 2 6200×3000×2545

12M LARGE CROSS
 SECTION JIB 4260 1 12200×3000×2545

6M VARIABLE CROSS
 SECTION JIB

2500 1 6200×3000×2545

F
IX

E
D

 J
IB
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Transport Dimensions
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Model SAC16000S | SERIES

ITEM SCHEMATIC
WEIGHT

(KG) QUANTITY
DIMENSIONS 
L×W×H(MM)

6M SMALL CROSS
 SECTION JIB

2200 1 6200×2570×1995

12M SMALL CROSS
 SECTION JIB

3817 1 12200×2570×1995

6M BOOM TIP 4837 1 7518×2570×3000

250T HOOK 8350 1 3349×1484×1070

150T HOOK 4670 1 2548×1062×900

F
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Transport Dimensions

13Quality Changes the World

Model SAC16000S | SERIES

ITEM SCHEMATIC
WEIGHT

(KG) QUANTITY
DIMENSIONS 
L×W×H(MM)

BASIC BOOM &
TELE CYLINDER

29800 1 17100×2700×2600

2ND, 3RD, 4TH BOOM 28670 1 16715×2770×2300

5TH, 6TH BOOM 17489 1 16600×2750×1980

7TH, 8TH BOOM 16440 1 16620×2755×2480

B
O

O
M
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Transport Dimensions
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Model SAC16000S | SERIES

ITEM SCHEMATIC
WEIGHT

(KG) QUANTITY
DIMENSIONS 
L×W×H(MM)

REAR SWING-OUT
 OUTRIGGER (L) 7750 1 5870×710×2190

REAR SWING-OUT
 OUTRIGGER (R) 7750 1 5870×710×2190

FRONT SWING-OUT
 OUTRIGGER (L) 8190 1 6570×710×2190

FRONT SWING-OUT
 OUTRIGGER (R) 8190 1 6570×710×2190

OUTRIGGER PLATE 3920 1 6000×2300×300

O
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R
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G

E
R
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Model SAC16000S | SERIES

ITEM SCHEMATIC
WEIGHT

(KG) QUANTITY
DIMENSIONS 
L×W×H(MM)

SUPERLIFT 34500 1 16700×3500×2300

BOOM LUFFING
CYLINDER

8000 2 6740×700×700

MAIN HOIST WINCH 7550 1 2007×1515×1414

AUXILIARY HOIST
WINCH

7550 1 2007×1515×1414
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Fixed Jib Assembly
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Model SAC16000S | SERIES

Fixed Jib Assembly 

Variable lengths Combinations
24m ① +② +⑤ +⑧

30m ① +② +③ +⑤ +⑧

36m ① +② +③ +⑤ +⑥ +⑧

42m ① +② +④ +⑤ +⑥ +⑧

48m ① +② +④ +⑤ +⑦ +⑧

54m ① +② +③ +④ +⑤ +⑦ +⑧

60m ① +② +③ +④ +⑤ +⑥ +⑦ +⑧

66m ① +② +③ +③ +④ +⑤ +⑥ +⑦ +⑧

24m

30m

36m

42m

48m

54m

60m

66m

① ② ③ ③ ④ ⑤ ⑥ ⑧⑦
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17Quality Changes the World

Combinations Left Right

150t 5×15t 5×15t

180t 6×15t 6×15t

Counterweight Combinations

Model SAC16000S | SERIES

Remark:
① 15t/unit

② Base plate

③ Frame

①

②
③
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Crane Introduction

Model SAC16000S | SERIES

C
arrier

Driver’s cab

 ▪ 3m width, considerable equipment incl. pneumatic driver’s seat with 

headrest, easy to touch panel, variable height steer wheel, laminated 

front glass, demister, HVAC with engine thermal cycle heating, 

sunshed, and stereo radio.

Carrier frame

 ▪ Overall welding method using high strength steel plate. 

Axle

 ▪ KESSLER as always.

Outrigger

 ▪ X-type layout, removable for convenient transport.

Engine

 ▪ BENZ high power engine, rated output 480 kW/1800 r/rpm.

Transmission 

 ▪ ZF 12-speed synchronizing gearbox, higher torque output via contrate 

gear connecting transmission shaft cardan.

Suspension system

 ▪ Adjustable hydro-pneumatic suspension with hydraulic lock. Oil cylinder 

stroke 110mm~140mm.

Tire

 ▪ 18 all-terrain imported 445/95R25 tires.

Braking

 ▪ Highly functional pneumatic braking. Dual circuit service brake via 

pedal, parking and emergency brake via joystick, exhaust brake 

available. 

Electrical system

 ▪ 24V DC, CAN-BUS instrument.

Steering

 ▪ All wheel steering. Axles 1, 2, 3, 4 and 5 are steered mechanically with 

hydraulic booster; Axles 6, 7, 8 and 9 are steered hydraulically.

Wheel formula

 ▪ 18×12×18.

Superstructure

Operator’s cab

 ▪ Corrosion resistant bodywork with softened interior trim and adjustable 

seat.

Hydraulics

 ▪ Auto adjustable oil pump with higher power use ratio and less energy 

cost. Variable piston pump featuring load sensing and constant power 

control. 

Superlift

 ▪ Reliable installation via stable tensioning technology.

Luffing

 ▪ Passive luffing down controlled by eletro-proportional balance valve.

Boom system

 ▪ Extra large cross section, U shape high strength welded structural steel, 

enhanced capacity at long boom for wind turbine erection. Six section 

boom is standard equipment, 18.9m~80.1m in length. 

 ▪ Telescoping via single cylinder plug pin type mechanism, with full 

extension and retraction duration ≤1800s. Telescoping mechanism is 
simple, efficient, safe and reliable.

Slewing

 ▪ Max. speed 0.5rpm.

Winch

 ▪ Start via variable plunger pump and stop by hydraulics with balance 

valve. Max. single rope speed 110m/min. Wire rope length 1200m.

Safety equipment

 ▪ HD color screen assists to monitor data incl. load moment, hook load, 

rated load, boom length, angle, lifting height. Integrated load charts and 

parameters ensure operation safety.

Counterweight

 ▪ Movable 180t CW, see variable combinations chart.

Electrical system

 ▪ FSG length sensor from Germany, DEMAG oil circuit drum and 

telescoping drum from Italy, HBC controller from Germany.

Optional equipment at extra fees

 ▪ 6th to 8th boom sections with boom point sheave (Boon length 

19m~104.1m).

 ▪ Special painting.

 ▪ Other equipment available upon request.

18 Quality Changes the World
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Working Condition Combinations

Model SAC16000S | SERIES

- Telescopic boom

- Superlift device

- Boom extension

- Fixed jib

T 

S

E

F

T8 T8S T6SEF
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Operating Range-T8

Model SAC16000S | SERIES

20 Quality Changes the World
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T8

Radius (m) 18.9 37.5 43.7 49.8 55.8 61.6 67.7 73.9 80.1 86.2 92.4 98.4 104.1 Radius (m)

3 1600** 3

3.5 331.0 3.5

4 331.0 4

4.5 331.0 270.4 4.5

5 331.0 259.7 242.1 5

6 331 254.4 231.3 225.9 6

7 249.1 220.5 206.6 170.4 7

8 243.8 209.7 187.3 161.2 153.2 8

9 238.5 198.9 187.4 152.1 142.9 134.6 9

10 230.9 188.1 177.3 144.3 132.9 125.2 119.4 10

11 203.5 177.3 167.2 129.8 113.9 107.3 102.3 94.5 11

12 181.3 166.5 157.1 118.5 104.0 98.0 93.4 86.3 80.4 65.1 12

14 160.7 155.7 147 109 93.1 87.7 83.7 77.3 72.0 58.3 48.7 42.0 14

16 141.9 144.9 136.9 101.1 85.4 80.4 76.7 70.8 66.0 53.4 44.6 38.5 16

18 129.4 134.1 126.8 93.3 79.2 74.6 71.1 65.7 61.2 49.6 41.4 35.7 18

20 118.8 123.3 116.7 87.1 73.0 68.7 65.5 60.5 56.4 45.7 38.1 32.9 20

22 110.4 112.5 106.6 82.6 66.7 62.9 60.0 55.4 51.6 41.8 34.9 30.1 22

24 102.4 101.7 96.5 77.4 63.6 59.9 57.2 52.8 49.2 39.8 33.3 28.7 24

26 93.7 90.9 89.3 73 60.5 57.0 54.4 50.2 46.8 37.9 31.7 27.3 26

28 82.8 80.1 79.6 68.6 57.4 54.1 51.6 47.7 44.4 36.0 30.0 25.9 28

30 72.7 70.5 65.3 54.3 51.2 48.8 45.1 42.0 34.0 28.4 24.5 30

32 64.8 62.7 63 51.2 48.3 46.0 42.5 39.6 32.1 26.8 23.1 32

34 58 55.9 60.1 48.1 45.3 43.2 39.9 37.2 30.1 25.2 21.7 34

36 49.9 55.8 45.0 42.4 40.4 37.4 34.8 28.2 23.5 20.3 36

38 44.7 51.8 41.9 39.5 37.6 34.8 32.4 26.2 21.9 18.9 38

40 48.3 38.8 36.6 34.9 32.2 30.0 24.3 20.3 17.5 40

45 40.1 35.7 33.6 32.1 29.6 27.6 22.3 18.7 16.1 45

50 32.2 32.6 30.7 29.3 27.0 25.2 20.4 17.0 14.7 50

55 27.8 26.5 24.5 22.8 18.5 15.4 13.3 55

60 21.9 20.4 16.5 13.8 11.9 60

65 12.2 10.5 65

Telescoping status(%)

2nd boom 0 50 50 50 50 50 100 100 100 100 100 100 100 2nd boom

3rd boom 0 50 50 50 50 50 50 100 100 100 100 100 100 3rd boom

4th boom 0 50 50 50 50 50 50 50 100 100 100 100 100 4th boom

5th boom 0 0 50 50 50 50 50 50 50 100 100 100 100 5th boom

6th boom 0 0 0 50 50 50 50 50 50 50 100 100 100 6th boom

7th boom 0 0 0 0 50 50 50 50 50 50 50 100 100 7th boom

8th boom 0 0 0 0 0 50 50 50 50 50 50 50 100 8th boom

Rope rate 18 18 16 16 14 12 10 8 8 6 6 4 4 Rope rate

Unit: t

Load Chart-T8 Optional

150t18.9~104.1m

Model SAC16000S | SERIES

*  Operation at rear position.

** Extra attachments required. For further information, please contact us. 
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Operating Range-T8S

Model SAC16000S | SERIES
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ST8

Unit: t

Load Chart-T8S

150t

Model SAC16000S | SERIES

Radius(m) 37.5 43.7 49.8 55.8 61.6 67.9 73.9 73.3 80.1 79.5 86.2 92.4 98.4 104.1 Radius(m)

5 270 270 5

6 270 270 270 6

7 270 270 270 260 242.3 7

8 265 265 261.3 255.6 225.3 221.9 8

9 256.5 249.9 243.2 238.5 209.1 204 204 188.3 201.5 183.2 9

10 224.2 218.5 212.8 209 201 184 178.5 181.9 176.8 178.5 185.6 172 166.0 10

12 197.6 192.9 188.1 184.3 181.5 179.6 165 172 158 159 174.8 165 161.0 160.0 12

14 175.8 171 168.2 165.3 162.5 160.6 158.7 162.5 150 151 156.8 139.7 134.1 134.9 14

16 158.7 153 151.1 148.2 145.4 144.4 142.5 147.3 141.6 144.4 141.6 124.5 121.0 114.2 16

18 139.7 134.9 134 131.1 129.2 127.3 127.3 131.1 126.4 129.2 126.4 112.1 107.8 101.8 18

20 124.5 120.7 119.7 116.9 115 114 114 117.8 113.1 115.9 113.1 101.7 97.1 91.7 20

22 111.2 107.4 107.4 104.5 103.6 102.6 102.6 106.4 102.6 104.5 102.6 92.2 88.1 83.1 22

24 100.7 96.9 96.9 95 93.1 93.1 93.1 96.9 93.1 95 93.1 84.6 79.8 75.4 24

26 90.3 87.4 87.4 85.5 84.6 84.6 84.6 88.4 84.6 87.4 85.5 77 73.3 69.2 26

28 81.3 78.9 79.8 77.9 77 77 77 80.8 77 79.8 77.9 71.3 66.7 63.0 28

30 68.8 73.2 71.3 70.3 70.3 70.3 75.1 71.3 73.2 71.3 65.6 61.7 58.3 30

32 60.1 65.6 64.6 64.6 64.6 64.6 69.4 65.6 67.5 66.5 60.8 56.8 53.6 32

34 52.3 58.1 57.3 57.7 58.9 59.9 63.7 59.9 62.7 60.8 56.1 52.6 49.7 34

36 51.5 50.8 51.2 52.4 54.2 58.9 56.1 58 56.1 52.3 48.6 45.9 36

38 45.7 45 45.5 46.7 48.5 54.6 50.7 54.2 52.3 48.5 45.3 42.8 38

40 40.5 39.9 40.4 41.6 43.4 49.5 45.5 49 47.9 43.9 42.0 39.7 40

42 35.8 35.3 35.8 37 38.8 44.8 41 44.4 43.3 39.8 38.0 35.9 42

44 31.5 31.1 31.6 32.9 34.7 40.7 36.8 40.3 39.2 34.1 34.5 32.5 44

46 27.2 27.9 29.1 31 36.9 33.1 36.5 35.4 29.2 29.5 27.9 46

48 23.7 24.4 25.7 27.6 33.5 29.7 33.1 32 26.5 25.3 23.9 48

50 21.2 22.6 24.5 30.3 26.6 30 28.9 23.9 22.9 21.7 50

52 18.3 19.7 21.6 27.4 23.7 27.1 26.1 21.6 20.7 19.5 52

54 15.6 17 18.9 24.8 21.1 24.5 23.4 19.4 18.7 17.7 54

56 14.6 16.5 22.3 18.7 22 21 17.4 16.8 15.9 56

58 12.2 14.2 20 16.4 19.7 18.7 15.5 15.1 14.2 58

60 12.1 17.9 14.3 17.6 16.6 13.7 13.4 12.7 60

62 10.1 15.8 12.3 15.6 14.7 10.9 11.9 11.2 62

64 8.2 13.9 10.5 13.8 11.1 9.5 9.4 8.9 64

66 8.7 12 9.5 8.2 8.2 7.8 66

68 7.1 10.4 8.1 7 7.1 6.7 68

70 6.4 6.1 5.7 70

72 5.1 4.8 72

Telescoping status(%)

2nd boom 50 50 50 50 50 100 100 0 100 0 100 100 100 100.0 2nd boom

3rd boom 50 50 50 50 50 50 100 0 100 0 100 100 100 100.0 3rd boom

4th boom 50 50 50 50 50 50 50 50 100 100 100 100 100 100.0 4th boom

5th boom 0 50 50 50 50 50 50 100 50 100 100 100 100 100.0 5th boom

6th boom 0 0 50 50 50 50 50 100 50 100 50 100 100 100.0 6th boom

7th boom 0 0 0 50 50 50 50 100 50 100 50 50 100 100.0 7th boom

8th boom 0 0 0 0 50 50 50 100 50 100 50 50 50 100.0 8th boom

Rope rate 18 18 18 18 18 18 16 15 14 13 13 13 13 12.0 Rope rate

37.5~104.1m

Optional
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24 Quality Changes the World

Operating Range-T6SEF 66

Model SAC16000S | SERIES
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25Quality Changes the World

FSET6

Unit: t 150t66m37~80.1m

Load Chart-T6SEF 66

Model SAC16000S | SERIES

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 131.5 120.8 112.0 130.5 128.5 14

16 129.2 113.9 107.4 127.4 125.5 104.6 123.4 16

18 126.1 107.6 101.3 124.5 122.6 98.5 121.6 120.9 18

20 123.3 95.2 93.5 122.1 120.9 90.4 119.7 118.5 117.3 116.1 20

22 117.8 87.5 86.1 117.4 117.0 83.2 116.6 116.2 115.8 115.4 115 22

24 108.8 79.8 78.7 108.4 106.0 75.5 104.7 103.3 101.9 100.5 99.1 24

26 99.8 72.2 71.3 99.4 96.3 67.8 94.5 92.7 90.9 89.1 87.3 26

28 90.8 64.5 63.9 90.3 87.0 60.1 85.0 83.1 81.2 79.2 77.3 28

30 78.4 56.8 56.5 77.0 75.6 54.3 74.2 72.8 71.4 70.1 68.7 30

32 71.0 53.4 52.7 69.8 68.6 50.5 67.5 66.3 65.1 64.0 62.8 32

34 63.6 50.0 48.9 62.6 61.7 46.7 60.7 59.8 58.8 57.8 56.9 34

36 56.2 46.6 45.2 55.5 54.7 42.8 54.0 53.2 52.5 51.7 51.0 36

38 48.8 43.2 41.4 48.3 47.8 39.0 47.2 46.7 46.2 45.6 45.1 38

40 41.4 39.8 37.6 41.1 40.8 35.2 40.5 40.2 39.9 39.5 39.2 40

42 38.1 37.2 35.0 37.8 37.5 32.8 37.2 36.9 36.6 36.2 35.9 42

44 34.9 34.6 32.5 34.5 34.2 30.5 33.9 33.6 33.3 33.0 32.6 44

46 31.6 32.0 29.9 31.3 30.9 28.1 30.6 30.3 30.0 29.7 29.2 46

48 28.3 29.4 27.3 28.0 27.7 25.8 27.3 27.0 26.7 26.4 25.9 48

50 25.0 26.8 24.8 24.6 24.3 23.4 24.0 23.6 23.3 22.9 22.6 50

52 21.7 20.7 19.7 21.5 21.2 17.9 21.0 20.8 20.6 20.3 20.1 52

54 20.4 19.4 18.4 20.0 19.6 16.7 19.3 18.9 18.6 18.2 17.9 54

56 17.3 18.1 17.7 16.2 17.4 17.0 16.6 16.2 15.9 56

58 58

60 60

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 8 8 8 8 8 8 8 8 7 7 7 Rope rate

Courtesy of CraneMarket.com 

https://cranemarket.com


Operating Range-T6SEF 60

Model SAC16000S | SERIES

26 Quality Changes the World
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Load Chart-T6SEF 60

Model SAC16000S | SERIES

Unit: t 150t

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 135.0 128.2 118.8 133.2 132.8 14

16 133.4 120.9 114.0 130.9 130.1 108.9 129.3 16

18 131.8 114.2 107.5 130.4 129.8 100.7 129.2 128.9 18

20 130.1 101.0 98.4 129.8 129.4 93.3 129.1 128.7 128.35 128 20

22.0 125.3 92.9 90.7 124.8 124.4 86.1 123.9 123.4 122.9 122.5 122 22.0

24.0 112.1 84.7 83.0 108.0 107.5 78.9 107.0 106.6 106.1 105.6 105.1 24.0

26.0 99.0 76.6 75.3 95.5 95.0 71.8 94.5 94.1 93.6 93.1 92.6 26.0

28.0 85.8 68.4 67.6 78.3 77.9 64.6 77.4 76.9 76.4 76.0 75.5 28.0

30.0 72.6 60.3 59.9 72.3 72.0 57.4 71.7 71.3 71.0 70.7 70.4 30.0

32.0 66.9 56.7 55.9 66.6 66.2 53.3 65.9 65.6 65.3 65.0 64.6 32.0

34.0 61.1 53.1 51.9 60.8 60.5 49.1 60.2 59.8 59.5 59.2 58.9 34.0

36.0 55.4 49.5 47.9 55.0 54.7 45.0 54.4 54.1 53.8 53.4 53.1 36.0

38.0 49.7 45.9 43.9 49.3 49.0 40.8 48.6 48.3 48.0 47.7 47.4 38.0

40 44.0 42.3 39.9 43.6 43.3 36.7 43.0 42.6 42.3 41.9 41.6 40

42 40.7 39.2 37.2 40.3 40.0 34.5 39.6 39.2 38.8 38.4 38.1 42

44 37.5 36.2 34.5 37.0 36.6 32.2 36.2 35.8 35.4 35.0 34.5 44

46 34.2 33.2 31.7 33.8 33.3 30.0 32.8 32.4 31.9 31.5 31.0 46

48 31.0 30.1 29.0 30.5 30.0 27.7 29.5 29.0 28.5 28.0 27.5 48

50 27.7 27.1 26.3 27.2 26.6 25.5 26.1 25.6 25.0 24.5 23.9 50

52 23.5 22.0 20.9 23.2 22.9 19.8 22.6 22.3 22.0 21.6 21.3 52

54 20.7 20.6 19.5 20.5 20.2 18.7 20.0 19.7 19.5 19.2 19.0 54

56 18.3 19.2 18.1 17.8 17.8 17.6 17.3 17.1 16.8 56

58 58

60 60

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 12 12 11 11 10 10 10 9 9 8 8 Rope rate

FSET6

60m37~80.1m

Courtesy of CraneMarket.com 
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28 Quality Changes the World

Model SAC16000S | SERIES

Load Chart-T6SEF 60(Double Hooks & Double Winches)
Model SAC16000S | SERIES

Unit: t 180t

Radius(m) 37.0 43.1 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 171.0 159.9 14

16 162.7 153.4 146.7 171.0 16

18 153.6 144.7 174.5 171.0 171.0 158.2 18

20 135.9 131.3 127.1 155.2 154.1 150.7 143.8 133.0 20

22 125.0 122.1 117.3 142.8 141.8 140.8 139.8 129.0 22

24 114.0 111.0 107.4 130.5 129.5 128.5 127.5 121.9 24

26 103.0 100.1 97.5 118.2 117.2 116.2 115.3 114.3 26

28 92.1 89.4 87.6 105.9 104.9 103.9 103.0 102.0 28

30 81.1 79.2 77.8 93.5 92.6 91.7 90.7 89.8 30

32 76.2 74.4 72.2 85.7 84.8 83.9 83.0 82.1 32

34 71.4 69.9 66.6 77.9 77.0 76.1 75.3 74.4 34

36 66.6 64.5 61.0 70.0 69.2 68.4 67.5 66.7 36

38 61.7 59.1 55.4 62.2 61.4 60.6 59.8 59.0 38

40 56.9 53.7 49.8 54.4 53.6 52.8 52.1 51.3 40

42 53.0 50.0 46.7 50.0 49.2 48.5 47.7 46.9 42

44 49.1 46.4 43.7 45.7 44.9 44.1 43.3 42.6 44

46 45.2 42.7 40.6 41.3 40.5 39.8 39.0 38.2 46

48 41.3 39.0 37.6 37.0 36.2 35.4 34.6 33.9 48

50 37.4 35.4 34.5 32.2 31.5 30.8 30.2 29.5 50

52 33.8 32.2 31.0 28.9 28.2 27.6 26.9 26.3 52

54 27.7 26.5 25.7 25.3 24.8 24.3 23.9 23.4 54

56 24.6 24.0 22.8 22.3 21.7 21.2 20.7 56

58 58

60 60

Telescoping status (%)

2nd boom 0 0 0 100 100 100 100 100 2nd boom

3rd boom 0 0 0 50 100 100 100 100 3rd boom

4th boom 0 0 100 50 50 100 100 100 4th boom

5th boom 100 100 100 50 50 50 100 100 5th boom

6th boom 50 100 100 50 50 50 50 100 6th boom

Rope rate 10 10 9 9 9 8 8 7 Rope rate

FSET6

37~80.1m 60m 180t
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Operating Range-T6SEF 54

Model SAC16000S | SERIES
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Load Chart-T6SEF 54

Model SAC16000S | SERIES

Unit: t

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 135.0 131.3 121.7 135.0 135.0 14

16 133.9 123.8 116.8 133.5 132.8 111.7 132.1 16

18 132.8 117.0 110.1 131.8 131.3 132.9 130.9 130.2 129.1 18

20 131.0 103.5 104.0 130.1 129.3 96.8 128.4 127.6 126.7 125.9 125 20

22 120.7 95.1 95.5 119.9 119.1 89.3 118.2 117.4 116.5 115.7 114.9 22

24 110.5 86.8 87.0 109.7 108.8 81.8 108.0 107.2 106.4 105.5 104.7 24

26 100.2 78.4 78.4 99.4 98.6 74.2 97.8 97.0 96.2 95.4 94.6 26

28 90.0 70.1 69.9 89.2 88.4 66.7 87.6 86.8 86.0 85.2 84.4 28

30 79.7 61.7 61.4 79.0 78.2 59.2 77.4 76.6 75.9 75.1 74.3 30

32 73.2 58.1 57.3 72.4 71.7 54.9 70.9 70.2 69.4 68.7 67.9 32

34 66.6 54.4 53.2 65.9 65.2 50.7 64.4 63.7 63.0 62.3 61.6 34

36 60.0 50.7 49.1 59.4 58.7 46.4 58.0 57.3 56.6 55.9 55.2 36

38 53.5 47.0 45.0 52.8 52.2 42.2 51.5 50.8 50.1 49.5 48.8 38

40 46.9 43.3 40.9 46.3 45.6 37.9 45.0 44.4 43.7 43.1 42.4 40

42 43.2 40.3 38.1 42.7 42.0 35.6 41.4 40.8 40.1 39.5 38.8 42

44 39.5 37.4 35.3 39.1 38.4 33.3 37.8 37.2 36.5 35.9 35.2 44

46 35.7 34.4 32.5 35.5 34.8 30.9 34.2 33.5 32.9 32.3 31.6 46

48 32.0 31.5 29.7 31.9 31.2 28.6 30.6 29.9 29.3 28.7 28.0 48

50 28.3 28.5 26.9 27.7 27.2 26.3 26.6 26.1 25.5 25.0 24.4 50

52 25.5 25.7 24.5 25.0 24.5 23.6 23.9 23.4 22.8 22.3 21.8 52

54 22.1 21.1 20.2 21.7 21.3 19.6 20.9 20.5 20.1 19.7 19.4 54

56 18.8 19.7 19.3 18.3 18.8 18.4 18.0 17.6 17.2 56

58 58

60 60

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 10 10 10 10 10 9 9 9 8 8 7 Rope rate

30 Quality Changes the World

150t

FSET6

54m37~80.1m
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FSET6

Model SAC16000S | SERIES

Load Chart-T6SEF 54(Double Hooks & Double Winches)
Model SAC16000S | SERIES

Unit: t 180t

Radius(m) 37.0 43.1 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 180.0 168.3 14

16 171.2 161.4 154.4 180.0 16

18 161.7 152.3 183.7 180.0 180 166.5 18

20 143.1 138.2 133.8 163.3 162.3 158.6 151.4 140.0 20

22 131.5 128.5 123.4 150.4 149.3 148.2 147.2 135.8 22

24 120.0 116.8 113.0 137.4 136.3 135.3 134.2 128.3 24

26 108.4 105.4 102.6 124.4 123.4 122.4 121.3 120.3 26

28 96.9 94.1 92.2 111.4 110.4 109.4 108.4 107.4 28

30 85.4 83.4 81.8 98.5 97.5 96.5 95.5 94.5 30

32 80.3 78.3 76.0 90.2 89.3 88.3 87.4 86.4 32

34 75.2 73.5 70.1 82.0 81.1 80.1 79.2 78.3 34

36 70.1 67.9 64.2 73.7 72.8 72.0 71.1 70.2 36

38 65.0 62.2 58.3 65.5 64.6 63.8 62.9 62.1 38

40 59.9 56.5 52.4 57.2 56.4 55.6 54.8 54.0 40

42 55.8 52.7 49.2 52.7 51.8 51.0 50.2 49.4 42

44 51.7 48.8 46.0 48.1 47.3 46.4 45.6 44.8 44

46 47.6 44.9 42.8 43.5 42.7 41.9 41.0 40.2 46

48 43.5 41.1 39.6 38.9 38.1 37.3 36.5 35.6 48

50 39.4 37.2 36.4 33.9 33.2 32.5 31.8 31.0 50

52 35.5 33.9 32.6 30.4 29.7 29.1 28.4 27.7 52

54 29.2 27.9 27.1 26.6 26.1 25.6 25.1 24.6 54

56 25.9 25.3 24.0 23.4 22.9 22.4 21.8 56

58 58

60 60

Telescoping status (%)

2nd boom 0 0 0 100 100 100 100 100 2nd boom 

3rd boom 0 0 0 50 100 100 100 100 3rd boom

4th boom 0 0 100 50 50 100 100 100 4th boom

5th boom 100 100 100 50 50 50 100 100 5th boom

6th boom 50 100 100 50 50 50 50 100 6th boom

Rope rate 10 10 9 9 9 8 8 7 Rope rate

37~80.1m 54m

Courtesy of CraneMarket.com 

https://cranemarket.com


Operating Range-T6SEF 48

Model SAC16000S | SERIES
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Load Chart-T6SEF 48

Model SAC16000S | SERIES

Unit: t

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 138.0 132.0 123.1 136.5 135.0 14

16 136.7 120.2 117.8 135.2 133.8 114.5 133.3 16

18 134.8 113.5 112.7 134.3 133.4 108.9 133.1 132.6 132.3 18

20 133.6 105.2 101.7 133.3 132.9 97.8 132.5 132.1 131.8 131.4 131 20

22 123.0 96.7 93.6 122.5 122.1 90.6 121.7 121.2 120.8 120.4 119.9 22

24 112.3 89.1 86.4 111.8 111.3 84.0 110.8 110.3 109.8 109.4 108.9 24

26 101.6 82.4 79.9 101.0 100.5 77.8 100.0 99.4 98.9 98.4 97.8 26

28 90.9 76.3 74.1 90.3 89.7 72.2 89.1 88.5 87.9 87.3 86.8 28

30 80.2 62.6 61.3 79.6 78.9 61.9 78.3 77.6 77.0 76.3 75.7 30

32 73.7 58.9 57.6 73.1 72.5 57.4 71.9 71.3 70.7 70.1 69.5 32

34 67.2 55.4 54.1 66.8 66.4 53.3 66.0 65.7 65.3 64.9 64.5 34

36 60.6 52.0 50.7 60.4 60.2 49.5 60.0 59.8 59.6 59.4 59.2 36

38 55.7 48.6 47.3 55.5 55.3 45.9 55.1 55.0 54.8 54.6 54.4 38

40 47.6 44.1 42.8 47.2 46.8 39.2 46.4 46.1 45.7 45.3 44.9 40

42 44.3 41.2 39.9 43.8 43.3 36.9 42.9 42.4 42.0 41.5 41.0 42

44 40.9 38.4 37.1 40.4 39.8 34.4 39.3 38.8 38.2 37.7 37.2 44

46 37.6 35.2 34.0 37.0 36.4 31.6 35.7 35.1 34.5 33.9 33.3 46

48 34.2 28.2 31.3 33.5 32.9 29.2 32.2 31.5 30.8 30.1 29.5 48

50 30.9 29.8 28.4 30.1 29.4 27.9 28.6 27.9 27.1 26.4 25.6 50

52 26.6 26.8 25.9 26.1 25.6 24.2 25.1 24.6 24.1 23.6 23.1 52

54 23.7 22.6 21.5 23.5 23.4 20.6 23.2 23.1 22.9 22.8 22.6 54

56 20.7 22.8 22.7 19.5 22.5 22.4 22.2 22.1 21.9 56

58 58

60 60

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 10 10 10 10 10 10 10 9 9 8 8 Rope rate

150t

FSET6

48m37~80.1m
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Operating Range-T6SEF 42

Model SAC16000S | SERIES
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Unit: t

Load Chart- T6SEF 42

Model SAC16000S | SERIES

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 14

16 150 142.5 137.5 148.8 147.3 132.5 146.5 145.2 144.1 143.3 142.0 16

18 145.0 130.0 126.5 144.3 143.6 122.5 142.9 142.1 141.4 140.6 140 18

20 129.5 117.5 115.5 128.4 127.2 112.5 126.5 125.1 124.2 123 121.5 20

22 120.7 110.3 108.6 119.7 118.8 105.9 115.2 113.6 112.6 111.6 110.2 22

24 111.9 103.1 101.7 111.0 110.3 99.3 103.9 102.1 100.9 100.2 98.9 24

26 103.1 95.9 94.8 102.4 101.9 92.7 92.6 90.5 89.3 88.8 87.6 26

28 94.3 88.7 87.9 93.7 93.4 86.1 81.3 79.0 77.6 77.4 76.3 28

30 85.5 81.5 81 85 85 79.5 70 67.5 66 66 65.0 30

32 80.4 77.5 76.8 79.5 79.3 75.4 64.1 61.5 60.2 60.2 59.0 32

34 75.3 73.5 72.6 74.0 73.6 71.3 58.2 55.5 54.4 54.4 53.0 34

36 70.2 69.5 68.4 68.5 67.9 67.2 52.3 49.5 48.6 48.6 47.0 36

38 65.1 65.5 64.2 63.0 62.2 63.1 46.4 43.5 42.8 42.8 41.0 38

40 60 61.5 60 57.5 56.5 59 40.5 37.5 37 37 35.0 40

42 55.9 58.7 57.3 53.4 52.4 56.3 37.3 34.4 33.9 33.8 32.0 42

44 51.8 55.9 54.6 49.3 48.3 53.6 34.1 31.3 30.8 30.6 29.0 44

46 47.7 53.1 51.9 45.2 44.2 50.9 30.9 28.2 27.7 27.4 26.0 46

48 43.6 50.3 49.2 41.1 40.1 48.2 27.7 25.1 24.6 24.2 23.0 48

50 39.5 47.5 46.5 37 36 45.5 24.5 22 21.5 21 20.0 50

52 36.4 45.4 44.6 34.0 33.3 43.6 22.1 19.6 19.1 18.6 17.5 52

54 33.3 43.3 42.8 31.0 30.5 41.8 19.8 17.3 16.8 16.3 15.0 54

56 30.1 41.1 40.9 28.0 27.8 39.9 17.4 14.9 14.4 13.9 12.5 56

58 27 39 39 25 25 38 15 12.5 12 11.5 10.0 58

60 60

62 62

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 10 10 10 10 10 10 10 10 9 9 8 Rope rate

150t

FSET6

42m37~80.1m
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Operating Range-T6SEF 36

Model SAC16000S | SERIES
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Load Chart-T6SEF 36

Model SAC16000S | SERIES

Unit: t

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 14

16 150.0 135 130 150.0 150.8 125 150.0 149.7 149.1 148.5 148.0 16

18 150.0 123.3 120.0 149.3 148.5 115.0 147.7 146.9 146.3 145.6 145 18

20 140.5 111.5 110 139.2 137.6 105 136.3 134.8 133.2 131.5 130.0 20

22 127.9 104.5 103.0 126.7 125.2 98.1 123.7 122.1 120.6 118.7 117.0 22

24 115.3 97.5 96.0 114.1 112.8 91.2 111.2 109.5 107.9 105.9 104.0 24

26 102.7 90.5 89.0 101.6 100.3 84.3 98.6 96.8 95.3 93.1 91.0 26

28 90.1 83.5 82.0 89.0 87.9 77.4 86.1 84.2 82.6 80.3 78.0 28

30 77.5 76.5 75 76.5 75.5 70.5 73.5 71.5 70 67.5 65.0 30

32 73.5 72.7 71.0 72.4 71.4 66.9 68.8 66.1 64.5 62.3 60.0 32

34 69.5 68.9 67.0 68.3 67.3 63.3 64.1 60.7 59.0 57.1 55.0 34

36 65.5 65.1 63.0 64.2 63.2 59.7 59.4 55.3 53.5 51.9 50.0 36

38 61.5 61.3 59.0 60.1 59.1 56.1 54.7 49.9 48.0 46.7 45.0 38

40 57.5 57.5 55 56 55 52.5 50 44.5 42.5 41.5 40.0 40

42 54.5 54.6 52.3 53.1 52.1 50.0 46.1 41.0 39.0 37.7 36.2 42

44 51.5 51.7 49.6 50.2 49.2 47.5 42.2 37.5 35.5 33.9 32.4 44

46 48.5 48.8 46.9 47.3 46.3 45.0 38.3 34.0 32.0 30.1 28.6 46

48 45.5 45.9 44.2 44.4 43.4 42.5 34.4 30.5 28.5 26.3 24.8 48

50 42.5 43 41.5 41.5 40.5 40 30.5 27 25 22.5 21.0 50

52 39.1 41.0 39.3 38.0 37.5 37.9 27.5 24.4 22.5 20.4 18.9 52

54 35.8 39.0 37.0 34.5 34.5 35.8 24.5 21.8 20.0 18.3 16.8 54

56 32.4 37.0 34.8 31.0 31.5 33.6 21.5 19.1 17.5 16.1 14.6 56

58 29 35 32.5 27.5 28.5 31.5 18.5 16.5 15 14 12.5 58

60 60

62 62

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 10 10 10 10 10 10 10 10 10 9 9 Rope rate

150t

FSET6

36m37~80.1m
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Operating Range-T6SEF 30

Model SAC16000S | SERIES

0 10 16 20 30 40 50 58 60 70

10

20

30

40

50

60

70

80

90

100

110

Work radius (m)

Liftin
g

 h
eig

h
t (m

)

80.1m

73.9m

67.8m

61.6m

55.5m

49.3m

43.1m

37m

86°

150

154

150

150

150

150

150

150

123.5

124

61.5

34.5

35

19.5

10

125

62.5

143

65

101.5

145

37.5

74
20

89

146

150

106

55
52.5

11

108
75 33.5

39.5

22.565
53

40.553.5

61

122.5

34

18

10

19

10

Courtesy of CraneMarket.com 

https://cranemarket.com


39Quality Changes the World

Load Chart-T6SEF 30

Model SAC16000S | SERIES

Unit: t

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 14

16 150 150 150 150 150 150 150 150 150 154 150 16

18 150 150 149.5 150 150 147.3 142.0 140.8 139.5 138.8 137.5 18

20 150 148 146 147.5 145 143 127 125 124 123.5 122.5 20

22 138.6 140.0 138.0 136.0 133.8 134.7 114.9 113.0 111.7 111.1 110.2 22

24 127.2 132.0 130.0 124.5 122.6 126.4 102.8 101.0 99.4 98.7 97.9 24

26 115.8 124.0 122.0 113.0 111.4 118.1 90.7 89.0 87.1 86.3 85.6 26

28 104.4 116.0 114.0 101.5 100.2 109.8 78.6 77.0 74.8 73.9 73.3 28

30 93 108 106 90 89 101.5 66.5 65 62.5 61.5 61 30

32 87.4 101.5 99.8 83.2 82.2 96.0 61.2 59.5 57.0 56.1 55.6 32

34 81.8 95.0 93.6 76.4 75.4 90.5 55.9 54.0 51.5 50.7 50.2 34

36 76.2 88.5 87.4 69.6 68.6 85.0 50.6 48.5 46.0 45.3 44.8 36

38 70.6 82.0 81.2 62.8 61.8 79.5 45.3 43.0 40.5 39.9 39.4 38

40 65 75.5 75 56 55 74 40 37.5 35 34.5 34 40

42 59.2 71.1 70.6 51.8 50.7 69.7 36.5 34.0 31.9 31.4 30.8 42

44 53.4 66.7 66.2 47.6 46.4 65.4 33.0 30.5 28.8 28.3 27.6 44

46 47.6 62.3 61.8 43.4 42.1 61.1 29.5 27.0 25.7 25.2 24.4 46

48 41.8 57.9 57.4 39.2 37.8 56.8 26.0 23.5 22.6 22.1 21.2 48

50 36 53.5 53 35 33.5 52.5 22.5 20 19.5 19 18 50

52 49.9 32.3 30.8 49.3 20.1 17.8 17.1 16.8 16.0 52

54 46.8 29.5 28.0 46.0 17.8 15.5 14.8 14.5 14.0 54

56 43.6 26.8 25.3 42.8 15.4 13.3 12.4 12.3 12.0 56

58 40.5 24 22.5 39.5 13 11 10 10 10 58

60 60

62 62

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 12 12 12 12 12 12 12 12 12 10 10 Rope rate

150t

FSET6

30m37~80.1m
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Operating Range-T6SEF 24

Model SAC16000S | SERIES
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Load Chart-T6SEF 24

Model SAC16000S | SERIES

Unit: t

Radius(m) 37.0 37.0 43.1 43.1 49.3 55.5 55.5 61.6 67.8 73.9 80.1 Radius(m)

12 12

14 14

16 150 150 150 150 150 150 150 150.0 150.0 150.0 150 16

18 142.5 137.5 142.5 141.5 140.3 133.8 139.2 138.3 137.2 136.0 135.0 18

20 135 135 135 133 131.5 125 128 124.0 122.5 121.0 120.0 20

22 126.1 127.0 126.5 124.4 123.2 118.0 116.2 112.5 111.2 109.9 109.0 22

24 117.2 119.0 118.0 115.8 114.9 111.0 104.4 101.0 99.9 98.8 98.0 24

26 108.3 111.0 109.5 107.2 106.6 104.0 92.6 89.5 88.6 87.8 87.0 26

28 99.4 103.0 101.0 98.6 98.3 97.0 80.8 78.0 77.3 76.7 76.0 28

30 90.5 95 92.5 90 90 90 69 66.5 66.0 65.6 65.0 30

32 83.9 90.7 88.0 83.3 83.0 85.5 63.7 61.2 60.3 59.9 59.2 32

34 77.3 86.4 83.5 76.6 76.0 81.0 58.4 55.9 54.6 54.2 53.4 34

36 70.7 82.1 79.0 69.9 69.0 76.5 53.1 50.6 48.9 48.4 47.6 36

38 64.1 77.8 74.5 63.2 62.0 72.0 47.8 45.3 43.2 42.7 41.8 38

40 57.5 73.5 70 56.5 55 67.5 42.5 40 37.5 37 36.0 40

42 52.6 69.1 66.0 52.1 51.0 63.7 38.9 36.4 34.1 33.7 32.8 42

44 47.7 64.7 62.0 47.7 47.0 59.9 35.3 32.8 30.7 30.4 29.6 44

46 42.8 60.3 58.0 43.3 43.0 56.1 31.7 29.2 27.3 27.1 26.4 46

48 37.9 55.9 54.0 38.9 39.0 52.3 28.1 25.6 23.9 23.8 23.2 48

50 33 51.5 50 34.5 35 48.5 24.5 22 20.5 20.5 20.0 50

52 30.2 32.1 45.8 22.1 19.6 18.0 17.9 17.3 52

54 26.8 29.3 43.0 19.8 17.3 15.5 15.3 14.5 54

56 26.4 40.3 17.4 14.9 13.0 12.6 11.8 56

58 23.5 37.5 15.0 12.5 10.5 10 9.0 58

60 60

62 62

Telescoping status(%)

2nd boom 50 0 0 50 50 0 100 100 100 100 100 2nd boom 

3rd boom 50 0 0 50 50 0 50 100 100 100 100 3rd boom

4th boom 50 0 0 50 50 100 50 50 100 100 100 4th boom

5th boom 0 100 100 50 50 100 50 50 50 100 100 5th boom

6th boom 0 50 100 0 50 100 50 50 50 50 100 6th boom

Rope rate 12 12 12 12 12 12 12 12 12 10 10 Rope rate

150t

FSET6

24m37~80.1m

Remark:

1. Load value listed are the max. capacity (incl. hook block and lifting slings) when the crane is in a level condition on solid ground or surface.

2. Radius listed are calculated with boom deflection considered.     
3. Wind speed shall be less than 9m/s for operation safety.      

4. Operation planning shall be made properly. Load value are given according to the larger radius or boom length value when the actual radius or boom 

length falls between two numbers above.

5. Operating range shall be strictly within boom angle permitted in case of tipping over.  

6. Boom combinations or telescoping status shall be strictly followed regarding boom length.
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Reminder:

Any change in the technical parameters and configuration due to product modification or upgrade may occur without prior 
notice. The machine in the picture may include additional equipment. This brochure is for reference only, and goods in kind shall 

prevail.

Copyright at SANY. No part of this brochure may be copied or used for any purpose without written approval from SANY.
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