
KEY FEATURES

• Maximum lifting capacity 100t - 220,462 lbs, max. lifting moment 380 t*m - 2,749 ft kips

• Global transportation capacity: Maximum single component transportation weight: 

 45t - 99,208lb, transportation width, within 3m - 9.8ft. Transportation height, within 

 3.2m - 10.5ft.  This meets global on-road transportation regulations, saving transportation  

 costs for customers

• Hydraulic cylinders used for live mast, self erection, carbody jacks, crawler frame pins,   

 counterweight lifting, etc. This makes it convenient to assemble and disassemble the crane

Max Lifting Capacity

100 t - 220,462 lbs

Max Lifting Moment

380 t*m - 2,749 ft kips

Max Boom Length

70 m 
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Crawler Crane
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SANY America Inc.

318 Cooper Circle  |  Peachtree City, GA  30269

T:  678-251-2810  |  F:  770-632-7820

SCC8100-2 Dimensions & Specifications

www.sanyamerica.com

S
C
C
8
1
0
0
2
1
8
2
0
1
7

MACHINE PARAMETERS

Standard Metric

Max. rated lifting capacity  220,462 lbs 100 t

Max. rated lifting moment  2,749 ft kips 380 t*m

Boom length 229' 8" 70 m

Boom luffing angle 20 - 80°

Longest boom + Longest fixed jib 229' + 73' 70+22.5 m

Boom to jib angle 15/30°

Main (aux.) hoist wire rope (outermost working layer) 380 ft/min  0 ~ 116 m/min

Boom luffing winch wire rope(outermost working layer) 260 ft/min  0 ~ 79 m/min

Swing speed 0 ~ 1.8 rpm

Traveling speed 1.25 mph 0 ~ 2 km/h

Gradient capability 30%

Machine Weight  194,007 lbs 88 t

Output power /Rated speed 325/1800 hp/rpm 242/1800 kW/rpm

Max. transport weight of single part (with main and aux. hoist winches) 99,207 lbs 45 t

Transport dimensions (L*W*H) 43'8" x 9'10" x 10'6" 13320×3000×3200 mm
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