
LIFTING CHART          Outrigger support base 7,95 m x 7,63 m 

SPIERINGS

Jib 30° luffed

18000 18000

SPIERINGS
MOBILE CRANES

Serial Number

Jib horizontal

Max. speed

Year of construction

Make:

4500

22,7

9000

SK2400-AT7-50m

Max. radiusMax. load

18,0 tonne

with max. load

12,4 m

Type:

Max.Max. capacity
jib length

223 tm 42 m

Crane specification  (Jib length 42 m)

4212,4

Jib 30° luffed

Jib horizontal

Specifications subject to change

Strength / stability : as per EN 13001

Classification : as per ISO 4301-2.A4

LIFTING CHART          Outrigger support base 7,95 m x 5,72 m 

Stability     : as per ISO 4305

141-00245101

up to wind force 7 on the Beaufort scale (17 m/sec)

up to wind force 7 on the Beaufort scale (17 m/sec)
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2510

SPIERINGS SK2400-AT7

SK 2400 - AT7

3th and 4th jib removed

Total weight: 84000 kg

SK2400 - AT7 -50m
Specifications subject to change
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Specifications subject to change

R3 : Counterweight (l)
R2 : Guy bars
R1 : Superstructure

Radius (m)

0,17 N/mm²Ground pressure  :

H
ei

gh
t (

m
)

surface  :
Outrigger support plates :

Max. outrigger force   :
Outrigger support pads :

Jib can be unfolded through 360°
Luffing the jib 30° can be controlled from 
the crane cab or remote control 

Ground pressure  : 1,34 N/mm²

3000x1340 mm
3,585 m²

750x600 mm
600 kN

141-00245103

SPIERINGS 

R4 : Counterweight (r)
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Specifications subject to change
Radius (m)
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R2 : Guy bars
R1 : Superstructure
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R2 : Guy bars
R1 : Superstructure

Specifications subject to change
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Specifications subject to change
141-00245108

Surface

Max. outrigger force  

Outrigger support pads       

Ground pressure

Ground pressure

Outrigger support plates 3000x1340 mm 

3,585 m²

0,17 N/mm²

SPIERINGS 

1,34 N/mm²

750x600 mm

600 kN

R4 : Counterweight (r)
R3 : Counterweight (l)

R1 : Superstructure
R2 : Guy bars
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