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SETTINGS MAINTENANCE DIAGNOSTIC ACCESSORIES

OPERATE CONFIGURE WORK AREA JOYSTICK

MB 25.98 ft 0 ft / S 2 2 250%
12:4520.5 ft

NET (t)

MAX (t)

LOAD (t)

RAD (m)

344.6

0.0

344,6

9.5

TELESCOPING

COUNTERWEIGHT

OUTRIGGERS

ENGINE

BOOM (ft)

142.3

137.9 ft

TEREX OPERATING SYSTEM FOR ROUGH TERRAIN CRANES

TEOS

10’’ FULL-COLOR TOUCH SCREEN DISPLAY

The new user interface with wide 10’’ full-color touch 
screen display features self-explana tory and intuitive 
icons. 
Antiglare black background improves visibility and reduc-
es eyestrain.

INTUITIVE NAVIGATION

Based on extensive customer feedback, information ac-
cess is quick and easy.
The primary and most frequently used functions are im-
mediately accessible, and intuitive controls ensure a short 
learning curve for new operators.

Improved information flow and accessibility to increase operating efficiency.

DIAGNOSTICS

MENU

OPTIONS

INCLUDED

MAXIMUM

VISIBILITY

INTUITIVE

NAVIGATION

DIAGNOSTICS MENU

Error messages and warnings are within easy view for 
enhanced safety. A dedicated menu for diagnostics gives 
immediate feedback on crane, main component and sen-
sor operating status.

OPTIONS INCLUDED

Optional cameras are also incorporated in the main dis-
play: the operator has full control of the crane from all 
points of view via a single display.
The optional radio remote control and T-LinK platform 
can also be managed from the main display.
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ENGINE INFO

WATER TEMPERATURE

ENGINE RPM

BATTERY WARNING

ENGINE WORKING HOURS FRONT BRAKE CIRCUIT PRESSURE

REAR BRAKE CIRCUIT PRESSURE

FUEL LEVEL

185 °F 130 h

900 1/min 0.0

0.0

bar

bar

100 °C

CARRIER

OIL TEMPERATURE

ENGINE WARNING
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Product specifications and prices are subject to change without notice or 
obligation. The photographs and/or drawings in this document are for illustrative
purposes only. Refer to the appropriate Operator’s Manual for instructions on 
the proper use of this equipment. Failure to follow the appropriate Operator’s
Manual when using our equipment or to otherwise act irresponsibly may result 
in serious injury or death. The only warranty applicable to our equipment is the
standard written warranty applicable to the particular product and sale and Terex 
makes no other warranty, express or implied. Products and services listed may
be trademarks, service marks or trade-names of Terex Corporation and/or its 
subsidiaries in the USA and other countries. All rights are reserved. Terex® is a
registered trademark of Terex Corporation in the USA and many other 
countries.
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TEREX CRANES

Rough Terrain Cranes

Via Cassoletta, 76 - Fraz. Crespellano
40053 Valsamoggia (BO)
Italy

Ph: +39 051 6501011
Email: info.cranes@terex.com
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TEOS
TEREX O PERATI N G SYSTEM

MBE 25.98 ft 0 ft / S 2 2 250%
12:4510.9 ft

45.8°

WINCH SELECTION

COUNTERWEIGHT

OUTRIGGERSJIB STOWED

WHEELS

JIB SELECTION

BOOM MODE

SHEAVE SELECTION

2

Tower Cranes

Via delle Innovazioni, 17
33074 Fontanafredda (PN)
Italy

Ph: +39 0434 989111
Email: info.cranes@terex.com
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