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7000 - 11,000 lbs. * Standard Features

PERFORMANCE

B 262 cu. in. V-6 overhead valve (OHV)
gasoline engine

W 281 cu. in. 6-cylinder, overhead valve
(OHV) diesel engine (13Z)

W Hydraulic valve lifters (gasoline
engine only)

W Alternator with integrated circuitry (IC)
regulator

M Electric governor (gasoline engine only)
W Automatic choke (gasoline engine only)
W Planetary drive axle

BODY/EXTERIOR DESIGN

W Sedimentor (water separator) and
suction filter (diesel engine only)

W Centralized Hydraulic Power System
(CHPS)
— Power brakes
— Hydrostatic power steering
— Hydraulic functions

MW High-performance radiator with
fan shroud

B 6-inch cyclone air cleaner with external
air intake mounted high on the
overhead guard (OHG)

Powershift transmission
(2-speed forward/1-speed reverse)

Sealed starter (gasoline engine only)
Neutral safety switch

Air cleaner discharge valve

Torque converter with oil cooler

Transistorized ignition assembly
(gasoline engine only)

Low maintenance battery
UL “G” gasoline model
UL “D” diesel model

B Wide-view mast (V)

B Wide-view carriage bars
W Draw bar pin

W Load backrest extension

B Dual operator assist grips
B Rubber floor mat

B Fully opening, and sealed-closure
engine hood with sound and
heat insulation

Easy access no-tools floorboard

Easy access radiator cover and screen
Ashestos-free components
At-a-glance coolant recovery system

W Adjustable front headlights and guards B Engine hood assist damper with (radiator reservoir)

B Wide driver entry steps -automatic stay

INTERIOR ERGONOMICS

B Memory-tilt steering column W Integrated Monitoring System— W Dash integrated pen/pencil holder
W Cowl-mount hydraulic control levers g::ﬂuff;l]z?_g?fglr?:a%gsu?g}g;;%rgg?:ature M Hood integrated clipboard

W Double action parking brake cleaner warning light (gasoline engine W Non-slip hand-pad on engine hood
W Operator's 4-way adjustable ultra-comfort only); sedimentor warning light (diesel g p)041ic pory

suspension seat with lumbar support

OPTIONAL EQUIPMENT

engine only); and preheat indicator light
(diesel engine only)

B Anti-restart ignition key switch
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7000 - 11,000 Ibs. * Dimensions
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7000 - 11,000 Ibs. * Specifications

Models (gasoline/diesel) 6FGU33 | 6FDU33 | GFGU35 | GFDU35 | GFGU4D | G6FDU4D | G6FGU4S | 6FDU4S | 6FGAUSD | GFDAUSO Il
Load Capacity (with 24-in load center) ] 1. 7000 8000 9000 10,000 11,000 |
Body/Frame Construction Welded steel body and frame :
Steering Type Hydrostatic power steering -
Brakes : Hydraulic (foot) -l
Transmission Type Powershift
Speed (forward/reverse) 211 21 2N 211 2. 21 21 1 " 21
Make/Model 430ter |46liter (132)| 43kter |460iter (132)] 43%iter |48 liter (132)] 43 lter |4.60ter (132)] 4.3 0ter |46 liter (132)
Engine Type V-6 OHV Goyl.OHV | V-6OHV | Boyl OHV | V-6 OHV Byl OHV | V-6 OHV B oyl. OHV V-6 0HV | 6cyl OHV ‘
3 gasoline diesel gasoling diesel gasoling diesel gasoling diesel gasoling diesel |
Piston Displacement cu. in. 262 281 262 281 262 281 262 261 262 281 '
Rated Horsepower/r.p.m. Net SAE HP 90/2350 84/2200 90/2350 84/2200 90/2350 B84/2200 90/2350 84/2200 90/2350 84/2200
Rated Torque/r.p.m. Net SAEft-1b. | 209/1200 | 202/1600 | 20971200 | 20211600 | 20971200 | 2021600 | 2091200 | 2021600 | 2091200 | 202/1600
EXTERIOR DIMENSIONS
A Maximum Fork Height (MFH) in. 120 120 120 120 120 120 120 120 1205 1205
B Mast Lowered Height = 83 83 83 83 83 83 86.5 86.5 9.5 96.5
C Free Lift in. 43 43 43 43 45 45 45 45 47 47
D Load Distance* in. 20.5 205 205 205 215 215 224 224 224 224
E  Wheelbase in. 708 70.9 70.9 70.9 78.7 78.7 78.7 78.7 86.6 86.6
F  Fork Size (TxWxL) in. 24642 2x6x42 24642 2xBxd2 2xBxd2 24642 2x6x42 2xBx42 25x6x48 | 2.5%6x48
G Length to Fork Face in. 113 113 115 115 120.5 120.5 1235 1235 1315 1315 |
H  Overhead Guard Height in. 86.7 86.7 86.7 86.7 90.6 90.6 90.6 90.6 90.6 90.6 :
I Tilt Range (forward/backward) deg. 6/12 B/12 612 6/12 6/12 6/12 6/12 6/12 612 6/12
J  Qutside Turning Radius in. 100 100 102 102 107 107 109 109 118 118
K Basic Right Angle Stacking Aisle Width"* in. 121 121 123 123 129 129 132 132 140.5 140.5
L Overall Width in. 57 57 57 57 57 57 57 57 57 57
M Carriage Width in. 46 46 46 46 46 46 46 46 46 46
N Tread Width | frontirear | st. in. 453429 | 453429 | 453429 | 453429 | 453429 | 452429 | 453429 45.3/429 | 45329 | 4531429
PERFORMANCE DATA
A forward — full load m.ph. 13.7 137 137 13.7 13.7 13.7 137 137 13.7 137
Travel reverse — full load m.p.h. 1.5 1315 115 118 115 15 115 11.5 11.5 1.5
b forward — no load m.p.h. 15.2 15.2 15.2 15.2 15.2 15.2 15.2 152 15.2 152
reverse — o load mp.h. 118 118 118 118 118 1.8 11.8 118 118 118 -
Lift Speed full load f.p.m. 101 101 101 101 101 101 87 87 87 87 H
(V Mast only) no load fp.m. 109 109 109 109 109 109 95 95 95 95
Lowering Speed | full load f.p.m. 99 99 99 99 99 99 89 89 89 89
(V Mast only) no load f.p.m. 109 109 109 109 109 109 99 99 99 99
Maximum full load Ib. 9040 9040 9040 9040 9040 9040 9040 9040 9040 9040
Drawbar Pull no load . 3300 3300 3200 3200 3750 3750 4080 4080 4300 | 4300
Maximum full load % tan 46 50 46 47 41 4 37 a7 35 35
Gradeability no load % tan 22 22 20 20 22 22 22 2 22 22
UNDERCLEARANCE
Minimum with Load in. 47 47 47 47 45 45 43 43 43 43
Center of Wheelbase in. 71 71 71 71 83 83 8.3 8.3 83 8.3
TRUCK WEIGHTS
Gross Weight (empty) Ib. 11,660 11,880 12,320 12,550 13,520 13,730 - 14,440 14,660 15,170 15,390
front — full load Ib. 16,460 16,500 17,910 17,960 19,910 19,950 21,770 21,820 23,690 23,740
Weight rear — full load Ib. 2200 2380 2410 2590 2610 2780 2670 2840 2480 2650
Distribution front — no load Ib. 5070 5110 4890 4340 5590 5730 5840 5890 5790 6840
rear — no load Ib. 6590 6770 7430 7610 7830 8000 8600 8770 8380 8550
CAPACITY :
{ Fuel Tank |- gk 251 | 251 | 251 e K S R e s e 317 |
ATTACHMENT
[ Attachment Operating Hydraulic Pressure | p.sii 2630 | 2630 | 2630 2630 | 2630 2630 | 2630 | 2630 | 2630 2630 |
TIRES
Type (front/rear) Pngumatic/Pneumatic
Size Drive 28 x12.5 - 15 - 20 PR(l) 32%12.1 - 15-20 PR(l)
Steer 7.00- 12 - 12 PR{)) 7.00 - 12 - 12 PR(l)

*“Centerline of front axie to front face of forks,

* *Add load length and

clearance.
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7000 - 11,000 Ibs. * Mast Specifications

6FGU33 / 6FDU33
Overall Height Load Capacily @ 24 in. Load Cenler
Maximum Free Lift
Mast Fork Extended Single Drive Tire Dual Drive Tire
Type Height Lowered Without Load With Standard Without Load With Standard Tilt Range Capacily Tilt Range Capacity
Backrest Load Backrest Backrest Load Backrest | FWD | BWD FWD | BWD
(in.) (in.) (in.) {in.) {in.) (in.) (degrees) (Ibs.) {degress) (Ibs.)
805 545 110 128.7 43 13 [ 10 7000 6 10 7000
\ 100 745 130 1484 43 13 5 12 7000 6 12 7000
Wids Visibls (V) 708 785 138 1563 a3 3 3 2 7000 5 | 12 7000
120 83 1495 168 43 43 5 12 7000 3 12 7000
1315 @ 1615 179.9 43 13 ] 12 7000 ] 12 7000
1395 ) 169 1878 43 13 5 12 7000 5 12 7000
147.5 &8 177 185.7 43 43 6 12 7000 6 12 7000
159 108 189 207.5 43 13 B 12 7000 B 12 7000
179 175 2085 227.2 43 i3 6 12 7000 & 12 7000
198.5 1275 2285 248.8 43 a3 [ § 7000 E 12 7000
Full-Free 120 3 1505 168 505 35 6 12 7000 § 12 7000
Litt (FV) 1315 a0 1625 179.9 575 42 [ 12 7000 5 12 7000
475 745 1785 795.7 315 265 5 B 7000 5 B 7000
159 785 190 207.5 455 305 6 B 7000 3 B 7000
17 5] 202 2193 505 35 5 6 5800 3 B 5800
Full-Free Lift 187 30 2175 735 575 42 3 8 5600 H [ 5600
3-Stage (FSV) 1985 7] 2295 246.8 615 46 3 § 6500 5 B 6500
2185 100 249 266.5 675 52 B ] 6200 B B 6200
238 108 269 286.2 75 60 3 6 - 4600 3 5 6050
6FGU35 / 6FDU35
e Overall Height Free Lift Load Capacity @ 24 in. Load Center
Mast Fork Extended . Single Drive Tire Dual Drive Tire
Type Height Lowered Without Load | With Standard | Without Load | With Standard Tilt Range S Till Range Capacity
Backrest Load Backrest Backrest Load Backrest | FWD | BWD il FWD | BWD
Tin) Tn) Tin) {in) i) ) {deqrees) i6s.) {dearess) {ibs.)
805 645 110 1287 43 43 3 10 8000 B 10 8000
o 100 745 130 1484 33 13 6 2 8000 5 12 8000
Wide:Visibie-(Y) 108 785 138 1563 13 13 6 12 8000 6 12 8000
120 83 1495 168 43 13 § 12 8000 6 12 8000
1315 90 1615 179.9 43 43 6 12 8000 6 12 8000
1395 [ 169 187.8 43 43 B 12 8000 G 12 8000
1475 [ 177 1957 43 13 6 12 8000 5 12 B000
158 108 189 2075 43 43 B 12 8000 6, 12 8000
179 1175 208.5 2272 43 43 B 12 8000 il 12 8000
198.5 1275 2285 246.8 43 i3 5 § 7800 § 12 7800
FulF-Free 720 3 1505 168 505 3B 3 12 500D 3 12 5000
Lift (FV) 1315 %0 1625 179.9 575 22 6 12 8000 § 12 8000
1475 745 785 957 a5 765 3 5 5000 B [ 8000
159 785 190 2075 455 305 3 6 8000 § 3 8000
171 [E 202 2193 505 35 6 B 8000 6 3 5000
Full-Fres Litt 187 %0 2175 235 575 a2 B § 7700 B 6 7700
3-Stage (FSV) 1985 7] 2395 246.8 615 6 B 5 7500 3 5 7500
7185 100 249 2665 67.5 52 B 6 5200 5 B 7250
238 108 269 286.2 75 60 B 6 4600 6 5 7050
6FGUA40 / 6FDU40
Overall Height Load Capacily @ 24 in. Load Center
Mast 5 Extended Ll Single Drive Tire Dual Drive Tire
Type Height Lowered Without Load | With Standard | WithoulLoad | With Standard Tilt Range Sy Tilt Range Capacty
Backrest Load Backrest Backrest Load Backrest | FWD | BWD | FWD | BWD |
{in.) (in.) (in.) fin.) {in.) (in.) (degrees) (Ibs.) (degrees) {lbs.)
805 545 112 128.7 15 45 6 10 9000 [ 10 9000
_ 100 745 132 1484 45 a5 6 12 9000 G 12 9000
Wide Visidle (V) 108 785 140 156.3 15 a5 5 12 9000 6 | 12 9000
120 5] 1515 168 45 45 B 12 9000 5 12 9000
13815 90 1635 179.9 45 15 5 12 9000 5 12 9000
1395 9 1715 167.8 45 45 B 12 9000 5 12 9000
1475 [7] 179 195.7 15 45 6 12 9000 B 12 9000
159 108 191 2075 45 45 B 12 9000 B 12 9000
179 1175 210.5 2272 45 45 6 12 9000 3 12 9000
188.5 1275 7305 246.8 15 45 5 3 9000 3 12 9000
Full-Free 120 [E] 1505 168 505 £ B 12 9000 B 12 9000
Lift (FV) 1315 90 1625 179.9 575 425 B 12 9000 5 12 9000
1475 745 1785 196.7 2 765 B B 5000 3 3 9000
159 785 190 2075 46 305 B [} 3000 3 3 3000
171 83 202 219.3 505 35 i} ] 9000 B 6 9000
Full-Free Lift 187 90 2175 735 575 425 B 6 9000 B 5 9000
3-Stage {FSV) 198.5 7] 2295 246.8 615 465 5 3 9000 6 5 9000
7185 100 243 266.5 675 52 B [ 7700 B 6 8700
738 108 269 286.2 75 60 6 8 5050 3 3 7200

*Note: Height of standard load backrest is 48 inches.
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7000 - 11,000 Ibs. * Mast Specifications

6FGUA45 / 6FDU45
T Overall Height Fos LR Load Capacily @ 24 in. Load Center
Mast B Extended Single Drive Tire Dual Drive Tire
Type Height Lowered Without Load | With Standard | Without Load | With Standard Tilt Range Capacily Tilt Range Capachy
Backrest Load Backrest Backrest Load Backrest | FWD ] BWD FWD ] BWD
{im) {in) {in) {in) {in) {in) arees) {ibs.) {degrees) {ibs.)
805 67 1075 128.7 45 15 3 10 10,000 G 10 10,000
A= 100 77 127 148.4 45 45 6 12 10,000 ] 12 10,000
Wide Visible (V) 108 805 135 156.3 a5 45 5 12 10,000 3 12 10,000
120 865 147 168 a5 45 3 12 10,000 B 12 10,000
1315 925 158.5 179.9 45 15 6 12 10,000 [ 12 10,000
1395 %65 1665 187.8 45 15 3 12 10,000 3 12 10,000
1475 1025 1745 195.7 45 45 3 12 10,000 5 12 10,000
159 110 186 2075 45 15 3 2 10,000 ] 12 10,000
179 120 206 2272 45 45 3 3 10,000 6 12 10,000
1985 130 2255 246.8 a5 45 6 ] 3850 [ 12 9750
Full-Free 120 86.5 7455 168 59 385 [ 12 10,000 5 12 10,000
Litt (FV) 1315 75 1575 179.9 &5 145 3 12 10,000 3 12 10,000
475 805 773 195.7 53 325 [ [ 10,000 B B 70,000
159 835 185 2075 56 355 3 6 10,000 3 6 10,000
71 6.5 197 2193 59 385 6 3 9750 3 § 9750
Full-Free Lift 187 925 2125 235 &5 45 3 3 9300 5 5 9700
3-Stage (FSV) 1985 [ 2245 246.8 69 485 6 6 8800 3 5 9450
2185 1025 244 266.5 75 545 5 [} 6650 5 6 9000
738 110 264 286.2 825 62 5 3 5150 3 5 8600
6FGAUS0 / 6FDAUS0
=R Overall Height i Load Capacily @ 24 in. Load Genler
Mast Fork Extended Single Drive Tire Dual Drive Tire
Type Height Lowered Without Load | With Standard | WithoulLoad | With Standard Tilt Range capaly Tilt Range Capacily
Backrest Load Backrest Backrest Load Backrest | FWD | BWD FWD | BWD
{in.) {in) (i) {in) {in) {in) {degrees) {Ibs.) {degrees) {Ibs.)
8 77 115 135.2 47 47 5 10 11,000 6 10 11,000
“dan 1005 865 1345 154.8 a7 47 B 12 11,000 5 12 11,000
Wide Visible (V) 1085 925 1445 1627 a7 a7 5 12 11,000 5 2 71,000
1205 9.5 1545 1745 47 a7 6 12 11,000 5 12 11,000
132 102.5 166 186.3 47 a7 6 12 11,000 5 12 71,000
140 110 178 1942 47 47 6 12 11,000 6 12 11,000
148 110 182 202.1 a7 17 6 12 11,000 5 12 11,000
1505 120 1975 2139 a7 a7 6 12 11,000 6 12 11,000
1795 130 217.5 2336 47 47 6 6 11,000 6 12 11,000
199 14D 237 7533 47 47 3 § 9000 6 12 10,600
748 805 T80 202.1 525 32.5 B B 11,000 § 5 17,000 |
1595 895 1915 2139 55 355 6 § 10,800 B 5 10,800
715 925 2035 225.7 585 385 B 6 10,600 6 3 10,600
Full-Fres Lift 1875 96.5 7195 2415 [ 425 6 § 9500 B 5 10,200
3-Stage (FSV) 199 1025 231 253.3 58 485 6 6 9000 § B 10,000
219 110 751 2729 76 56 B B 6800 6 5 3500
2385 120 2705 2026 86 66 6 B 5300 6 5 5000
*Note: Height of standard load backrest is 48 inches (54 inches for 6FGAUS0/GFDAUSO).
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