
URW-706706-2 (6.0t x 3.0m)

URW-706-2 WORKING RANGE
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MINI SPIDER CRANE

URW-706-2 HYDRAULIC FLY JIB WORKING RANGE

URW-706-2 DIMENSIONS
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WORKING RADIUS (m)  Tilt Angles 0˚ - 40˚
Outriggers extended to maximum

and halfway
Outriggers extended to minimum Outriggers extended to maximum

halfway and minimum

WORKING RADIUS (m)  Tilt Angles 40˚ - 60˚WORKING RADIUS (m)  Tilt Angles 0˚ - 40˚
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BOOM  ANGLE

NOT ALLOWED NOT ALLOWEDNOT ALLOWED

Note: The above figures are based on a no-load condition and do not include the deflection of the boom.

FLY JIB 1 (3.77m) -  
TILT ANGLES

FLY JIB 1 & 2 (6.0m) -
 TILT ANGLES

BOOM 
ANGLE

0° 20° 40° 60° 0° 20° 40° 60°

80° 800 800 560 360 800 550 310 170

70° 800 620 480 330 800 390 260 150

60° 620 490 390 330 540 310 230 150

50° 400 330 290 340 260 210

40° 270 230 210 230 180 150

30° NOT ALLOWED NOT ALLOWED

FLY JIB NET RATED LOADS (kg) - ANGLE RATED
OUTRIGGERS SET TO MAXIMUM

FLY JIB 1 (3.77m) -  
TILT ANGLES

FLY JIB 1 & 2 (6.0m) -
 TILT ANGLES

BOOM 
ANGLE

0° 20° 40° 60° 0° 20° 40° 60°

80° 800 800 560 360 800 550 310 170

70° 800 620 480 330 800 390 260 150

60° 620 490 390 330 540 310 230 150

50° 350 310 290 300 260 210

40° 180 170 160 160 130 120

30° NOT ALLOWED NOT ALLOWED

FLY JIB NET RATED LOADS (kg) - ANGLE RATED
OUTRIGGERS SET TO HALFWAY

FLY JIB 1 (3.77m) -  
TILT ANGLES

FLY JIB 1 & 2 (6.0m) -
 TILT ANGLES

BOOM 
ANGLE

0° 20° 40° 60° 0° 20° 40° 60°

80° 800 800 560 360 800 550 310 170

70° 800 620 480 330 800 390 260 150

60° 470 410 390 330 430 310 230 150

50° 200 190 180 180 160 150

40°

NOT ALLOWED NOT ALLOWED
30°

FLY JIB NET RATED LOADS (kg) - ANGLE RATED
OUTRIGGERS SET TO MINIMUM
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Lifting capacity 800kg (max)
Length 3770-6000mm
Total Weight 480kg
Tilt angles 0°, 20°, 40°, 60°
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