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ZOOMLION Rough Terrain Crane

Maneuverable and robust drive:
1. Four-wheel drive and four-wheel steer chassis;
2. Fully hydraulic steering system;
3. Variable steering modes, front-wheel steer, four-wheel steer and crab steer;
Short vehicle length and small turning radius provide the crane with maximum
maneuverability and flexibility in narrow job sites.
Excellent off-road capability: Big ground clearance and departure / approach angle offer excellent off-road capability.
Strong gradeability :
Cummins electronically-controlled engine, automated transmission and steerable drive axles provide reliable power output.  Even in
the condition of abrupt road resistance, the engine can also be functional. Four-wheel drive, hydraulic suspension and special tires
optimize the vehicle’ s drive performance to its maximum, suitable for any bad roads and job sites.

Pick-and-carry operations:

1. The rough terrain crane has the ability to pick and carry loads, thus improves the working efficiency greatly.

2. The crane can also carry out “On tires” Lifts without extending the outrigger beams in narrow job sites.

3. Superior pick-and-carry ability during short-distance transit can bring great convenience to the users.

Single cab design:

1. Single cab design with large skylight provides large field of view;

2. Air-cushioned seat suits to all types of figures, which can release the driver’ s or operator’ s fatigue, thus improves the working
efficiency;

3. The crane is fitted with air conditioning, suitable for all-weather work;

4. Digital display and keyboard units, advanced data bus technology, error check-and audible & acoustic alarm'ensure the safety'and
high efficiency of the operation.
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Technical data

tem Value Lifting Height Curve Overall view (Unit: Metric mm)
Max. rated lift capacity X work radius kg.m 25000 x 3.0
Max. load moment of basic boom kN.m 980
Work performance
Max. load moment of fully extended main boom kN.m 549 5o
Max. lift height of fully extended main boom m 31 (m)
60
Max. lift height of jib m a8 rs
Overall dimensions (L x W x H 11790 x 2610 (2694)
verall dimensions ( ) mm (2694 with bigger tires) x 3600 60° 45
Outrigger spread (L X W) mm 6600 x 6500 v\
40 9605~30005 ,
Main boom length (Fully retracted fully extended) mm 9605—30005 50° ‘
Dimensions Jib length (Jib section 1, jib sections 1 + 2) mm 8650—13550 \ 35 \ A
Boom angle ° —~1-80 >\40° \E=all \“
A L 5
| o S —
Swing range 360° unlimited swing(Full range) >( ~ i =
Max. hoist rope speed (Main winch) m/min 150 2 S o -
5 3 2| o _ K
. 30° < bl — =
Min. boom extend time s 60 \/ / = i 21 7
Min. boom retract time s 60 20 3 _ .
Work speeds Min. boom derrick up time s 46 \/ 120° 15
Min. boom derrick down time s 50 i . 2 FaN1g
/ | L3 o] 14}
Swing speed r/min 0-2.2 — 10 30 1770 f
X(\ l/ 109 1990 3600 | 1800
Rated work pressure MPa 25 5 11787
Rated work oil flow L/min 400
Hydraulic system
Hydraulic oil tank capacity L 600 |
0
Complete vehicle mass kg 28850
Unit:mm
20 25 30 35 40 45 50
Front axle load kg 14100
Mass Working radius (m) (m)
Rear axle load kg 14750
Max. travel speed (Forwards / backwards) km/h 40,25 ) -
S
Wheelbase mm 3600 ==
Travel )
Treads (Front/ rear) mm 2200 Main hook Auxiliary hook
(mm) (mm)
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Lifting Capacity Tables

On Outriggers - Fully Extended On Outriggers - Mid Position

BOOM LENGTH
(mm)

BOOM LENGTH
(mm)

LOAD RADIUS LOAD RADIUS BOOM ANGLE BOOM ANGLE BOOM ANGLE BOOM ANGLE BOOM ANGLE

(mm)

) o) (deg) (deg) (deg) ) )
62.5 | 25000 | 71.6 | 17000 625 | 25000 | 71.6 | 17000
59.0 | 25000 | 69.3 | 17000 | 74.8 | 16000 59.0 | 24000 | 69.3 | 17000 | 74.8 | 16000
55.3 | 24000 | 67.0 | 17000 | 73.2 | 16000 | 76.9 | 11500 55.3 | 23000 | 67.0 | 17000 | 73.2 | 16000 | 76.9 | 11500
51.4 | 22000 | 4.7 | 17000 | 71.5 | 16000 | 75.6 | 11500 | 78.6 | 8500 51.4 | 20000 | 64.7 | 17000 | 71.5 | 16000 | 75.6 | 11000 | 78.6 | 8500
RONEEEIE  47.3 | 20000 | 62.3 | 17000 | 69.7 [ 16000 | 74.2 | 11000 | 77.5 | 8500 | 79.9 | 7000 DT 47.2 | 18000 | 62.4 | 16000 | 69.7 | 15000 | 74.2 | 10800 | 77.5 | 8000 | 79.9 | 7000
42.8 | 17900 | 59.9 | 17000 | 68.0 | 15200 | 72.8 | 10500 | 76.4 | 8000 | 79.0 | 7000 DT 427 | 14500 | 59.9 | 14000 | 68.0 | 14000 | 72.8 | 10500 | 76.4 | 8000 | 79.0 | 7000
37.9 | 16500 | 57.4 | 16500 | 6.2 | 14200 | 71.5 | 10200 | 75.3 | 8000 | 78.0 | 7000 37.7 | 13000 | 57.3 | 12500 | 66.3 | 12000 | 71.4 | 10200 | 75.3 | 8000 | 78.0 | 7000
BONCEN 2.2 | 15200 | 54.8 | 15500 | 64.4 | 13000 | 70.0 | 8800 [ 74.1 | 8000 | 77.0 | 7000 P 320 | 11000 | 5.0 | 10800 | 64.4 | 11000 | 70.0 | 9500 | 74.1 | 7600 | 77.0 | 7000
25.3 | 14000 | 52.2 | 13700 | 62.6 | 12300 | 68.6 | 9500 | 72.9 | 7800 | 76.1 | 7000 251 | 9500 | 51.9 | 9500 | 62.5 | 10000 | 68.6 | 9000 | 72.9 | 7500 | 76.1 | 7000
46.3 | 12000 | 58.8 | 11000 | 65.7 | 8500 | 70.6 | 7300 | 74.1 | 6500 46.1 | 7500 | 58.5 | 8000 | 65.7 | 8000 | 70.6 | 7000 | 74.1 | 6300
39.8 | 9000 | 54.9 | 9300 | 62.8 | 7700 | 68.2 | 6600 | 72.1 | 6000 39.6 | 6300 | 54.6 | 6500 | 62.7 | 6500 | 68.2 | 6200 | 72.1 | 5500
32.0 | 7500 | 50.6 | 8000 | 59.7 | 7100 | 65.8 | 6000 | 70.0 | 5500 31,9 | 5200 | 50.3 | 5100 | 59.6 | 5400 | 65.8 | 5600 | 70.0 | 4700
21.9 | 6500 | 46.0 | 6500 | ©56.5 | 6400 | 63.3 | 5500 | 67.9 | 5000 [ 11000 | 21.7 | 4400 | 45.7 | 4400 | 56.3 | 4500 | 63.2 | 4700 | 67.9 | 4200
410 | 5600 | 53.2 | 5700 | 60.7 | 5200 | 65.8 | 4600 40 7 | 3900 | 52.9 | 3800 | 60.5 | 4100 | 65.8 | 3800
28.9 4100 46.0 4700 55.3 4300 61.4 3900 28.6 2800 45 .6 2800 55.0 3000 61.2 3100
37.5 | 3600 | 49.5 | 3600 | 56.8 | 3300 37.3 | 2200 | 49.0 | 2200 | 6.5 | 2200
27.0 | 2800 | 42.9 | 2900 | 51.9 | 2800 26.6 | 1600 | 42.4 | 1600 | 51.4 | 1600
35.3 | 2300 | 46.5 | 2300 34.8 | 1200 | 45.9 | 1200
25.6 | 1800 | 40.5 | 1800 25.2 | 900 | 39.9 | 1000
33.5 | 1400 32.9 | 700
24.7 | 1200 24.2 | 500
8 8 6 6 4 3 8 8 6 6 4 3
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On Outriggers - Fully Extended

LOAD RADIUS
(mm)

62.4 | 16000 | 71.6 | 15000
58.9 | 14000 | 69.2 | 14500 | 74.7 | 12500 on Tires
55.1 | 11000 | 66.9 | 11500 | 73.0 | 11000 | 76.9
51.2 | 8800 | 64.4 | 9000 | 71.2 | 9500 | 75.5 | 9500 | 78.6 | 8500 BOOM LENGTH
PETE 47.0 | 7000 | 62.0 | 7500 | 69.4 | 7800 | 74.0 | 7800 | 77.4 | 7900 | 79.9 | 6500 G
m 42 .5 5600 59.5 6000 67.6 6300 72.5 6500 76.2 6500 78.9 6000 BOOM ANGLE Over Front FRONT DRIVING BOOM ANGLE Over Front FRONT DRIVING
37.6 | 4500 | 57.0 | 5000 | 65.7 | 5200 | 71.0 | 5400 | 74.9 | 5600 | 77.8 | 5600 (mm) (°) (ke) (k9) (°) (ke) (k9)
BT 319 | 3800 | s54.7 | 4000 | 63.9 | 4200 | 69.5 | 4200 | 73.6 | 4300 | 76.6 | 4500 75.5 8500 10000 9000 78.2 8000 9000 8500
25.0 | 3000 | 51.6 | 3400 | 62.0 | 3600 | 68.1 3600 | 72.4 | 3900 | 75.6 | 4000 73.8 8200 9500 8500 76.9 7800 8500 8000
45.8 | 2500 | 58.2 | 2500 | 65.1 | 2600 | 69.9 | 2700 | 73.4 | 2800 72.1 6700 9000 7900 75.5 €500 8000 7200
39,3 | 1500 | 54.1 | 1800 | 62.2 | 2000 | 67.4 | 2100 | 86.2 | 2200 B o 5800 8500 7300 i 5300 7500 6500
31.7 | 1200 | 49.9 | 1500 | 59.0 | 1600 | 64.9 | 1700 | 9.1 | 1800 L soo0 YRS 5000 8000 6700 2.8 4500 7000 2800
T ] P w00 | 453 | 1200 | =8 | 1200 | 623 1500 | 669 | 1600 [ 5500 TR 3800 7500 6300 71.4 3800 6500 5500
65. 1 3300 7000 5800 70.0 3200 6000 5200
40.4 800 | 52.4 | 1000 | 59.7 | 1100 | 64.7 | 1200 [ 500 IR 2400 6500 5300 68.6 2800 5500 4800
45.2 | 600 | 542 | 700 | 60.2 | 800 61.4 2000 5900 4800 67.2 2200 5000 4400
8 8 6 6 4 3 57.6 1500 5100 4100 64.2 1700 4400 3900
O Tires 53.6 1200 4300 3400 61.3 1400 3800 3200
EEeTIENET . 49.4 1000 3600 2600 58.2 1100 3400 2500
- s we | w0 | om0 | 2o | sso | tow | zem | 2000
omorous | sooua 60° o o o o 60° e o o 40.0 700 2300 1900 51.7 800 2200 1800
(mm) ' ' : : ' ; : : 27.9 1900 1400 44.5 500 1800 1300
62.1 10000 15000 11500 70.9 9000 11000 9500 36.2 1400 900
58.5 8800 14000 10500 68.7 8500 10500 9000 25.5 800 600
54.8 7500 13200 9700 66.4 7100 10000 8500
51.0 6500 11800 8600 64.0 6200 9500 8000
46.8 5500 10600 7800 61.6 5200 9000 7500
42.4 4300 9500 7000 59.2 4000 8500 7000
37.4 3700 8300 6300 56.7 3500 8000 6400
[ 500 [HIEE 2800 7200 5800 54.0 2600 7500 5800
24.8 2300 6000 5300 51.3 2100 6800 5200
45.6 1700 5800 4300
39,1 1400 4800 3500
31.5 1100 3800 2700
21.4 700 2800 2200
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Lifting Capacity Tables

Side Stow Jib On Fully Extended Outriggers Side Stow Jib On Fully Extended Outriggers

13550mm OFFSETABLE JIB

8650mm OFFSETABLE JIB
BOOM ) O 0
ANGLE 5° OFFSET 17° OFFSET 30° OFFSET

(DEG)

LOAD RADIUS LOAD RADIUS LOAD RADIUS LOADIRADIUS LODILDES LOAD RADIUS
(mm) (mm) (GD) (mm) (mm) (mm)

6852 3000 8516 2200 10111 1600 8285 2000 10892 1300 13390 900
8160 3000 9798 2200 11352 1600 9755 1850 12322 1240 14756 900
9455 2750 11066 2050 12577 1550 11211 1680 13735 1150 16102 850
10736 2500 12318 1900 13785 1500 12651 1500 15129 1060 17426 810
12002 2300 13553 1800 14973 1450 14073 1360 16501 970 18727 770
[ 68 | 13252 2150 14768 1700 16141 1400 | e8| 15476 1250 17852 910 20002 740
[ 66 | 14482 2000 15964 1600 17287 1320 | 66 | 16858 1150 19178 850 21251 700
[ 64 | 15693 1850 17137 1500 18409 1250 18217 1060 20479 790 22471 670
16882 1700 18287 1400 19507 1200 19551 980 21752 740 23662 640
[ 60 | 18048 1600 19413 1350 20578 1150 | 60 | 20859 900 22997 700 24822 600
B 19190 1480 20513 1250 21622 1080 E 22139 830 24211 670 25949 570
E 20307 1280 21585 1120 22638 1020 E 23390 770 25393 640 27042 550
I 21396 1080 22629 1000 23623 980 24611 720 26543 600 28100 530
22457 900 23643 810 24578 800 25799 660 27657 570 29121 520
E 23488 750 24626 700 25500 670 | 50 | 26953 570 28735 520 30104 500
1 1 1 parts—of—line 1 1 1
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